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इस भाग में भिज पष्ठ संख्या दी जाती है जिससे कि यह अलग संकलन के रूप में रखा जा सके । 
Remerato puglog is given to this part in order that it may bo Alod 

24 A sparate compilation . 


मोटिस 

NOTICE 
TATERT 7619€ 10 TFTTTT 1969 77 


fra foret 


fic fat 


The undermentoncd Gazettes of India Extraordinary were published up to the toth 
January , 1969. 


Issue 
No. 


No. and Date 


Issued by 


Subject 


227 G . S . R . 2244 , dated 

3180 December , 1969 . 


Mnistry of Finance 


I 


Do . 


G . S . R . 31, dated 

Ist January , 1969 , 


Amendment in the notification No. 

114 -Customs, dated the 31st August , 

1968. 
Exempting Synthetic abrasive grains 

or powder imported into India for 
themanufacture of grinding wheels 
or coated abrasives from the duty 
of Customs leviable thereon . 


G . S . R . 32 , dated 

Ist January , 1969, 


Do. ) 


Bzcmpting backing paper and backing 

board imported into India for tho 
manufacture of coated abrasives 
from the duty of Customs leyiable 
thereon . 


Do. ) 


G . S . R . 33 , dated 

Ist January , 1969, 


Exempting goods specified in 

table therein from the duty 
Customs, leviable therton . 


the 
of 


- 


- 


- 


- 


- 


- 


- 


- 
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Isgue 
No. 


No, and Date 


Isgued by 


Subject 


2 G . S . R . 34 , dated Ministry of Food Agri- Re-appointments of Prof. M . L . 
Ist January , 1969 . culture , Community Dantwala , Shri S . R . Kaiwer , Shri 

Development and B . K . Shah , Shri D . N . Sinha , Shri 
Cooperation . 

Gurbanta Singh and Shri C . 
Narsimham to be directors in board 
of Directors of the Food Corpora 
tion of India . 


3 


G . S . R . 35 , dated Ministry ofHome Affairs Appointing the first day of January , 
31st January , 1969 . 

1969 as the date on which the 
Judges (Inquiry ) Act, 1968 (51 of 
1968 ) , shall come into force . 


4 


Ministry of Finance 


G . S . R . 36 , dated 

3rd Janaury , 1969. 
G . S . R . 37, dated 

3rd January , 1969 . 


G . S . R . 38 , dated 

3rd January , 1969 


The specified Goods (Prevention of 

Illegal Export ) Rules , 1969 . 
Specifying the special measures for 

checking the illegal export of 

Silver Bullion and Coins. 
Specifying the specified area in the 

schedule therein for the purposes 
of the Customs Act, 1962 ( 52 of 

1962 ). 
Transportation of silver bullion and 

coins. 
The Notified Goods (Prevention of 

Illegal Import ) Rules , 1969. 
Specifying the special measures for 

checking the illegal importa circula 
tion and disposal of certain goods 
mentioned in the schedule th crein . 


G . S . R . 39 , dated 

3rd January , 1969. 
G . S .R . 40 , dated 

3rd January , 1969 . 
G .S .R . 41, dated 

3rd January , 1969. 


5 


6 


G . S . R . 42 , dated Central Board of Excise Assigning the functions to certain 
3rd January , 1969. and Customs, 

Officers mentioned in the schedule 

thçrein . 
G .S . R . 43 / Sugar Ex - Ministry of Food , Agri- Delegation of powers under the 

port d ated culture Community Sugar Export Promotion Act, 1958 
4th January , 1969. Development and 

to the AdditionalChief Director and 
Cooperation . 

Director (Sugar Technical), Direc 
torate of Sugar and Vanaspati. 


7 


G . S . R . 44 , dated 

6th January , 1969 . 


Do. 


The Madhya Pradesh Rice Procure 
ment (Levy ) Amendment Order , 
1969. 


8 


G . S . R , 90 , dated 

7th January , 1969. 


Do. 


The Uttar Pradesh Food grains 

(Restrictions on Bordet Movement) 
Order , 1969 . 


9 


G . S . R . 91, dated Ministry of Finance 

7th January , 1969. 


Specifying the specificd area in the 

Schedule therein for the purposes of 
the Customs Act, 1962 (52 of 
of 1962). 


10 


G . S . R . 92, dated Ministry of Home Affairs 

8th January , 1969. 


The President s pension (Maintenance 

of Secretarial Staff and Medical 
Attendance (Amendment) Rules, 
1969. 
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Issue 
No . 


No . and Date 


Issued by 


Subject 


II G .S .R . 93, dated Ministry of Finance 

Toth January , 1969. 


G . S . R . 94 , dated 

Toth January , 1969 . 


Do. 


Amendment in the notification No . 12 

Customs, dated 3rd January , 1969 . 
Exempting photographic camere , 

flash guns and colour films from 
the provisions of sections IIC , IE , 

and u1F of the Customs Act, 1962 
The specified Goods (Prevention of 

Illegal Export ) Amendment Rulce , 
1969 . 


G . S . R . 95 , dated 

Toth January , 1969 . 


Do . 


G . S . R . 96 , dated 

Ioth January, 1969 . 


Central Board of Exciec Amendment in notification No. II 
And Customs. 

Customs, dated 3rd January , 1969 . 


- - - - - - - - 


- 


- 


- - 


ऊपर लिखे असाधारण गजटों की प्रतियां प्रकाशन प्रबन्धक , सिविल लाइन्स , दिल्ली के नाम 
मांगपत्र भेजने पर भेज दी जाएंगी । मांगपत्र प्रबन्धक के पास इन राजपक्षों के जारी होने की तारीख 

10 farar E GIAT afegi 

Copies of the Gazettes Extraordinary mentioned above will be supplied on 
indent to the Manager of Publications, Civil Lines , Delhi. Indents should be 
submitted so as to reach the Manager within ten days of the date of issue of 
these Gazettes . 


479 II - 3-- 34 (i ) 

PART II – Section 3 – Sub -section (1) 
(रक्षा मंत्रालय को बोरकर ) भारत सरकार के मंत्रालयों और ( संग राज्य मंत्रों के प्रशासनों को 

छोड़कर ) केनीय प्राधिकारियों द्वारा जारी किये गये विधि के मम्तर्गत माये पोर जारी किये 
गये साधारण नियम (जिममें साधारण प्रकार के प्रावधा, उप -नियम प्राधि सम्मिलित हैं ) । 


General Statutory Roles ( Including orders , bye-laws etc . of a general character ) 

issued by the Ministries of the Government of India (other than the Ministry 
of Defence ) and by Central Authorities (other than the Administrations of 
Union Territorles ). 


MINISTRY OF COMMERCE 

New Delhi, the 15th November 1988 
G . S . R . 141, In exercise of the powers conferred by the proviso to article 309 
of the Constitution , the Central Government hereby makes the following rules , 
namely : 

1, Short title and commencement. - ( 1 ) These rules may be called the Directorate 
of Export Promotion ( Export Promotion Offices at Ports ) Ministry of Commerce 
Recruitment Rules, 1968. 

( 2 ) They shall come into force on the date of their publication in the Official 
Gazette 
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2 . Application . These rules shall apply to the posts specifed in column 1 of the 
Schedule hereto annexed . 

3 . Number of posts their classification and scales of pay . The number of the 
Baid posts , their classification and scales of pay attached thereto , shall be as 
opecified in column 2 to 4 of the said Schedule , 

4. Method of recruitment, age limit and other qualifications . The method of 
recruitment to the said posts , age limit, qualifications and other matters relating 
thereto , shall be as specified in columns 5 to 13 of the said Schedule : 

Provided that the upper age limit prescribed for direct recruitment may be 
relaxed in the case of candidates belonging to the Scheduled Castes or Scheduled 
Tribes and other special categories of persons, in accordance with the geniu 
orders of the Central Government issued from time to time. 

5 . Disquallfications. - ( a ) No person , who has more than one wite Hving or who , 
having a spouse living, marries in any cage in which such marriage 1o yold by 
reasons of its taking place during the ulte time of such spouse , shall be eligible 
for appointment to any of the said posts ; and 


; ( b ) no woman whose marriage is void by reasons of her husband having 
a wife living at the time of such marriage or who has married a person who has a 
wife living at the time of such marriage , shall be eligible for appointment to any 
of the said posts . 


Provided that the Central Government may, if satisfied that there are special 
grounds for so ordering, exempt any person from the operation of this rule . 


6 . Power to relax . - - Where the Central Government is of the opinion that it is 
necessary or expedient so to do , it may by order , for reasons to be recorded in 
writing relax any of the provisions of these rules with respect to any clase or 
category of persons/ posts . 


SCHEDULE 


R :criitmint Riles for Class III posts in the Directorate of Export Promotion ( Export Promotion 

Offices at Ports) 
I Namo of Post 

. 

Technical Assistant, 
1 . No . of posts 

. . . . . 13 
3 . Classification . . . . . . General Contral Service Class III (Non 

gazetted ) non -minişterial 
4 . Scale of pay 

. . Rs. 210 — 10 - 290 - 15 - 320 . 
5. Whether selection post or non -golcction post , Selection , 
6 . Age limit for direct recruits 

25 years and below . 
7 . Educational and othor qualifications requirol Essential : Degree of a recognised uni 
for diroct rocruits. 

versity proferably with Economics , Com 
morco , Mathomatics of Statistics R8 tho 

gubjects. 
8 . Whether age and educational qualifications No . 

prescribed for the direct recruits will apply 

in tho case of promotions. 
9 . Period of probation , if any . , . Two years . 
ro. Method of recruitment whother by direct ro - 75 % by direct recruitment, 

cruitment or by promotion or transfer and 25 % by promotion failing which by transfer / 
1 porcentage of the vacancies to be filled by va deputation , 

rio s methods. 


II, la case of rocruitment by promtion /transfer, Promotion : Upper Division Clorks and 
grades from which promotion to be made. Scenographers who have put in atleast 5 

ycars service in the grade. 
Transfer deputation of persons working in 

similar or cquivalent grade in othof 
Central Government offices. (Period 03 
deputation ordinarily not excooding 
years ) , 
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12 . If . D .P .C . oxigts what its composition . . Class III D . P .C . 
13 . Circumstances in which U . P . S . C . is to be con - N . A . 

sulted in making recruitment. 
1. Name of post . . . . . . Upper Division Clerk . 
2 , No. of posts , , , , , , 6 
3 . Classification . 

. General Central Service Class III Non 

Gazetted ) Ministerial. 
4 . Scale of pay . . . . . Rs. 130 -— 5 — 160 – 8 ~ 200 - EB - 8 - 256EB 

- 8 — 280 — 10 — 300 . 
s. Whcthcrsolection post or non -selection post , Non -selection, 
6 . Ago limit for direct recruit . . . N .A . 
7 . Educational and other qualifications roquired N . A . 

for direct recruits . 
8 . Whother age and oductional qualifications pres - N . A . 

cribed for the direct recruits will apply in tho 

case of promotions. 
9 . Period of probation if any . . . . Two years . 
10 . Method of recruitment whether by direct 100 % by promotion , 

recruitment or by promotion or transfer and 
percentage of the vacancies to be filled by ya 

rious methods. 
II. In case of recruitment ky prco , oticn /11 nafct: Lower Division Cleik will five 3021 ? EEN C 

grades from which promotion to temade. jo the grade, 
12 . If a D . P . C . exists what is its composition Class III D . P . C . 
13 . Circumstances in which U . P . S . C . is to be con - N . A . 

Bulted in making recruitment, 


I, Name of post , . . . . Stenographer 
2 . No, of posts . . . . . . 4 
3 . Classification 

General Central Service Class III (Non 

gazetted ) Ministerial. 
4 . Scale of pay 

. . , Rs. 130 — 5 — 160 -- 8 - - 2CO - FE - 8 — 256 – 

EB – 8 — 280 — 10 — 300 . 
5. Whether selection post or non - selection post . N . A . 
6 , Age limit for direct recruits . 

25 years and below . 
7. Educational and other qualifications required (i) Matric or equivalent. 
for direct recruits . 

(ii) Shorthand speed at the rate of 100 wordo 

per minuto and speed in typewriting at the 

rate of 40 words per minuto in English , 
8 . Whether age and educational qualifictions prog - N . A . 

cribed for the direct recruits will apply in the 

case of promotions . 
9. Period of probation , if any . . . Two years. 
10 . Method of recruitment whether by direct re - 100 % by diject recruitp . ent, 

cruitment or by promotion or transfer and 
percentage of the vacancies to te filled by 

various methods. 
II, In case of recruitment by promotion /transfer , N . A . 

grades from which promotion to be made, 
12 . If a D . P . C . exists what is its composition , N . A . 
13 . Circumstances in which U . P . S . C . is to be NA .. 

consulted in making recruitment, 


I. Name of post 
2 . No, of posts 
a . Classification 


. 
. 
. 


. 
. 
, 


. 
. 
. 


. 
. 
. 


. 
. 
. 


. Lower Division Clerk . 
. I 
, General Central Service Class III (Non 

gazettcd ) Ministerial , 
Rs. 110 — 3 ~ 131 – 4 – 155 - -E1 - 4 - 175 – 5 
180 . 


4 . Scale of pay 


. 


. 
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5 . Whether selection post or non -selection post . N . A . 
6 . Age limit for direct recruits . . . 25 years and below . 
7 . Elazitional and other qualification requirei (1 ) Matric or cquivalent. 
for direct recruits , 

(11) Speed in typewritting at the rate of 30 

words per minute provided : 
( a ) that a person not possossing the said 

qualification in typewriting may be ap 
pointed subject to the condition that he 
will not be cligible for drawing incremento 
in the pay scale or for quasi permanency 
Or for confirmation in the grade till he 
acquires a speed of 30 words per minute in 

typewriting and 
(b ) that a physically handicapped person 

whois otherwise qualified to hold a clerical 
post but doon not possess the said qualifica 
tion in typewriting may be appointed 
subject to the condition that the Medical 
Board attached to the Special Employment 
Exchange for handicapped , or where there 
is no such Board , the Civil Surgeon 
certifies that the said handicapped person 

is not in a fit condition to be able to type . 
8 . Whether age and educational qualifications N . A . 

proscribed for the direct recruits will apply in 

the case of promotions . 
9 . Poriod of probation , if any . . . Two years . 
10 . Mothod of recruitment whether by direct re - Direct recruitment, 

cruitment or by promotion or transfer and 
percentage of the vacancies to be filled by 

various methods . 
IX . In case of recruitinent by promotion /transfer, N . A . 

grades from which promotion to be made. 
12. If a D .P .C . cxists what is ity composition . N . A . 
13 . Circumstances in which U . P . S . C . is to be N . A . 
consulted in making recruitment, 

[ No. 2 / 1 / 65- EII] 
T. S . PARAMESWARAN , Under Secy . 


MINISTRY OF LABOUR , EMPLOYMENT AND REHABILITATION 

( Department of Labour and Employment) 

New Delhi, the 14th January 1969 
G .S .R . 14 % .- The following dratt of rules further to amend the Minimum Wages 
( Central ) Rules , 1950 which the Central Government proposes to make in exercise 
of the powers conferred by clause ( b ) of sub - section ( 2 ) of the section 30 of the 
Minimum Wages Act , 1948 ( 11 of 1948 ) , is published as required by sub -section ( 1 ) 
of section 30 of the said Act, for the information of all persons likely to be affected 
thereby and notice is hereby given that the said draft will be taken into considera 
tion on or after the 1st February , 1969 . 

Any objection or suggestion which may be received from any person with 
respect to the said draft before the date so specified will be considered by the 
Central Government. 


Draft Rules 
1. These rules may be called the Minimum Wages ( Central) Amendment Rules, 
1969 . 


2 . In rule 18 of the Minimum Wages ( Central ) Rules , 1950 after sub - rule ( 4 ) 
the following sub - rule shall be inserted , namely : - . 

( 5 ) All books, papers and other documents or things produced before a 

Committee , or the Board in pursuance of a summons issued under 
sub - rule ( 1 ) may be inspected by the Chairman and independent 
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members , and also by such parties as the Chairman may allow with 
the consent of the other party , but the information so obtained shall 

not be made public , 
Provided that nothing contained in this rule shall apply to the disclosure of 

any such information for the purpose of a prosecution under section 
193 of the Indian Penal Code, 1960 ( 46 of 1860 )." 

[No. LWI. I- 10 (40) / 87. ] 
C . R . NAIR , Under Secy . 


(Department of Labour and Employment ) 

New Delhi, the 15th January 1969 
G . S . R . 143 . - In exercise of the powers conferred by sub - section ( 7 ) of section 
5D of the Employees Provident Funds Act , 1952 ( 19 of 1952 ) , the Central Board , 
with the approval of the Central Government, hereby makes the following rules 
further to amend the Employees Provident Fund (Grant of Advances to Officers 
and Staff other than Commissioners , for Bullding / Purchasing of Houses ) Rules , 
1965 , namely 

1 . ( 1 ) These rules may be called the Employees Provident Fund (Grant of 
Advances to Officers and Staff , other than Commissioners for Building / Purchas 
Ing of Houses ) (Second Amendment) Rules , 1968 . 

(2 ) They shall come into force on the date of their publication in the Official 
Gazette 

2 . In rule 2 of the Employee Provident Fund (Grant of Advances to Officers 
and Staft, other than Commissioners , for Building / Purchasing of Houses ) Rules , 
1985 (hereinafter referred to as the said rules ) , after clause ( e ) the following 
new clause ( ee ) shall be inserted , namely : 

" ( ee ) House includes a flat." 


3 . In sub - rule (2 ) of rule 7 of the said rules , for the Agure and word “ 36 
times " , the figure and word " 48 times" shall be substituted . 


4 . In rule 8 of the said rules, 
(1) after sub -rule (E ), the following sub -rule ( F ) shall be inserted , 

namely : 
" ( F ) The advance required for purchase / construction of a new flat shall 

be paid as follows: 
The sanctioning authority may sanction the payment of the amount 

required by , And admissible to the applicant, on the applicant s 
executing an agreement in the prescribed form and complying 
with the provisions contained in sub - rule ( 3 ) of Rule ( 8 ) for 
the repayment of the loan . The amount may either be disbursed 
in one lump- sum or in suitable instalments at the discretion of 
the sanctioning authority . The amount or the instalments So 
drawn by the applicant shall be utilised for the purpose for 
which they were drawn within one month of the drawal of the 
amount or of each instalment, failing which the advance or 
part of the advance 50 disbursed , together with interest thereon 
shall be refunded to the Organisation forthwith unless an ex 
tension of this time limit 19 specifcally granted by the sanction 

ing authority ." 
( 11 ) The existing sub - rule ( 3 ) shall be renumbered as sub - rule ( 4 ) and 

the following sub -rule shall be inserted as sub - rule ( 3 ) , namely : 
" ( 3 ) In addition to ensuring complance with the provisions contained 

in sub - rule ( 1 ) and sub - rule ( 2 ) of rule 8 , the applicant for con 
struction or purchase of a ready -built flat shall furnish adequate 
collateral security as laid down in Rule 274 of the Coinpilation 
of the General Financial Rules (Revised and Enlarged ) , 1963, to 
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the satisfaction of the sanctioning authority , wherever the land on 
which the fat stands is not mortgaged by the owner of the land 
in favour of the Chairman as a security towards repayment of the 

advance ." 
8 . In sub -rule ( 1) of rule 12 of the said rules: 
(1 ) at the end of sub -rule (c ) the word and shall be omitted , and after 

inserting the semi- colon and the word and at the end of sub -rula 

( d ) , the following new sub - rule ( e ) shall be Inserted , namely : 
" ( e ) in cage where the applicant desires to purchase a flat, an attested 

copy of a letter from the seller of the flat to the effect that sub 
ject to the settlement and payment of the price, he is in a position 
to hand over the vacant possession of a clearly defned flat to tho 
applicant, within a period of two months from the date of bio 

letter 
( ) in clause ( a ) of sub- rule (5 ) of rule 12 between the words " an in 

disputable title to the land / house in question and the words " In 
such cases , the sale deeds, etc ." occurring in the second sentence of 

the said clause , the following words shall be inserted , namely : 
" exclusive of title to the plot of land in the case of a flat" 

[No. 52 ( 1) /64- PF - I. ) 
DALJIT SINGH , Under Secy. 


MINISTRY OF FOOD AND AGRICULTURE , COMMUNITY DEVELOPMENT 

AND COOPERATION 
(Department of Food ) 

CORRIGENDUM 

New Delhi, the 13th December 1968 
G .S . R . 144 . — In the notifcation of the Government of India in the Ministry 
of Food , Agriculture , Community Development and Cooperation Department of 
Food ) , No. G . S . R 1748 , dated the 10th September , 1968 , published in the Gazette 
of India Part II Section 3 (1 ) dated the 28th September , 1968 (Asvina 6 , 1890 ) , 
et page 2346 — 
(1) under column 1, for the words " Director Engineering " , read “ Director 

(Engineering ) " . 
( 1 ) under column 11 

( a ) remove the bar " /" between the words " State" and " Govts " ; and 
(b ) for the word " orginarily " read " ordinarlly " . 

[No. 14 -13/ 87-E . I ( A ). ] 
S . RAGHAVAN , Under Secy . 


MINISTRY OF TRANSPORT AND SHIPPING 

(Border Roads Development Board ) 

New Dehli, the 24th December 1968 
G . 8 .R . 145.- - In exercise of the powers conferred by the proviso to article 309 
at the Constitution and in supersession of the notification of the Government 
of India in the late Ministry of Transport ( Border Roads Development 
Board ) No. G . S . R . 1412 , dated 24th September, 1964, the President here 
by makes the following rules regulating the method of recruitment to Class I and 
class II Civilian Officers posts in the General Reserve Engineer Force in the 
Ministry of Transport and Shipping (Border Roads Organisation ), namely : 

1 . Short Atlo and commencement.- - ( 1 ) These rules may be called the General 
Beserva Bogineer Force (Non - Technical Officers ) Recruitment Rules, 1968 . 
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( 2 ) They shall be deemed to have come into force on the 1st July , 1968. 

2 . Application . These rules shall apply to the posts of Civilian Officers Grade . 
I, II and III ( other than Engineers ) in the General Reserve Engineer Force ag 
specified in column 1 of the Schedule annexed hereto . 

3 . Namber of posts, classification and sales of pay. - The number of posts , 
their classifcation and the scales of pay attached thereto shall be as specifled to 
columns 2 to 4 of the said Schedule . 

4 . Mothod of rocruitment, ago Umit and other quallications. The method of 
recruitment to the said posts, age limit, qualifications and other matters connect 
ed therewith shall be as specified in columns 5 to 13 of the Schedule aforesaid : 

Provided that the upper age limit prescribed for direct recruitment may be 
relaxed in the case of candidates belonging to Scheduled Castes Scheduled Tribes 
and other special categories of persons in accordance with the orders of the Cen 
tral Government issued from time to time, 

5 . Disqualifications. ( a ) No person , who has more than one wife living or who 
having a spouse living , marries in any case in which such marriage is void by 
reason of Its taking place during the lifetime of such spouse , shall be eligible 
for appointment to any of the said posts ; and 

(b ) no woman , whose marriage is void by reason of her husband having a 
wife living at the time of such marriage , or , who has married a person who has 
a wife lving at the time of such marriage, shall be eligible for appointment to 
any of the said posts : 

Provided that the Central Government may, if satisfied that there are special 
grounds for so ordering, exempt any person from the operation of this rule . 

6 . Power to relax . - Where the Central Government is of opinion that it is 
necessary or expedient so to do , it may , by order , for reasons to be recorded in 
writing, and in consultation with the Union Public Service Commission , relax 
any of the provisions of these rules . with respect to any class or category of 
persons or Dosts . 


272 


Recreatment rules for Class I and Class II Posts : f Cortion Officers (Non - Technical) in the General Reserte Engineer Force 

Border Roads Development Board in Ministry of Transport and Shopping 


- 


Name 

of 


No. of Classic Scale of 
posts fication pay 


post 


- 


tion 


Whether Age Educational and other Whether Period Method of In case of recruit - If a 
Selec - for qualifications Te age and of pra recruitment m ent by promo DPC 
tion or direct quired for direct re - educational bation , whether by tion /deputation exists, 
Don - recruits cruits . 

quali - if any direct recruit- transfer, grades what is 
Selec - . 

fications 

medt or by from which prom its 
prescribed 

deputation notion /transferi color 
Post 

for direct 

transfer and deputation to be post 
recruits percentage of made. 

tion 
will apply 

the vacancies 
in the 

to be filled 
case of 

by various 
proinotees 

methods 


E:- 


Cir 
cunstan 
ces in 
which 
Union 
Public 
Service 
Con 
mission 
is to be 
COBSul 
ted in 
making 
recruit 
ment. 
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10 


II 


12 


13 


Rs . 


1. Civilian * 75 General 700 - 40 Selec - 

Officer also Central 1100 - 50 tion 
Grade I tenable Service 2 - 1150 

by offi - Class I 
cers of Gazetted 
Defence 
Services 


40 years Essential : 

Age - No; TWO 
and D A degree from a Educa - years 
below recognised Univer - tional 
sity or equivalent qualifica 

tions 
( ) About 10 years 

Yes 
administrative, in 
dustrial, manage 
rial experience in 
Generalmanagement 
establisbmeat, fic 
bance and accounts , 
personnel mansge 
ment and welfare in 
a supervisory capa 
aty in o Government 
department or a 


Promotion , Promotion ; Class I As re 

failing which Civilian officers Depart - quired 
by direct re Grade II with s mental under 
cruitment de - years services in Promo the 
putation - 60 % the grade reoder - tion rules . 

ed after appoint- Com 

ment thereto on a mittee . 
Direct recruit - regular basis . 
ment/trans 
fer/deputa - Transfer /deputation : 
tion 40 % Of suitable officers 

holding analogous 
posts under Con 
tral Gover 
meat/ State Go 
yerndents . (Pem 
riod of deputation 


Pablic conærn 
repute . 


of 


kontually not a . 
ceeding 3 years .) 


About 10 yars e1 
pericace in a super 
Tibory capacity in 
indenting, pur 
chase and main 
tenance of technical 
stores and keeping 
of stores accounts 
in & Government 
Department of a 
public body or a 
commercial concert 
of repute. 
(Qualifications relas 
able at Commission s 
discretion in case 
of candidates other 
wise well qualified .) 
Essential : 

Age - No Two years Promotion 
D A degree from a Educa 

failing which 
recognised Univer - tional 

by direct re - 
sity or equivalent. qualifi 

cruitment 
cations 

deputetion 
- Yes. 

60 % 


SEC.3(1)]THEGAZETTEOFINDIA:JANUARY25,1969/MAGHA5,1890 


Selec - 30 years 
tion and 

below 


Promotion : 

Class I As re . 
Civilian Officers Depart - quired 
Grade III with 3 mental under 

years service in Promo- the 
the grade render - tion rules . 
ed after appoint - Com 
ment the reto on mittee 
a regular basis . 


2 . Civilian 273 General 400 - 400 
Officer (for Central 450 — 30 
Grade II Civilian Servicel 600 - 35 

Officer Class I 670 – ĒB 
Grade Gazetted 35 – 880 . 
II * and 
Civilian 
Officer 
Grade 
IID) . 

* also 
terable 
by offi 
cers 
from 
Defence 
Services 


# ) About 5 years 
Administrative, in 
dustrial or manage 
rial experience in 
general management, 
establishment, fi 
nance and accounts , 
perosnnel manage 
ment and welfare in 
a supervisory capa 
city in & Gover 


Direct recruit - Transfer/depuration : 
ment/ transfer 
deputation - Officers holding ana 
40 % . 

logotis posts under 
Central Govern 
ment/State Go 
Yernments , 
(Period of deputa 
tion ordinarily 
not exceeding 3 
years.) 


273 


. 


8 


9 


10 


II 


11 


12 


13 


- 


ment Department, 
public body or com 
mercial conoer of 
repute or about 5 
year experience a 
Rocurity works in 
organisations ha 
Defence Surica , 
Palio , eta 


- 


- 


- 


About 5 years asperi 
ence in a supervisory 
capacity in indenting, 
purchase and main 
tenance of technical 
stores and keeping 
of stores accounts 
in Government 
Department or a pub 
Hc body or I com 
mercial concern of 
repute . 
(Qualifications re 
taxable at Commis 
sion s discretion in 
ause of candidata 
otherwise well quali 
fied . ) 


THE 
GAZETTE 
OF 
INDIA 
: 
JANUARY 
25 
, 
1969 
/ 
MAGHA 
5 
, 
1890 
[ 
PART 
II 


Not appliable, 


Not 
appli 
able . 


Not ap - 
plicable . 


Two 
years . 


100 % by 
promotion 


3. Civilian 273 Genere ! 350 - 25- Selec - 
Officers (for Central 500 – 30 — tion 
Grade III Civilian Service 590EB 

Officers Class II 30650 . 
Grade Gazetted 

II Non 
and Minis 
Chilina teria ! 


Promotion : 

Class II As re 
Supervisor B / S Depart- quired 
Grade 1 - 50 % mental under 

Promo- the 
( ) Superintendent tion rules . 

Clerical - 25 % Com 
(with 5 years ser - mittee . 
Fife in the red 


Officers 
Grade 
III ) 


fendered after 
appointment there 
to on a regular 
basis .) 


( i) Supervisor 
N / T Grade - 
25 % (with 10 
years service in the 
grade rendered 
after appointment 
thereto on 1 It 
gular basis ) 


No. 7 . 4 ( 130 ) / BRD6 / 16 . ] 
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THE GAZETTE OF INDIA : JANUARY 25, 1969 /MAGHA 5, 1890 


(PART II-- 


G . S . R . 146 . - In exercise of the powers conferred by the proviso to article 309 
of the Constitution and in supersession of the notification of the Government of 
India in the late Ministry of Transport (Border Roads Development Board ) 
No. G .S . R . 355 , dated 29th January, 1966 , the President hereby makes the follow 
Ing rules regulating the method of recruitment to the posts of Medical Officers . 
in the General Reserve Engineer Force in the Ministry of Transport and Shipping 
( Border Roads Organisation ), namely : 


1 . Short title and commencement. - (1 ) These rules may be called the General 
Reserve Engineer Force (Medical Officers) Recruitment Rules, 1968. 


( 2 ) They shall be deemed to have come into force on the 24th June, 1988 . 


2. Application . These rules shall apply to the posts of Medical Officers , Grades. 
I, II and III in the General Reserve Engineer Force, as specified in column 1 of 
the Schedule annexed hereto . 


3 . Number of posts, classification and scales of pay.-- The number of posts, their 
classification and the scales of pay attached thereto shall be as specified in columns 
2 to 4 of the Schedule . 


4 . Method of recruitment, ago Umit and Athor qualifications . — The method of 
recruitment to the said posts , age limit , qualifcations and other matters connected 
therewith shall be as specified in columns 5 to 13 of the Schedule aforesaid : 


Provided that the upper age limit prescribed for direct recruitment may be 
relaxed in the case of candidates belonging to Scheduled Casteg / Scheduled Tribes 
and other special categories of persons in accordance with the orders of the Cen 
tral Government issued from time to time. 


5. Disqualifcations.- - ( a ) No person , who has more than one wife living or who, 
having a spouse living, marrles in any case in which such marriage is vold by 
reason of its taking place during the lifetime of such spouse, shall be eligible 
for appointment to any of the said posts ; and 


(b ) no woman , whose marriage is vold by reason of the husband having a wife 
living at the time of such marriage, or , who has married a person who has a wife 
Hving at the time of such marriage , shall be eligible for appointment to any of 
the said posts : 


Provided that the Central Government may, it satisfied that there are special 
grounds for so ordering, exempt any person from the operation of this rule , 
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6 . Power to relax . - Where the Central Government is of opinion that it 19 
necessary or expedient so to do , it may , by order, for reasons to be recorded in 
writing, and in consultation with the Union Public Service Commission , relax 
any of the provisions of these rules with respect to any class or category of persons 
or post 


SCHEDULE 
Rardmer Rules for the posts of Medical Officers Grade 1, Grade II and Grade III in the General Reserve Engineer ) Force, Border Roads 

Development Board in Ministry of Transport and Shipping 


Name of No. of Classi- 

Post Posts Lication 


Circum 


Scale of Whether 
Pay Selec - 

tion 
Post 
or non 
Selec 


Age for 
direct 
recruits 


Period 

of 
proba - 
tion , if 
any 


tion 


Educational and Whether 
other qualifications age and 
required for direct educatio - 
recruitments 

nal 
qualifica 
tions 
prescri 
bed for 

direct 
recruits ! 
will apply 

in the 

case of 
Promotees 


Method of In case of recruit - If a 
recruitmentment by pro DPC 
whether by motion /deputation exists , 

direct transfer, grades what 
recruitment from which promo is its 
or by promo tion / deputation com 
tion or by transfer to be position 
deputation made 
transfer and 
percentage of 
the vacancies 
to be filled by 
various 
methods 


Post 


stances 

in 
which 
Union 
Public 
Service 
Commis 
sion is to 
be con 
sulted 

in 
making 
гестиit 

ment 
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Liso , i 


I 


2 


IO 


II 


12 


13 


30 


1. Medi- 

cal 
Officer 
Grade I 


ers 


General Rs. 675 — Selec - 
Central 354830 - tion 
Service 40 - IOSA 
Class I 50 - 1150 
Gazetted plus Non 

Practising 
Allowance 
@ 25 % of 
pay , subject 

to a mi 
nimum of 
Rs. 150 / 
per month 
and a 
nasimum 
of Rs. 400 / 


40 Essential : 

Age TFO Direct Recruit- Transfer /Deputation : Class I As 
years ( 1) A medical quali - No ; 

ment/ Trans - Oficers holding Depart - required 
and fication included in Qualifics 

fer /Deputa analogous posts mental under 
below . the First or tions : 

tion - 50 % under Central Promo- the rules 
Relaxable Second Schedule Sec 

Promotion Government /State tion 
for Go or Part II of the Column II 

failing which Governments ( Per- Co 
vernment Third Schedule . 

by direct re iod of deputation mmittee 
servant (Other than Licen 

cruitment/ ordinarily not ex 
and reti tiate qualifications) 

deputation ceeding 3 years) . 
redre to the Indian Medi 

50 % 

Promotion : 
leased cal Council Act , 

Medical Officers 
Ammy 1956 . Holders of 

Grade II (Degree 
Officers ) educational quali 

holders ) with 3 
fications included 

years regular ser 
in Part II of the 

vice in the gride, 
Third Schedule to 


per month 
(According 
to Border 

Road 
Regulation ) 


S 


. 


ihe said Act thail 
fulfil the conditions 
stipulated in Sec 
tion 13 (3 ) of the 

said Act. 
( u )Minimum five 

years experience 
in the profession 
(relaxable in the 
case of candidates 
possessing post 
graduate qualifica 
tions in Medicine, 
Surgery or Public 
Health for example 
MS, FRCS , FACS , 
MD or MRCP , 
DPH , DTM & H 

or equivalent. 
(Qualifications relax 

able at Commis 
sion s discretion 
in case of candi 
dates otherwise 
well qualified ). 
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No 


Selec - 
tion 


Two 
years 


2 . Medi- 77 General Rs. 4254 
al ( for Medi- 

25 - 450 - 
Officer al Central 30 - 600 
Gradell Officers Service 35 - 705 

Grede II Class I EB - 35 
and Gazetted 950 plus 
Medical 

Non 
Officers 

practising 
Grade III ) Argenet 

25 % of 
pay sub 
iact to 
of Rs. 150 / 
per month 
ind a mari 
mum of 


40 Essenrial: 
years 
pod fication included 

below . in the First of 
Relaxable I Second Schedule 

for or Part II of the 
Gave : 

Third Schedule 
ment 

(other than Licen 
Servants tiate qualifications) 

end to the Indian Me 
retired / dical Act, 1956 . 
released Holders of educa 
Amy tional qualifica 
Officers ) 

tions included in 
Part II of the 
Third Schedule 
to the said Act 


Direct recruit 
ment/ Trans 
fer /Deputa 
tion - 80 % 
Promotion fai 

ling which 
by direct 
recruitment/ 
deputation 
- 20 % 


Transfer Deputation : Class I As rc 
Officers holding Depart - quired 
Anàlogous posts mental under 
under Central Promo- the 
Government 

tion rules 
State Govern Con 
ments . (Period of moittee 
deputation ordi 
narily not exceed 

ing 3 years ) 
Promotion : 
Medical Officers 
Grade III with 5 
Years regular service 
in the grade . 


ميمنمنم 


1 


2 


3 


4 


5 


- 


6 


280 


8 


9 


10 


11 


12 


13 


Rs. 400 % 
per month 
(According 
to Border 
Roads 
Regulations ) 


shall fulfil the con 
ditions stipulated 
in section 13 (3 ) 

of the said Act. 
( ii) Completion of 

compulsory rota 

ting internship . 
(Qualifications re 

laxable at Com 
mission s discre 
tion in case of can 
didates otherwise 

well qualified ) . 
40 Essential : 

Not 
years DA medical Licen - appli 
and tiate s qualification cable 
below . ( ii) Minimum three 
(Relax - years professional 
able 

experience , 
for Gor- (Qualifications rela 
ernment sable at Commis 
servants sion s discre 
and re tion in case of 
tired / candidates other 
released wise wel qualified ). 
Army 
Officers. ) 


Not 
appli- 
able 


TYO 
vears 


Not 
applica - 
ble 


As re 

quired 
under 
the rules . 


By direct rec - Transfer / Deputation : 
ruitment Officers holding 
Transfer / analogous posts 
Deputation under Central 

Government/State 
Governments. 
(Period of deputa 
tion ordinarily 
not exceeding 3 
years ). 


3 .Medi- 77 General Rs. 325 – 

cal (for Central 25 — 500 
Officers Medical Service 30 — 590 — 
Grade Officers Class II EB - 30 % ) 
III Grade II and Non - 800plus 

Medical Minis - Non 
Officers terial Practising 1 
Grade Gazetted Allowances 
IIT) 

@ 25 % of 
pay , sub 
ject to a 
minimum : 
of Rs. 150 / 
per month 
and a maxi 
mum of Rs. 
400 / - per 1 
month 
(According 
to Border 
Roads 
Regula 
tions) 
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G . S . R . 147. -- In exercise of the powers conferred by the proviso to article 309 
of the Constitution and in supersession of the notifcation of the Government of 
India in the late Ministry of Transport ( Border Roads Development Board ) 
No. G . S . R . 1679 dated 4th October , 1965 , the President hereby makes the follow 
ing rules regulating the method of recruitment to Class I and Class II Engineer 

dicers / posts in the General Reserve Engineer Force in the Ministry of Transport 
and Shipping (Border Roads Organisation ) , namely : 

1 . Short title and commencement. - ( 1 ) These rules may be called the General 
Reserve Engineer Force ( Engineer Officers ) Recruitment Rules, 1968 . 

( 2 ) They shall be deemed to have come into force on the 20th July , 1968. 

2 . Application . - - These rules shall apply to the posts of Engineer Oncers in the 
General Reserve Engineer Force as specified in column 1 of the Schedule annexed 
hereto . 

3 . Number of posts , classification and scales of pay . The number of posts , 
their classification and the scales of pay attached thereto shall be as specifed in 
columns 2 to 4 of the said Schedule . 

4 . Method of recruitment, age Umit and other qualifications. The method of 
recruitment to the said posts, age limit , qualifications and other matters connected 
therewith shall be as specified in columns 5 to 13 of the Schedule aforesaid : 

Provided that the upper age Umit prescribed for direct recruitment may be 
relaxed in the case of candidates belonging to Scheduled Castes / Scheduled Tribes 
and other special categories of persons in accordance with the orders of the Cen 
tal Government issued from time to time. 

5 . Disqualifcations. - ( a ) No person , who has more than one wife living or who, 
having a spouse living, marries in any case in which such marriage is void by 
reason of its taking place during the lifetime of such spouse , shall be eligible for 
appointment to any of the said posts ; and 

( b ) no woman , whose marriage is void by reason of her husband having a wife 
Uving at the time of such marriage , or , who has married a person who has a wife 
hving at the time of such marriage , shall be eligible for appointment to any of 
the said posts: 

Provided that the Central Government may , if satisfied that there are special 
younds for so ordering, exempt any person from the operation of this rule . 

1 . Power to relax . - Where the Central Government is of opinion that it is neces 
wry or expedient so to do, it may , by order , for reasons to be recorded in writing , 
and in consultation with the Union Public Service Commission , relax any of the 
provisions of these rules with respect to any class or category of persons or posts . 


SCHEDULE 
Recruitment Rules for Class 1 and Class II Engineering Posts in the General Reserve Engineer Force , Border Roads Development 

Board in Ministry of Transport and Shipping 


Name of No. of Classic 

Post posts filation 


Scales 
of Pay 


Whether Age Educational and other Whether Period Method of ree - In case of recruit- If a Circum 
selec f or qualifications re age and of ruitment, ment by promo- DPC stances 

tion direct quired for direct educa - proba whether by tion /deputation exists, in which 
post or recruite partits 

tional tion , direct recruit - transfer grades what is Union 
non 

qualifica - if any ment, or by from which pro its come Public 
selection 

tions 

promotion or motion /deputation / position Service 
Post 

prescribed by deputation / transfer to be 

Coitmis 
for direct transfer and made 

sion de 
recruits percentage of 

to be 
will apply the vacancies 

consulted 
in the to be filled 

in making 
case of by various 

recruit 
methods 

ntat 
tees 


Prom 


I 


10 


II 


12 


13 
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1. Superin - + 40 General Rs. 1300 
tending * Tenable Central 60 - 1600 
Engi. also by Service 100 ~ 1800 . 


Selec - 
tioa. 


40 
years 

and 
below . 


Two 
years. 


on Army Class I 


Oficers Gazetted . 
of tho 
rack of 

Lt 
Colopa ! 
belongte 
to the 
Corps of 
Bnpito 


Essential : 

Age : No ; 
(1) Degcec 10 Civd Elua- 

Engineering from tonal 
a recognised Unt qualifica 
Yeşity or equiva - tionit 

lent qualification . Yes , 
( About 12 years 

apericoce es Civil 
Engineer in Clas# 
I and Class II 
posts, out of which 
5 Years should be 

Executive Engi 
nece or in post 
artying squiyt . 

leat responsibilitia . 
(Qualifications re 

Tarable Com 
mission s disco 
ton man 


Direct recruit- Transfer Deputation : Clasa I As re 
ment/ Transfer of suitable Depart- quired 
Deputation officers holding mental under 
- 50 % 

analogous posts Promo- the 
Promotion under Central t ion rules . 
falling which Government Com . 
by direct rec State Gover 

tea 
ruitment/ ments. 
transfer og (Period of depua 
deputation tion ordinarily 

pot exceeding 4 

years ) 
Promotion : 
Esecutive Engines 
(Civi ) with 44 
year service in 
the rade ten . " 
dered arter appoint 

ment thereto on 
I 

bada 


mundidata athie 

wise well qualified ). 
Desirable : 
Experience in cons 

triktion /design of 
roads/bridges, or 
control management 
of machines , 
equipment and 
large number of 
personnel engaged 
in such works . 


ho 
required 
ander 
the 
rules . 


2. Superin - 8 

tending * Tenable 
Engineer also by 
(Mech - Army 
anical). Officers 

of the 
rank of 
Lt. Colo 
zel be 
longing 
to the 
Corps of 
E . M . E . 


failing 


General Ry. 1300 Selection 40 years Essential : 

Age - No. Two Direct Transfer 

Close I 
Central 60 - 1600 and 

Educe years recruitment Deputation : Depart . 
Service ICO - 1800 . below . Degree in Mech - tional 

transfer Of suitable officers mental 
Class I . anical/Automobile Qualifica 

deputation holding analogous Promo- 
Gazetted . Engineering from tions - Yes . 

- 50 % posts under Cen - tion 
a recognised Uni 

Promotion tral Government Commit 
versity or equiva 

State Govern - tcc . 
lent qualification 

which by Inents . 
direct (Period of Depu 

recruitment tation ordinarily 
About 12 years 

transfer od not exceeding 4 
experience as Mech 

deputation years ). 
anical Engineer 

- 0 % 
in Class I and Class 

Promotion : 
II posts or in equi 

Executive Engi 
valent posts out 

neer (Mechanical) 
of which 5 years 

with 4 years ser 
should be as Exc 

ve in the grade 
cutive Engineer or 

rendered after 
in posts carrying 

appointment 
equivalent respon 

thereto 01 a 
sibilities , 

regular basis 
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. 


(Qualifications relax 
able at Commis 
sion s discretion in 
case of candidates 
otherwise well 
qualified .) 


2 


3 


4 


5 


6 


7 


9 


10 


11 


12 


13 


Desirable : 
Esperience in over 
haul, repair and 
maintenance prob 
lems connected with 
Automobiles , load 
carrying vehicles , 
road making and 
Earth moving 
machinery and 
equipment and 
management control 
of large number of 
personnel engaged 
in such works. 
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AS 
5 required 
under 


the 


Age : No ; 
Educa 
tional 
Qualifica 
tions : 
To the 
extent 
given in 
Col II . 


rules . 


3 . Execu - + + 132 General Rs. 700 — 40 Selec - 35 years Essential : 

tive Ten Central 1110501 tion and 
Engineer able also Service 2 - 1250 . below . ( ) Degree in Civil 
(Civil) by Army Class I 

Engineering of a 
Officers Gazetted . 

recognised Uni 
of the 

versity, or equiva 
rank of 

lent qualifications. 
Major 
belonging 
to the 

(ü ) About 7 years 
Corps of 

experience as Civil 
Engineers . 

Engineer in Class I 
and Class II posts , 
or posts carrying 
equivalent respon 
sibilities , out of 
which 4 years 
should be us Assis 
tant Executive Engi 
neer or in poste 
arrying equivalent 
responsibilities . 


Transfer 

Class I 
Direct Deputation : Depart - 
recruitment Of suitable officers mental 
transfer holding analogous Promo 
deputation posts under Cen - tion 
40 % 

tral Government Com 
Promotion State Governments mittee, 
failing 

( Period of deputa 
which by tation ordinarily 
direct 

not exceeding 3 
recruitment years). 
transfer on 
deputation Promotion : 

0 ) Assistant Exe 
cutive t Engineer 
(degree holders ) 
with a total of 
5 years service 
23 Assistant Ese 
cutive Engineer 
and Assistant Ea 
gineer in -General 


Reserye Engineer 
Force induding , 
at least 3 years 
Service as Assis 
tant Executive 
Engineer. 


( Qualifications relax . 
able , at Commission s 
discretion in case 
of Candidates ather 

wise wel qualified ) 
Desá able : 

Experience in 
med construc 
tion work of 
projects involving 
use of earth moving 
equipment. 
( ) Experience in 
management and 
control of labour. 


WI 


(a ) Assistent Exe 

cutive Engineer 
(Diploma holders) 
with 12 years 
tоtаl experience , 
out of which 
Dot less than 5 
years service as 
Assistant Exe 
cutive Engineer 
and /or Assistant 
Engineer in Ge 
neral Reserve 
Engineer Force 
including at least 
3 years service 
as Assistant 
Executive 
Engineer . 
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II 


12 


hal 


Direct Trailer 

Clasa I As 
recruitment/ Deputation : Depert - required 
Transfer Ofsuitable offices mental under 
Deputation holding ang - Promo the 
50 % logous posts tion 

rules . 
Promotion under Central Comm . 
failing 

Government/ ittes . 
which by State Govern 

direct ments . 
recruitment 
transfer on ! Period of dienu 
deputation tation ordinarily 
- 506 pot exceeding 

3 years ). 


. Rs. 
+ Execu - 141 Ten - General 70040 Selection 35 years Essential : 

Age - No . Two 
tire able also Central 1100 - 50 / 

and 

Educe - Tears 
Engineer by Ammy Service 2 - 1250 

Degree in Mech - tional 
Mecha - Officer Cuss I 

ancial Automobile qualifica 
nical) . of the Gazette 

Engineering of a cions 
rank of 

recognised Uni- To the 
Major 

versity or equivalent ; extent ! 
belonging 

qualifications . 

given in 
to the 

Col. II, 
Corps of 
E . M . E . 

) About 6 years 
cxperience as Mech 
emical Engineer 
in Class I and Class 
II posts or posts 
carrying equivalent 
responsibilities out 
of which 4 years 
should be as Assis 
tant Executive 
Engineer or in posts 
carrying equivalent 
responsibilities , 
Qualifications relax 
able at Commis 
sion s discretion in 
case of candidates 
otherwise well 
qualified ). 
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Promotion : 

Assistant Ese 
artive Engineer 
(degree holders ) 
with a total of s 
years service as 
Assistant Execu 
tive Engineer and 
Assistant Engi 
neer in General 
Reserve Engineer 
Force including 
a least 3 years 
service as Assis 
tant Executive 
Engineer. 


Desirable : 
Esperience in over 
haul epair and 
maintenance prob 
lems comected with 
Automobiles, load 


a ) Assistant Exe 
cative . Engineer 
( diploma bolders ) 
with 12 years 
total experience 
out of which not 


PartII— 


Tying vehicles 
and mosd making 
machinery and 
equipment. 


les than 5 yan 
Kervice as Assie 
tant Executive 
Engineer and/ or 
Assistant Engio 
ver it General 
Reserve Engineer 
Force including 
at least 3 years 
service as Assis 
tant Executive 
Engineer 


Selec - 
tion 


5 . Assistant 354 General Rs. 400 - 
Executive (For Central 400 - 450 
Engineer AEE · Service 30 -600 - 
(Civil ) (Cand Class I 35 -670 
AEO) Gazetted EB - 35 

959 


30 
years 

and 
helor 


Direct recru - Transfer Deputation Class I As 

itincat/tra - Ofsuitable officers Depart . required 
nsferGcpu - holding analogo - mental under 

tation 60 % us posts under Promo the 
Promotion Central Govern - tion rules . 
failing which ment/ State Gov - Commi 
by direct ernment s ( Period ttce. 
recruitment of deputation 
transfer on ordinarily not 
deputation exceeding 3 
40 % 

years). 


Essential 

AgeNo Two 
(i) Degree in Civi Educatio - yars 

Engineering of Dal que 
recognised Univer - lifications 
sity or equivalent To the 
qualification extent 

given in 
( 0 ) About 3 years Column II 

experience about 
one year for those 
possessing post gri 
duate qualification ) 
as Engineerin 
Civil Construction 
work , preferably 
experience of cons 
truction of roads 
and bridges, on 
projects involving 
use of earth mov 

ing equipment 
(Qualifications rela 

able at Commis 
sion s discretion in 
case of candidates 
otherwise well qua 
lified ). 
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... 


Promotion 
(1) Assistant En 

gineer with degree 
in Civi Engi 
neering or equi 
valent qualifi 
cation and with 
2 years service 
as Assistant 
Engineer in 
General Reserve 
Engineer Force . 


(D ) Assistant En 

gineer in Gence 
ral Reserve En 
gince Force 
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I 


2 


3 


4 


5 


6 


7 


8 


9 


10 


II 


12 


13 


with a diploma 
in Civil Engi 
necting and with 
7 years total 
wperience out 
of which 2 years 
service should 
be as Assistant 
Engineer (Civil) 
in General 
Reserve Engi 
nees Force . 


Selec 
don 


30 


years 

and 
below 


6 . Assistant $ 123 General Rs. 400 
Executive ( For Central 400 - 450 - 

Engineer AEE ( M ) Service 30 -600 
Mechani- and AE Class I 35 -670 
cal) ( M ) Gaze - EB - 35 

£Tenable tted . 950 
also by 
Army 
officers 
of 
the 
rank of 
Captain 
belong 
ing to 
the 
Corps 
of 
E .ME. 


Age - No; Two 
D Degree in Mecha - Education - years 

nical/Automobile al qualifi 
Engineering of a cations 
recognised Uni- To the 
versity , or equiva - extent 
lent qualification given in 

humo 
( U ) About 2 years pro - II. 

fessional experience . 
( Qualifications rela 
xable at Commis 
ssion s discretion 
in case of candi 
dates otherwise 

well qualified .) 
Destable : 

Experience in over - . 
haul, repair and 
maintenance prob 
lems connected with 
automobiles , lood 
carrying vehides . 
and mad making 
machinery and 
equipment. 


Direct re - Transfer 

Class I As 
cruitment / Deputation : Depart - required 
transfer de . Of suitable officers mental under 
putation 60 % holding analogo- Promo the 
Promotion us posts under tion rules 
faling wbi- Central Govern - Commia 
ch by dire - ment State tee . 
a recruit Governmeats . 
ment /trans Period of depu 
fer on depu - tation ordinarily 
tation 40 % not exceeding 3 

years ). 
Promotion : 
(1) Assistant Engi 

neer with degree 
in Mechanical 
Automobile En 
gineering or 
equivalent quali 
fication and with 
2 years service 
as Assistant 
Engineer in 
General Reserve 
Engineer Force . 
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(i ) Assistant En 

gineer in Gene 
ral Reserve 
Engineer Force 
with a diploma 
in Mechanical 
Automobile En 
neering and with 
7 years totai 
experience out 
of which 2 years 
service should 
be as Assistant 
Engineer (Me 
chanjal) in 
General Reserve 
Engineer Forie. 


Not applicable 


Selection Not 

Appli 
cable 


Not appli- Two 
cable gars 


By 
Promotion 


7 . Assistant 354 General Rs. 350 
Engineer (for Central 
Civil ) AEE Service 30 - 590 

(Civil ) Class II EB - 30 
and AE Gazet - 800 - EB 

ted Non - 30 - 830 
Minis - 35 - 900 
terial 


Promotion 

Class II As 
(1) Superintendent Depart - required 

BAR Grade I mental under 
with a degree in Promo the 
. Civil Engineer - tion rules 

ing or equivalent Commi 
qualification ttec . 
having a mini 
mum of 1 year 
service as Sup 
erintendent B / R 
Grade I in 
General Reserye 

Engineer Force 
( ii ) Superintendent 

BR Grade I 
with a diploma 
in Civil Engine 
ering of a re 
cognised insti 
tition or equi 
valent qualifi 
cation and hay 
ing a total ser 
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! 


II 


12 


13 


vice of 5 years 
with a minimum 
of 2 years ser 
vice as Superin 
tendent BAR 
Gnde I in 
General Reserve 
Engineer Force 


Selection Not 


Not appliable 


Not appli - 

cable 


Two 
care 


By 
Promotion 


appli 


cable. 


8 . Assistant 123 General Rs. 350 - 
Engineer for Central 25 - 500 
(Mechani- AEE Service 30 - 590 
cally (Mecha Class II EB - 30 

pical Gazet - 800- EB 
and AE ted 30 - 830 
Meche Non - 35 - 900 
nical) Mini 

Serial. 


Promotion : 

Class II Ans 
(1) Superintendent Depart- required 

E / M Grade I / mental under 
Foreman with Promo- tho 
a degree in me - tion rules . 
chanical/Automo- Commi 
bile Engineering ttee . 
or equivalent qua 
lification having 
a minimum of I 
year s service 
as Superinten 
dent E / M Grade 
I /Foreman lo 
General Reserva 

Engineer Force 
(i ) Superintendent 
EM Grade 1 
Foreman with 
a diploma in 
Mechanical/ Auto 
mobile Engineer 
ing of re 
cognised Insti 
tution or equi 
valent qualifi 
cation and hav 
ing a total service 
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- 


- 


of 5 years with 
a minimum of 2 " 
years service as 
Superintendent 
E / M . Grade 11 
Foreman in 
General Reserve 
Engineer Force 


[ No . P . 4 ( 130 ) / BRDB / 60 - II.} 

SHIY RAM , Under Secy ! 
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RAM 
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( Transport Wing ) 


PORTS 


New Delhi, the 31st December 1968 


G . S .R . 148 . — In exercise of the powers conferred by the proviso to article 309 
of the Constitution, the President hereby makes the following rules regulating 
the method of recruitment to Class III and Class IV posts in the Tuticorin Har 
bour Project, Ministry of Transport and Shipping ( Transport Wing ) namely : 


1 . Short title and commencement. - ( 1 ) These rules may be called the Tuti 
corin Harbour Project ( Class III and Class IV posts ) Recruitment Rules , 1968 . 

( 2 ) They shall come into force on the date of their publication in the Omcial 
Gazette. 


2 Application . — These rules shall apply to the posts specified in column 1 
of the Schedule annexed thereto . 

3. Number, classification and scales of pay. The number of posts , their 
classification and the scales of pay attached thereto , shall be as specified in 
columns 2 to 4 of the said Schedule . 

4 . Method of recruitment, age limit and other matters . The method of re -. 
cruitment, age limit , qualifications and other matters relating to the said posts : 
shall be specified in columns 5 to 13 of the Schedule aforesaid . 


Provided that the upper age limit specifled for direct recruitment in column 
B of the said Schedule may be relaxed in the case of Scheduled Castes , Schedul 
ed Tribes and other special categories of persons in accordance with the orders, 
issued by the Central Government from time to time. 


5 . Liability to serve in any Defence Service or post connected with the Def 
once of India . Any person who holds an Engineering Degree or equivalent 
qualifications and appointed to a post specified in the said Schedule shall, if 
required , be liable to serve in any Defence Service or post connected with the 
Defence of India , for a period of not less than four years including the period 
spent on training , if any : 


Provided that such person : 
(a ) Shall not be required to serve as aforesaid after the expiry of ten 

years from the date of appointment; 
( b ) Shall not ordinarily be required to serve as aforesaid after attaining 

the age of forty years. 
6 . Disqualifications . - (a ) No person , who has more than one wife living or 
who, having a spouse living, martles in any case in which guch marriage is 
vold by reasons of its taking place during the life time of such spouse, shall be 
ellgible for appointment to any of the posts, and (b ) no woman , whose marriage 
is void by reason of the husband having a wife living at the time of such mar 
plage or who has married a person who has a wife living at the time of such 
marriage, shall be eligible for appointment to any of the posts. 

Provided that the Central Government may , if satisfied that their are special 
grounds for 80 ordering exempt any person from the operation of this rule. 
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7 . power to relax . — Where the Central Government is of opinion that it is 
necessary or expedient so to do , it may by order , for reasons to be recorded in 
writing relax any of the provisions of these rules with respect to any class or 
ontegory of person /post. 
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Name of the No. of Classifica 
post 

posts tion 


Scale of pay Whether Age limits Educational and other 

Selection for direct qualificadopt for dintett 
posts or recruits recruits 
non - selec 
tion posts 
( for pro 
motion 
posts only ) 


45 


11 . Lower 

Division 
Clerk / Steno 
Typist . 


Part 1 - Class III Posts 

Rs. 
General 110 — 3 — 131 NA 
Central - 4 - 155 
Service EB - 4 - 175 
Non 

- 5 — 180 , 
Gazetted Plus Rs. 201 
Clegg III per mensem 
Ministerial. Special pay 

for Steno 
typist. 


Minimum Common : 
18 ycare ( 1 ) Matriculation or its 
Marimum equivalent qualifica 
21 years 

(2 ) Minimum speed of 

30 words per minute 
in Type - writing, pro 
vided that: 


( a ) A person not pos 

sessing the said quali 
fication in Typewrit 
ing may be ap 
pointed subject to 
the condition that he 
will not be eligible 
for drawing incre 
ments in the pay 
scale or for quasi 
permanency till he 
acquires a speed of 
30 words per minutę 

in typing ; and 
(o ) a physically handi 

capped person who 
is otherwisc qualified 
to hold clericat 
post but does not 
possess the said quali 
fications of typewrit 
ing may be appointed 
subject to the condi 
tion that the Medical 
Board attached to 
the Special Emp 
loyment Exchange 
for the handicapped 
or when there is no 
such board the Civil 
Surgeon certifies that 
the said handicappod 
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+ 


SCHEDULE 


Whether age Period of Method of recruit - In case of recruitment If D . P . C . 
and educatio - probation ment whether by di- by promotion depu - exists what 
nal qualifica - if any rect recruitment Ortation /transfer grades is its ccm - 
tiops prescri 

promotion or depute - from which promo - position 
bed for direct 

tion or transfer and tions /deputation /trans 
recruits will 

percentage of the va - fer to be made 
apply in the 

cancies to be filled in 
caso of pro 

by various methods 
motecs 


Circum 
stances in 
which 
UPSC is 
to te con 
sulted in 
making re 
cruitment 


IO 


II 


iz 


13 


N . A . 


N.A. 


Two years 


Two years too libre directiling 


NA 


100 % by direct re - 

cruitment failing 
which by transfer. 


Transfer : Persons N . A . 

working in similar 
or equivalent gra 
des in Central/ 
State Governments 
Departments , 


Promotion : 10 % of 

the vacancies in 
the grade of Lower 
Division Clerks , to 
be filled by direct 
recruitment, will 
be reserved for 
boing filled up by 
class IV employees 
(borne on regular 
establishment) , sub 
ject to the follow 
ing conditions : 


( a ) Selection would 
be made through a 
departmental exa 
mination confined 
to such class IV 
employeeswho ful 
fil the requirement 
of minimum edu 
cational qualifica 
tion , dig . Matricu 
lation or equivalent, 


(6 ) The maximum 

age for this exa 
mination would 
be 40 years (45 
years for the Sche 
duled Cagtes end 
Scheduled Tribes 
candidates ). 


(c) Atleast 5 years of 

soryice in Class IV 
woud be csgentil. 
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Rs. 


person is not in a fit 
condition to be able 
to type. 


AND 


Special for Steno - typist : 
Minimum speed of 
80 words per minute 
in short hand and 
40 words per minute 
in type -writing , 


5 


2 . Telephone 
Operator 
Telephone 
Operator 
Cum - Clerk . 


General 
Central 
Service 
Non 
Gazetted 
Class III 
Ministerial. 


110 — 3 — 131 N . A . 
- 4 - 155 
EB - 4 - 175 
- 5 — 180 . 


Minimum Common : 
18 years ( 1) Matriculation or its 
Maximum equivalent qualifica 
21 years tions. 

(2 ) Minimum speed of 

30 words per minute 
in Type-writing , pro 
vided that : 


( a ) a person not pog 

sessing the said quali 
fication in Typewrit 
ing may be appointed 
subject to the condi 
tion that he will not 
be eligible for drawing 
increments in pay 
scale or for quasi 
permanency till he 
acquires a speed of 
30 words per minute 
in typing ; and 


(6) a physically handi 

capped person who 
is otherwise qualified 
to hold a clerical 
post but does not 
po98€88 the said 
qualification of type 
writing may be ap 
pointed subject to the 
condition that the 
Medical Board at 
tached to the Special 
Employment Exchan 
ge for the handi 
capped or when there 
is no such board the 
Civil Surgeon certi 
fies that the said 
handicapped person is 
not in a flt condition 
to be able to type ; and 
(3 ) Experience in ope 

rating PBX Board . 
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IO 


II 


11 


12 


12 


13 


( d ) The maximum 

number of recruits 
by this method 
would belimited to 
10 % of the vacan 
cies in thu cadre of 
Lower Division 
Clerks , occurring 
in a ycar ; unfilled 
vacancies would 
not becarried over. 


N . A . 


Not applicable Two years 100 % by direct re - 

cruitment failing 
wlijch by transfer, 


Transfer : . Persons N . A . 

working in similat 
or equivalent grades 
in Central/State 
Government De 
partmerts . 
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N .A . 


Not applicable. 


3 . Upper Twenty General 

Division Nine Central 
Clerk / Store Service 
keeper / 

Class III 
Cashier. 

Non 
Gazetted 
Ministerial. 


Rs. 
130m 160 Non - 
- 8 - 200 Selection , 
EB - - 8 - - 256 
- EB 
280 - 10 - 300 . 


Selection 


4 . Head Clerk Four General 
(Junior scale ). Central 

Sorvice 
Class III 
Non 
Gazetted 
Ministerial. 


210 — 10 — 
290 — 15 
220 - EB 
19 — 380 . 


Not appli- Not applicable 
cable . 


5 . Head Clerk One 
(Senior ecale ). 


270 _ 15 
420 . 


Selection 


Not appli - Not applicable 
able . 


General 
Central 
Service 
Class III 
Non 
Gazetted 
Ministerial. 


6 . Divisional 
Accountant . 


N .A . 


N .AR 


Three General 

Central 
Servicc 
Class III ) 
Non - gazet 
tod Minis 
terial. 


Rs. 180 - 10 — Selection 
290EB - 15 - -- 
380 - EB - 15 
440 . 
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8 


9 


II 


13 


Not appli 
cable . 


Not applicable Two years ( I) ( a ) 75 % by pro - Promotion : Lower Class III 

motion on thebasis Division Clerk DPC . 
of Seniority subject Stenotypist with 
to rejection of the three years for vicc 
unfit . 

in the grade in the 

Project. 
(1 ) 25 % by competi- Transfer : Persons 

tive examination working in similar 
limited to Lower or equivalent gra 
Division Clerks / des in CentralGO 
Steno - Typists of vernment /State Go 
the Project , 

vernment Depart 
( ii) Failing ( a ) and ments . 
( b ) by transfer. 


Norapplicable Two years By promotion failing Promotion : Upper Class III Not appli 

which by transfer . Division Clerks ) DPC : cab .c . 

Storekeepers / Cashi 
ers with five years 
service in the grade 
in the Project, 


Transfer : Persons 
working in similar 
Or cquivalent gra 
de in CentralGo 
vernment / State Go 
vernment Depart 


trerits . 


N 


Not appli 

cable . 


apo iogle Two years By promotion failing ( 1 ) Promotion : picad Class III 

which by transfer. Clerks in the sole "DPC . 

of Rs. 2 .10 — 300 
with three years 
service in the ge 

de in the project. 
( 2 ) Transfer : Persons 

working in sinflar 
or equivalent gra 
de in Central 
Government /State 
Goyernment De 
partments , 


2 years 


Not app - 
licable . 


By promotion failing 

which by transfer 
and failing that by 
transfer on depu 


Promotion : Upper Class III Not appli 

Division Clerk ) D . P . C . cable . 
Store Keeper 
Cashier with five 
years service in the 

grade in the Project . 
Transfer on deputation : 
Ponons working tin 

similor or equivalent 
grades in Central 
State Accounts De 

partments . 
(Period of deputation 

ordinarily not ex 
ceeding three years .) 


300 THB GAZETTE OF INDIA : JANUARY 25, 1969/MAGHA 5, 1890 (PART II 


23 


7 . Stenogra - 

pher & P . A . 
to Chief 
Englncer 
and Admi 
nistrator . 


One General 

Central 
Service 
Class III 
Non - gazet 
ted Minis 
terial, 


Rs. 
210 - 10 Selection 18 – 25 (1) Matriculation or its 
290 — 15 - 320 

years. 

equivalent quali 
15 - 425 

fication . 
(11) Minimum speed of 

40 words per mi 
nute in Type 

writing 
(ii ) Minimum speed of 

120 words per 
minute in Short 

hand. 
350 - - 20 Selection Not app Not applicable . 
450 - 25 - 475 . 

licable. 


8 . Superin - 
tendent. 


One 


General 
Central 
Service 
Class III 
Non - gazet 
tod Minis 
terial. 


9 . Ferro - Three 
Printer 


I1O3 


Not app - 
licable . 


18 – 25 
yoars . 


131. 


General 
Central 
Şervice 
Class III 
Non - gazet 
ted Non 
Ministerial. 


Matriculation or its 

equivalent qualifica 
tiong with previous 
experience in Ferro 
Printing 


10 . Draftsman Five General 
Grade III 

Central 
( Civil ) 

Service 
Mechanical / Class III 
Electrical) . 

Non 
Gazetted 
Non 
Ministerial. 


1104 – 150 Noo - 
EB - - 4 - 170 - selection 
5 - 180EB 
5 – 200 . 


18 - 25 
years. 


Matriculation of its 
equivalent with pre 
vious experlence of 2 
years training in any 
drawing offico or lo 
Civil Mehanical/ 
Blectrical Draftsman 
ship , 


Non - 18 - 25 
selection years 


II. Draftsman Nine Gencral 150 - 5 — 175 — 
Grade II 

Central 6 205 - EB 
(Clvil / 

Service 7 — 240 . 
Mechanical/ Clage III 
Electrical), 

Non 
gazetted 
Non 
Ministerial. 


) LCE/LME/LEE 
panecd , 

or 
( it ) LCE /LME /LEE 

failed but has worked 
as Draftemgn for not 
less than period 
of two years Drafter 
man in Central. 
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8 


9 


IO 


10 


II 


11 


T2 


12 


13 


Age : No . 
Qualifications 


Yes . 


Not appli. 
cable . 


Two By promotion failing Promotion : Steno - Class III Not appli 
years . which by transfer typist with five yrs. DPC . cable. 

and failing both by service in the Gradc . 
direct recruitment. Transfer : Persons 

working in similar 
or equivalent grades 
in Central Go 
vernment or State 
Government De 

partments . 1 
Two yrs. By promotion failing Promotion : Head Class III Not appli 
which by transfer. Clerks (Rs. 270 DPC . cable . 

420 ), Divisional 
Accountants (Rs. 
180 - 440 ) and Head 
Clerks (Rs. 210 
380 ) with respec 
tively three years , 
4 years and 5 years 
service in the grade 

in the Project 
Transfer : Persons 

working in similar 
or equivalent grades 
in Central Govern 
ment or State Go 

vernment Deptts . 
2 years. By direct recruitment Transfor : Person : Not appli - Not appli 

failing which by working in similar cable . cable . 
transfer. 

or equivalent gra 
des in other Central/ 
State Government 
Departments . 


Not appli- 
cable , 


Age : No . Two 
Qualifications: years . 

Yes. 


Class III 
D . P . C . 


Not 
applicable . 


Promotion falling Promotion ; 
which by direct Promotion from the 
recruitment and cadre of Ferro 
falling both by Printer with thrcc 
transfer . 

years service in 
that grade in the 

Project . 
Transfer : 
Persons holding 

equivalent posts 
in Central Govern 
ment /State Goy 
ernment De 
partments . 


No. 


Two 
years . 


Not 
applicablo . 


( 1 ) 33 1 / 2 % by pro - Promotion : 

Class III 
motion failing Draftsman Grade D . P . C . 
which by direct III with three 

recruitment, and years service in 
( 2 ) 66 2 /3 % by the grade and 
direct recruitment. subject to a pass 

in a simple quali 
fying test held by 
the project Ad 
ministration . 
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1 


2 


3 


4 


5 


6 


7 


Rs. 


Goveroment /or State 
Governments Depart 
mente . 

OR 
( iii) Pagg in Govern 

ment Technical Exa 
mination in Engineer 
ing group subjects 
and in higher grade 
in the first three 

gubjects : 
(a ) Buildings drawing 

and estimating , 
(6 ) Applied Mecha 

nics, 
(c) Hydraulics and 

Irrigation , 
(d ) Building Material 

and construction , 
(6) Earth Work and 

Road making , 
Surveying and 
levelling ; and 
Geometrical draw 
ing with to youts 
experience . 

OR 
( iv ) Diploma in Drafts 

man (Civil) issued by 
the Directorate Gene 
rel of Employment 
and Training with 
two years experience 
in Draismanship . 


180 
2004BB 

* . 


Non - 
Selection . 


12 . Draftsman 

Grade I 
(Civil / 
Mechanical / 
Electrical). 


18 - 25 
years. 


16 General 

Central 
Service 
Class III 
Non 
Gazetted 
NO 
Mietatcriat. 


(1) Diploma in Civil 
Mechanical/ Electrical 
Engineering. Persons 
with previous experi 
ence as Draftsman for 
one year desirable . 

OR 
( 2 ) Draftsinenship from 

a recognised Institu 
tion , 

OR 
( 3 ) Pase in Engineering 

groep subjects with 
three years experience . 

OR 
(4 ) Any other Equiva 

lent qualifications. 
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8 


9 


10 


II 


11 


12 


13 


No 


Two 
· years . 


Class III 
D . P . C . 


Not 


Promotion failing Mromotion : 
which by direct Draftsman Grade 
recruitment and III with three 
failing both by years txperience 
transfer. 

th that grade in 
the project. 


Transfer : 
Persons working in 

similar or equi 
vaient grades in 
Contral Govern 
ment of State 
Governincnts De 
partments, 
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Rs. 


13. Head 

Draftsman . 


335 – 15 – 
425. 


Selection 


Not 
applicable . 


Not applicable . 


Ono General 

Central 
Service 
Class III 
Non 
Gazetted 
Non 
Ministerial, 


Not 
applicablo . 


years . 


14 . Head One General 335 – 15 – 
Draftsman 

Contral 425. 
(Architectural). Servicc 

Class III 
Non - Gazetted 
Non 
Ministerial . 


Essential : 
Should have Diploma in 

Architecture from a 
recognised Institution 
or Technical School, 


Dosirable : 
At least three years 

experience as Drafts 
man . 


18 – 25 
years. 


15, Section 
Officer 
(Civil/. 
Mechanical / 
Electrical/ 
Mining) . 


61 General 

Central 
Service 
Class III 
Non 
Gazetted 
Non 
Ministerial, 


180 — 10 — $ dection 
290w - EB 
15 — 380 . 
(Persons 
with Degree 
in Engineer 
ing or equi 
valent will 
be allowed 
a starting 
pay of Rs. 
240 /- p . m . 
in this prade. 


Graduate in Civil/ 
Mechanical /Electrical / 
Mining Enggor 
cquivalent or Diploma 
in Civil/Mechanical/ 
Electrical /Mining 
Engineering with 
three years previous 
experience . 


16 . Photo 

grapher 
Grade I. 


21 – 35 
years . 


One General 

Central 
Service 
Class III 
Non -Gazet 
ted Non 
Ministerial. 


21010 

- 290 — 15 
320EB 
15 — 425 . 


( 1) Essential : 
Thice years experience 

in motion pictures 
and still photogra 

phy. 
( 2 ) Desirable : 
Matriculation or its eg 

uivalent. 
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TO 


II 


12 


13 


Not applicable 


Two 
years . 


By promotion falling Promotion : 

Class III Not 
which by transfer Draftsman Grade I D . P . C . applicable . 
on deputation , having a minimum 

of eight years 
service in that 
grade in the 
Project. 
Transfer on 

Deputation : 
Persons working in 

similar or equiva 
lent grade in 
Central Goverti 
ment/ State Go 
vernment Depart 
ments . 
(Period of deputation 

ordinarily not 
exceeding three 

years .) 
100 % by direct Not applicable . Not 

Not 
recruitment. 

applicable . applicable . 


Not . Two 
applicable . years. 


Age : No. 
Qualification : 


Two 
years . 


Yes. 


( I) 50 % by direct Promotion : 

Class III Not 
recruitments . Draftsman Grade III D . P . C . applicable .. 
(2 ) 25 % by promo with three years 

tions from Drafts - service in the 
man Grade II grade in the Project. 
or transfer from Transfer on 
the grade of Drafts Deputation : 

man Grade I. Persons working in 
(3 ) 25 % by transfer similar or equiva 

on deputation fail lent grade in 
ing which by direct Central Govern 
recruitments . ment/ State Go 

vernment Depart 
ments and Major 
Port Trußts. 
(Period of deputation 

ordinarily not ex 
ceeding three 
years ) . 


Not applicable Two years . By direct recruit- 

ment failing which 
by transfer on de 
putation . 


Transfer on Deputa - Not app - Not applica 
tion : Persons work . Hicable, ble . 
ing in similar or 
equivalent grades in 
Central Govern 
ment/ State Govern 
ment Departments . 
(Period of deputa 
tion ordinarily not 
exceeding three 
yeats ) 
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I 


2 


3 


4 


5 


6 


Six 


N . A . 


17 . Labora - 

tory Scien 
tific Aggis 
tant. 


18 — 25 
years 


General Rs. 150 – - 5 
Central 160 
Service 2400 DB 
Class T fw .28010 
Non- Gazet- -- 300 
ted Non 
Ministerial 


Graduates in Science 
with Physics and Ma 
thematics /Statistics as 

subjects . 
Desirable : 
Speed of 30 words 

per minute in Type 

writing. 
(a) Essential : 
Graduate in Science 

with Physics and ma 

thematics /Chemistry . 
(b ) Desirable : 
Previous Experience as 

Scientific Assistant. 


-18 . Scientific 

Assistant 


One 


Gencral 
Central 
Servioe 
Class III 
Non - Charot 
ted Non 
Ministerial 


Rs. 210 — 10 Not app - 21 – 25 

890 - 15 - licable years 
320 -WEB 
15 - 125 


19 . Sepior 

Observer 


Not app - 21 25 
licable Yeats 


One General Rs 150 – 5 

Central - 100 8 — 
Service 240 — EB — 
Class III 8 — 28010 
Non -Gazet - - 300 
ted Non 
Ministerial 


Essential : 
Graduate in Science 

with Physics and 
Mathematics /Statistics 
as subjects. 


Desirable : 
Speed of 30 

per minute 
typewriting. 


words 

in 


20 . Driver . 


The 


N . A . 


ycars 


General R : TIO 
Certal WT139 
Serviot Drivers of 
Class TTLI Heavy vehi 
Non -Gazet- Cles may be 
ted Non - started on 
Ministerial Rs. 123 . 


I. Light indtor vehidles 
Hfving licence for ap 
pointment as drivers 
of light motor vehi 

cles . 
2 . Heavy motor vehicles 
driving licence for 

appointment as Heavy 
. vehicles drivers . 
Desirable : 
Previous experience 

of two years in 
driving and cdu 
cational qualifications 
upto eight standards , 


One 


- 21 , Garden 

Superinten 
dent. 


Rs. 1405 N . A . 
2175 


18 - 35 
years 


Essential : 
1. Middle School stan 

dards på88 . 


General 
Central 
Service 
Class III 
Non - gazet 
ted Non 
Mirtisterial 


2 . Ptve years experience 

in horticulture . 
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ΙΟ 


II 


12 


N .A . 


Two years Direct recruitments 


Not applicable 


Not app - Not appli 
licable, cable . 


appli 


tion . 


Not applicable Two years Direct recruitments Transfer on deputation : Not app - Not 

failing which by Persons working in licable , cable . 
transfer on deputa similar Os equiva 

lent grades under 
Central Govern 
ment of State Go 
vernments Depart 
ments ( Period of 
deputation ordi 
narily not exceed 
ing three years) 


Not 

cable . 


appli 


Not applicable Two years By direct recruitment Transfer on deputation : Not app - 

failing which by Suitable persons licable. 
transfer on deputa holding equivalent 
tion . 

or similar grades 
under Central Go 
vernment of State 
Government De 
partments . (Period 
of deputation ordi 
narily not excee 

ding three years ) 
Not applicable 2 years 100 % by direct rec - Not applicable Not app - 
ruitinent, 

licable 


Not appli 
cable . 


appl 


Not applicable Two years By direct recruitment Transfer on deputation : Not app - Not 

failing which by tr- Persons working in licable cable . 
ansfer on deputa - similar or equiva 
tion . 

lent grades in Cen 
tral Government / 
State Governments 
departments (Period 
of deputation ordi 
narily not exceed 
Ing thrço years 
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1 


2 


3 


4 


5 


6 


Rs. 
Rs. 180 — 10 Non se - 
290 _ EB - lection 
- 15 - 380 


18 - 25 
yrs. 


22. Horticul - One General 
tural Aggtt. 

Central 
Service 
Class III 
Non - gazet 
ted Non 
Ministerial 


Degree in Agriculture 
with at least 3 years 
experience in Horti 
culture or Diploma 
in Horticulture with 
five years experience . 
Those with specialised 
training and pra 
ctical experience wo 
uld be preferred 


23 . Liaison 

Officer 


One 


N . A . 


N . A . 


Rs. 250 — 10 N .A . 

- 290 — 15 
380 


General 
Central 
Şervice 
Class III 
Non - gazet 
ted Non 
Ministerial 


. 24 . Nurse One 


18 - 30 
years 


General 
Central 
Service 
Class III 
Non 
Gazetted 
Non 
Ministerial 


Rs . 150 – 5 – Not appli- 

175 - 6 - 205 cable 
- EB - 240 
- - 8 - - 256 - EB 
- - 8 - - 280 . 


25 . Compoun - One 


dor -cum 


clerk 


General 
Central 
Service 
Class III 
Non 
gazetted 
Ministerial 


Rø. 130 — 5 — Not appli - 18 - 30 

175 - EB - cable years. 
6205 - 7 
212 - EB - 7 
- 240 . 


A diploma or certifi 

cate in Nursing of 
& recognised Insti 

tution . 
Desirable : 
Experlence as Nurac in 
a hospital or dispen 

Bary. 
(1) Pass in Matriculation 

OC equivalent. 
( ii ) Fully qualificd Phar . : 
macist should posgcse 

qualifications entit 
ling for registration 
under Section 31 (c ) 
or 31 of the Phar 

macy Act, 1948. 
Desirable : 
I. Experience as a 
compounder for 

period of one year 
in any Government 

Hospital /Dispensary . 
2 . Experience in clerical 

jobs like storekeeping , 
accounting of a routien 
nature . 


VII 
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- . - - - 
8 9 10 

11 12 13 


II 


12 


No . 


Class III 
DPC 


Not appli 

cable . 


Two years Promotion falling Promotions : 

which by transfer Promotions from the 
on deputation fail- grade of Garden 
ing which by direct Superintendent with 
recruitment . 

five years experience 
in that grade . 
Transfer on deputation 
Persong working in 
equivalent or simi 
lar grades in Cen 
tral Government or 
State Governments 
Departments . (Per 
iod of deputation 
ordinarily not exce 
cding thrce years ) 


N . A . 


N . A , 


100 % by transfer on T ransfer on deputation : Not appli - Not appli 
deputation 

From Railway Dc- cable . cable . 
partments of per 
sons holding the 
post of Traffic Ins 

pector, 
Note : In case there are 
no candidates wil 
Iing for deputation 
persons who have 
retired from the 
post of Traffic Ing 
pector in Railways 
may be considered 

for reemployment. 
(Period of deputation 
ordinarily not ex 

ceeding three years ) 
By direct recruitment Not applicable Not Not 

applicable applicable . 


N . A . 


2 years 


Not appli 
cable 


Two 


By direct recruitment 


Not applicable 


Not 
applicable 


Not 
applicable. 


years 
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- 


- 


26. Inspector One 


GY 


Rs. 250 - IO - Not appli- 25 -40 
Central 290 - 15 - cable . years . 
Service 380 . 
CL298 UI 
Non 
gazetted 
Non 
Ministerial , 


(1) Matriculation or 

its equivalent, 
( ii ) Ex - Junior- Commis 

sioned Officer from 
Army/ Navy / Air 
force with somo 
background of fire 
service . 


27 . Subcdar Two 


Not 
appli- 
cable . 


18 - 45 
years . 


Gencral 
Contra 
Service 
Class III 
Non 
Gazetted 
Non 
Miniaterial 


110 - 9 - - 131 
4 - 143 - B - 
4 + * +174 
175 – 5 180 . 


(i) Must have passed 

atleast the matri 
culation or its equiva 
lent examination of 
1 recognised Indian 
University or Board 

and 
( ii) Must possess at 
lcast 10 years 

experience in the 
Army/Navy / Air Force 
or Police 
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10 


II 


12 


13 


Not applicable . 


Two 


Not 
applicable . 


years . 


By direct recruitment Transfer on deputation : Not 
failing which by Persons working in applicable 
transfer on depu similar or equiva 
tation . 

lent or one grade 
below in Central/ 
State Police De 
partments (Period 
of deputation 
ordinarily not ex 
ceeding threc 
years ). 


Age : No ; 
Qualification 


Two 
years. 


Yes . 


By promotion failing Promotion : Promotions Class III Not 

which by direct from the cadre of DPC . applicable . 
recruitment, 

Havildar with 
three years service 
in that grade in 
the Project. 
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- - - - - - 


Name of 

post 


No. 
of posts 


Classification 


Scale of Whether Age limit Educational and other 
pay selection for direct qualifications for 

posts or recruits direct recruite 
non - selec 
tion post 
(for Pro 
motions 
posts 
only ) 


1 


I 


2 


3 


4 


5 


6 


Part II - Class IV Posts 


I , Peon 


Rs. 70 - 1 - 80 - Not appli - 
EB - 1 - 85 . cable . 


18 -21 
Vears . 


Twenty General 
eight, Central 

Service 
Class IV 
Non 
gazetted 


Middle School Stand 

ard pass with 
knowledge of Englista 
& Tamil, 


One 


Not 


applicable . 


2 . Daftry 

(Record 
sorter ). 


3 . Gestetner One 

Operator . 


Not applicable . 


General Rs. 75 - 1 - 85- Non Not appli- 
Central EB -2 - 95. selection , cable . 
Service 
Class IV 
Non 
gazetted . 
Gencral : Rs. 80 - 1 -85 - Non - Not appli 

Central 2 - 95 - EB - selection . cable. 
Service 3 - 110 . 
Class IV 
Non 
gazetted . 
General Rs. 75 - 1 - 85 - Not appli- 18 - 35 
Central EB - 2 - 95 . cable . years . 
Service 
Class IV 
Non 


4 . Boatman - Ten 
cam - Survey 
Lascar. 


gazetted . 


Must posscas Rood 
physique and expori 
ence as boatmma and 
should know awp 
ming in deep sca 
water . 
Essentici: - Middle 
School Standard pas . 
Desirables - Knowledge 
of English , 


5 . Observa - 
tory Attender. 


One 


Rs. 75 - 1- 85 - Not appli- 18 -25 
EB - 2 - 95. cable . years . 


General 
Central 
Servicc 
Class IV 
Non 
gaze ted . 


6 . Watclinan 


Ten 


Good 


physique. 


Rs. 70 - 1 -80 - Not appli- 18 -35 
EB - 1 - 85. cable . years . 


General 
Central 
Service 
Class IV 
Non 


gazetted. 
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· Whether age Period of Method of recruit . 
and cduca probation ment whether by 
tional quali- if any direct recruitment 
fications 

or deputation or 
prescribed 

transfer and percen - 
for direct 

tage of the vacan - 
recruits will 

cies to be filled - 
apply in the 

in by various me 
case of pro 

thods 
motees 


In case of recruit - If a D . P . C . Circumstan 
ment by promotion cxists ces in which 
deputation /transfer what is UPSC is 
grade from which its com - to be con 
Prom ) tion /deputa - Position sulted in 
tion /transfer to be 

making re 
made 

cruitments 


το 


TO 


11 


12 


13 


- - - 


- 


- 


- 


Not 
app iob e 


Six By direct recruitmen . Not applicable . 
months. 


Not 

Not 
applicable . applicable . 


Not applicule . Six 

months . 


By prontion . 


Promotion : Peuns with Class IV 
3 years experience DPC . 
in that grade in 
the Project. 


Not 
applicable . 


Not applicable. Six 

months. 


By promotion . 


Not 
applicable . 


Promotion from the Class IV 

grade of Daftry DPC . 
with three years 
experience in that 
grade in the Pro 
ject, 


By troue recruitment. Not applicable . 


Not appli 

catic . 


Six 
months , 


Not appli- Not appli 
cable , 

cable , 


Not appli- 
cable . 


Six 
nonths. 


By direct recruitment, Not applicable . 


Not appii- Not appu 
cable . cable , 


Not appli. 
cable . 


Six 
months . 


By direct recruitment. Not applicable 


Not appli- Not appli 

cable . cable . 
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- - - - - - 
- - - - - - 

- - - 
5 6 


y . Havildar 


Rs. 80 - 1 - 85 - Non 

2 - 95 -EB - selection 
3 - 110 . 


18 - 35 
years . 


Two General 

Central 
Service 
Class IV 
Non 
gazetted . 


Riscuticl - , ( i) Middle 

School standard pass 
(ii ) Must have sound 
physique . Ex - ser 
vicemen who held the 
post of Havildar at 
the time of th ir dis 
charg will be pre 
ferred . 


8 . Head 
Watchman 


Rs. 75 - 1 - 85 - Non Not appli . Not applicable. 

EB - 2 - 95 . selection . cable . 


Four Gençrel 

Central 
Service 
Class IV 
Non . 
gazetted , 


9 . Ward 

Attender. 


One 


Rs. 70 - 1 - 80 - Not appli- 
EB - I -85. cable 


18 - 25 
years . . 


Gencral 
Central 
Servicc 
Class IV 
Non 
gazetted , 


( i) Middle Schoo 

Standard pags . 
( ii) Experience as 

Ward Attendor in 
A Hospital or dis 
pensary for tiro 
years , 


Rs. 70 - 1 -80- Not app :1 - 18 - 25 

ycars, 


EB - 1 -85. 


10 . Sweeper One General 
(Dispensary . Central 

Service 
Class IV 
Non - gazet 
ted , 


(1) Adequate cxperi 

ence of work in gene 

ral cleanliness . 
(li ) Persons who have 

worked as sweeper in 
a hospital or dispen 
sary would be pre 
ferred . 


II . Dresses 


One General 

Central 
Service 
Class IV 
Non - gazet 
ted . 


Rs. 80 - 1- 85 - Not appli- 18 - 25 
2 - 95 -FB - 3 - cable . years . 
110 . 


(i ) Middle School 

Standard pass. 
(ii) Should have passed 

First Aid Examina 
tion from one of the 
recognised Institutions 
or should bave ade 
quate knowledge of 
first aid , bandaging! 
drcgsing of wounds, 
etc . with two or three 
yoars experience in 
some hospital or dis 
рећзагу , 


- - 
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- - 
9 

11 

12 13 


- - - - 


- 


IO 


II 


12 


Age - No. 
Qualifica - 
ti? 1 - Ycs . 


Six 
months. 


By promotion failing Promot on of per ons Class IV Not appli 
which by direct holding the post DPC . cable , 
recruitment. 

of Head Watchiman 
with three years 
cxperience in that 
Grade in the 
Project. 


Not appli 

cable , 


Six 
months . 


By promotion , 


Not appli 

cable , 


Promotion : Watch - Class IV 
man with threc years DPC . 
experience in the 
grade in the project . 


Not app in 

cgb e . 


six 
months. 


By direct recruitment. Not app icible. 


Not app !i- Not appli 

crble . 


cable. 


Not appli- 
cable , 


Six . 
month . 


Direct recruitment. 


Not applicable . 


Not appli - Not appli 
cable , cable. 


Not appli. 

cable . 


Six 
months. 


Py direct recruitmen 
Py direct recruitment. Not applicable . 


Not appli- 
cable . 


Not appli 
cable , 


- 


- - 


[ No. F . 3 -PE ( 14 )/61]. 
P . L . GUPTA , Under Secy . 
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MERCIIANT SHIPPING 

New Delhi, the 15th January 1969 
G . S . R , 149 . — The following draft of certain rules which the Central Govern 
ment proposes to make in exercise of the powers conferred by sub - section ( 1 ) and 
clauses ( a ) , ( b ) , ( c ) , ( d ) , ( e ) , ( f ) , ( g ) , (h ) , ( j ) , ( k ) and ( n ) of sub -section ( 2 ) 
of section 288 of the Merchant Shipping Act, 1958 (44 of 1958 ) and in supercession 
of the Indian Merchant Shipping (Life Saving Appliances ) Rules , 1956, is hereby 
published as required by sub - section ( 1 ) of section 288 of the Act , for the infor 
mation of all persons likely to be affected thereby and notice is hereby given that 
the said draft will be taken into consideration on or after the first day of March , 
1969 . 


and mysubs 


Shipping Life Act, 1958 Ce 


Any objections or suggestions which may be received from any person with 
respect to tne said draſt before the date so specified will be taken into consider 
ation by the Central Government, 


1 . Short title , commencement and application --- ( 1 ) These rules may be called 
the Merchant Shipping ( Liſe Saving Appliances) Rules, 1968 . 

( 2) They shall come into force at once. 
(3 ) They shall apply to 

(a ) all sea going Indian ships ; and 
( b ) all ships other than Indian ships while they are at any port or place 

in India or within the territorial waters of India ; 
Provided that these rules shall not apply to any ship by reason of its being 

at a port or place in India or within the territorial waters of India 
if it would not have been at any such port or place but for the 
stress of weather or any other circumstance that neither the gater, 
nor the owner , nor the charterer , if any , of the ship could have pre 
vented or forestalled . 


2 . Definitions. - - In these rules, unless the context otherwisc requires 

( a ) Act means the Merchant Shipping Act, 1958, (44 cf 1958) ; 
( b ) approved means approved by the Central Government; 
ic ) buoyant apparatus means floatation equipment other than a lifebuoy 

or a life jacket designed to support a specified number of persons who 
are in the water and of such construction that it retains its shape and 

properties : 
( u ) certificated lifeboatman means any member of the crew who holds a 

certificatç of efficiency issued under the Merchant Shipping (Life 

boatmen s Qualifications and Certificates ) Rules, 1963; 
( e ) class c boat means a boat which complies with the provisions of the 

Sixth Schedule ; 
( 1) Inflatable liferaft means a liferaft complying with the requirements of 

Part I of the Seventh Schedulc ; 
( 8 ) international voyage has the same meaning assigned to it in the Act; 
(h ) launching appliance means an appliance complying with the require 

ments of the Fifteenth Schedule ; 
(1 ) length in relation to a registered ship means registered length and in 

relation to an unregistered ship means the length from the fore part 
of the stem to the aft side of the head of the stern post , or if no 
stern post is Atted to take the rudder , to the foreside of the rudder 

stock at the point where the rudder passes out of the hull ; 
(j ) lifeboat means a boat complying with the requirements of the Second 

Schedule ; 
(k ) liferaft means a liferaft complying with the requirements of the Seventh 

Schedule ; 
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(1) mechanically propelled lifeboat means a lifeboat complying with the 

provisions of rule 15 ; 
(m ) motor llfeboat means a motor lifeboat complying with the require 

ments of rule 14 ; 
( n person in relation to these rules means any person above the age of 

one year and includes ship s crew and offlcers ; 
(0 ) rigid Uferaft means a liferaft complying with the requirements of 

Part II of the Seventh Schedule ; 
( p ) Schedule means a Schedule to these rules ; 
( a ) short international voyage means an international voyage in the 

course of which a ship is not at any time more than 200 nautical miles 
away from a port or place where the passengers and crew could be 
placed in safety and which does not exceed 600 nautical miles in 
length between last port of call in a country where the voyage begins 

and the Anal port of destination . 
3. Ciassifcation of ships . For the purposes of these rules, ships shall be arrang 
ed in the following classes , namely : 


A – Passenger Ships 
Class 1 - Passenger ships, other than those falling under classes II, III and 

IV , engaged on international voyages ; 
Class 11 — Passenger ships , other than those falling under Class IV , engaged 

on short International voyages ; 
Class III — Unberthed passenger ships, other than those falling under Class 

IV , engaged on international voyages ; 
Class IV – Unberthed passenger ships engaged on short international voyages ; 
Class V - Unberthed passenger ships engaged on Coastal voyages; 

B - Ships other than passenger ships 
Class VI — Cargo ships other than those falling under Class VII ; 
Class VII — Cargo ships ongaged on coastal voyages or on voyages with near 

neighbouring countries ; 
Class VII— Fishing vessels and other ships not falling under Classes I to 

VII both inclusive. 


4 . Ships of Class 1. - ( 1) This rule shall apply to ships of Class I. 
(2 ) Every ship of Class I shall carry 
( a ) on each side of the ship , such number of lifeboats as would be of 

sutfcient aggregate capacity to accommodate one half of the total 

number of persons the ship is certified to carry ; or 
( b ) lifeboats and liferafts in such number as would be sumicient to provide 

together aggregate capacity to accommodate the total number of per 
song the ship is certified to carry provided that lifeboats carried on 
each side of the ship shall never be less than necessary to accommo 
date 374 per cent. of the total number of persons the ship is certified 
to carry : 


Provided that in the case of a ship the keel of which was laid before the 

26th May 1965 , the provisions of this clause shall apply only if the 
number of persons the ship is certified to carry is not increased for 
the reason that the liferafts available on board are adequate for such 
increased number . 


( 3 ) ( a ) On every ship , two of the lifeboats required under sub - ruie ( 2 ) shall 
be kept ready, one on each side of the ship , for immediate use in an emergency 
while the ship is at sea . 
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*- - - - - 
(b ) None of these two lifeboats shall be of more than 8 , 5 metres in length 
but any of them , or both , may be motor lifeboat or lfeboats and , in that case , 
may be counted for the purpose of compliance with sub - rule ( 4 ) . 

(c ) Notwithstanding the provisions of sub - rule ( 13 ) of rule 29, skates or other 
sultable appliances are not required to be atted to these lifeboats . 

(4 ) Ever : ship shall carry on each side of the ship at least one molor lifeboat: 

Provided that a ship which is certified to carry not more than 30 persons shall 
be required to carry only one such motor lifeboat. , 

(5 ) ( a ) in every ship which is certified to carry 1500 persons or niore , each 
of the motor lifeboats carried in compliance with sub - rule ( 4 ) shall be provided 
with the equipment specified in sub -rule ( 1 ) of rule 25 . 

(b ) In every ship which is certified to carry more than 199 but less than 1500 
persons, at least one of the motor Ufeboats carried in compliance with sub - rule 
( 4 ) shall be provided with the equipment specified in sub - rule ( 1 ) of rule 25 

( c ) Every motor lifeboat carried in compliance with this rule shall be provided 
with a search light referred to in sub - rule ( 2 ) of rule 25 . 

(6 ) Every ship which does not carry on each side of the ship a motor lifeboat 
proviaed with equipment specified in sub - rule ( 1 ) of rule 25 shall also carry a 
portable radio equipment which shall comply with the provisions of rule 34 . 

( 7 ) Every Lifeboat carried in compliance with this rule shall not be less than 
7 . 3 metres in length . 

( 8 ) In every ship , each lifeboat shall be attached to a separate set of davite 
which shall be of the gravity type except that the davits of luffing type may be 
fitted for operating lifeboats weighing not more than 2300 Koms, in their turning 
out condition . 

( 9 ) ( a ) The liferafts carried in compliance with clause ( b ) of sub - rule ( 24 
shall be served by launching appliances . 

(b ) On each side of the ship , there shall at least be one such appliance and the 
difference between the number of appliances fitted on each side shall never exceed 
one . 


( 10 ) Every ship shall carry lferafts which may not be served by launching 
appliances of sufficient capacity to accommodate 25 per cent of the total number 
of persens the ship is certified to carry together with the buoyant apparatus for 
3 per cent. of that number : 
Provided that , 
( a ) if liferafts are also carried in compliance with clause (b ) of sub - rule 

( 2 ) , all liferafts carried by the ship shall be of a type capable of 
being launched by the launching appliance Atted on the ship in com 

pliance with sub - rule ( 9 ) ; and 
(b ) a ship which has a factor of sub - division of 0 .33 or less may carry in 

lieu only buoyant apparatus for 25 per cent of the total number of 

persons it is certified to carry . 
( 11) (a ) Every ship shall carry a minimum number of lifebuoys in accordance 
with the following table : 

TABLE 


Length of the ship in metres 


Minimum number of life 
buoys required to be 

carried 


Less than 61 metres 
61 metres and over but less than 122 metres 
122 metres and over but less than 183 metres 
183 metres and over but less than 244 metres 
244 metres and over 


ML1 
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- 


- 


- 


- - 


- 


- 


- 


- - 


( 5 ) At least half of the total number of lifebuoys so carried , subject to a mini 
mum of 6 . shall be provided with efficient self -igniting lights . 

( c ) At least two of the lifebuoys provided with self- igniting lights shall also be 
provided with an efficient sell - activating smoke signal of a highly visible colour 
lasting for not less than 15 minutes and lifebuoys so provided with moke signals 
shall be capable of qulck release from the navigating bridge . 

( d ) At least one lifebuoy on each side of the ship shall be provided with a 
buoyant life line of at least 27 .5 metres in length . 
( 12 ) ( a ) Every ship shall carry 
(i ) & lifejacket complying with the requirements of Part I of the Tenth 

Schedule for every person on board or, as the case may be , for the 

number of persons it is certifled to carry , whichever is more ; and 
( 11 ) a lllejacket complying with the requirements of Part II of the Tenth 

Schedule for at lrast ten per cent of the total number of persons the 

ship is certified to carry ; 
( b ) Every ship , in addition to lifejackets carried in compliance of clause ( a ) , 
shall also carry lifejacket complying with the requirements of Part I of the Tenth 
Schedule for at least five per cent of the number of persons it is certified to 
carry and such lifejackets, shall be stowed on deck at a suitable place which shall 
be conspicuously marked . 

( 13 ) Every ship shall carry an approved line throwing appllance. 
5 . Ships of Class II .- - ( 1) This rule shall apply to ships of Class II. 

( 2 ) Subject to the provisions of sub - rulę ( 8 ) , every ship shall be Atted , in 
accordance with its length , with the minimum number of sets of davits specified 
in column A of the Table set out in the First Schedule : 

Provided that no ship shall be required to be Atted with a number of sets of 
davits which is greater than the number of lifeboats required to accommodate 
the total number of persons the ship is certified to carry . 

( 3 ) A lifeboat shall be attached to every such set of davits and the lifeboats 
so attached shall subject to the provisions of sub -rule ( 8 ) , together provide at least 
the capacity specifled in column c of the Table set out in the First Schedule, or 
the capacity required to accommodate the total number of persons, which is 
certified to carry , if the latter be less . 

( 4 ) ( a ) On every ship , two of the lifeboats required under sub -rule ( 3 ) shall 
be kept ready, one on each side of the ship , for immediate use in an emergency 
while the ship is at sea . 

( b ) None of these two lifeboats shall be more than 8 . 5 metres in length but 
any of them , or both , may be motor lifeboat or lifeboats and , in that case, may be 
counted for the purpose of compliance with sub - rule ( 5 ) . 

( c ) Notwithstanding the provisions of sub - rule ( 13 ) of rule 29 , skates or other 
suitable appliances shall not be required to be fitted to these llfeboats. 

(5 ) Every ship carry on each side of the ship at least one motor Ilfeboat : 


Provided that a ship which is certified to carry not more than 30 persons shall 
be required to carry only one such motor lifeboat. 

( 6 ) Subject to the provisions of sub - rules ( 7 ) and (8 ) , when the lifeboats 
carried in compliance with sub - rule ( 3 ) do not accommodate the total number of 
persons the ship is certified to carry, additional sets of davits with a lifeboat 
attached to each , shall be fitted to make up the deficiency in such accommodation . 


( 7 ) If in the opinion of the Central Government the volume of the trafic so 
requires . It may permit any ship , which is sub - divided in accordance with the pro 
visions of rules made under section 284 of the Act, to carry persons in excess of 
the Ufeboat capacity provided on that ship in compliance with sub - rule ( 3 ) : 

Provided that 


( a ) when such a ship is permitted by the Central Government to proceed 

to sea from a port or place in India on an international voyage ex 
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ceeding 600 miles but not exceeding 1200 miles from the last port 
or place of call in India to the port or place of final destination out 
side India , it shall carry lifeboats attached to davits affording ac . 

commodation for at least seventy - five per cent of the persons on board ; 
( b ) in all cases the number of literafts to be carried shall be such as to en 

sure that total number of lifeboats together with liferafts shall be 
sullicient to accommodate the total number of persons the ship is 

certified to carry or is permitted to carry ; and 
( c ) if in any such ship a two- compartment standard of sub - division is not 

achieved throughout, it shall carry liferafts of sufficient aggregate 
capacity to accommodate ten per cent of the persons which it is certi 
fled to carry or is permitted to carry, such liſerafts being in aldition 
to these required to be provided in compliance with clausę ( b ) of this 
proviso or with clause ( b ) of sub - rule ( 8 ) , as the case may be , and 

with sub - rule 12 . 
( 8 ) Where it is shown to the satisfaction of the Central Government that it is 
impracticable in any ship engaged on a short international voyage to stow satis . 
factorily the Jilerafts required to be carried in pursuance of sub - rule ( 7 ) without 
reducing the number of lifeboats , the Central Government may permit the number 
of sets or davits required to be Atted under sub - rule ( 2 ) and also the number of 
lifeboats required to be attached to davits under sub - rule ( 3 ) to be reduced : 


Provided that- - 
( a ) in the case of a ship exceeding 58 . 5 metres in length the number of 

lifeboats to be carried shall never be less than four, two of which 
shall be on each side of the ship and in the case of a ship of less 
than 53 .5 metres in length the number of lifeboats to be carried shall 
never be less than two , one of which shall be carried on each side of 

the ship : 
(b ) in all cases the number of lifeboats and Ilferafts shall always be suff 

cient to accommodate the total number of persons the ship is certified 

or permitted to carry ; and 
( c ) in the case of a ship in which the aggregate capacity of the lifeboats 

carried on board is less than the capacity specifled in coluinn C of the 
Table set out in the First Schedule additional liferafts of the type 
capable of being launched by the appliances referred to in sub - rule 

( 2 ) of rule 30 shall be provided . 
( a ) the number of liferafts so provided shall be such as to ensure that the 

total capacity of liferaſts is at least equal to the number obtainę , by 
dividing by 10 the difference between the aggregate cubic capacity of 
the lifeboats and the cubic capacity specified in columns C of the First 
Schedule , subject to the condition that 


(1) such additional Ilſerafts shall be sufficient for accommodating at least 

40 persons; 
(il) at least one launching appliance is provided on each side of the ship ; 

and 
( lii) the difference between the number of launching appliances fitted on 

each side of the ship does not exceed one. 
( 9 ) In every ship the lifeboats carried in compliance with this rule shall not be 
of less than 7. 3 metres in length . 

( 10 ) In every ship the davits required to be carried in compliance with this rule 
shall be of the gravity type except that luffing typc davits may be Atted for operat 
Ing lifeboats weighing not more than 2300 Kgms. in their turning out condition . 

( 11 ) Every ship which does not carry on each side of the ship a motor lifeboat 
provided with equipment specified in sub - rule ( 1 ) of rule 25 , shall also carry a 
portable radio equipment which shall comply with the provisions of rule 34 : 

Provided that if in the case of any ship the Central Government is satisfied 
that the duration of a voyage is such as to render the carriage of a portable radio 
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equipment unnecessary , it may pcrmit the requirements of this rule to be dispensed 
with . 

( 12 ) Every ship shall in addition to any liferafts carried in pursuance of sub 
rules ( 7 ) and ( 8 ) , carry additional lifcrafts sufficient to accommodate ten per cent 
of the total number o persons for whom lifeboat accommodation is provided in 
the ship . 

( 13 ) Every ship shall carry buoyant apparatus sufficient to support five per 
cent of the total number of persons the ship is certified to carry . 

( 14 ) ( a ) Every ship shall carry at least the number of lifebuoys determined in 
accordance with the following Table : 

TABLE 


Length of the ship in metres . 


Minlinum number of life 
buoys required to be 

Carried . 


- 


- 


- - 


- 


; 


- 


- 


- 


- 


- 


- 


- 


- 


T2 


Less than 61 metres. 
61 metres and over but less than 122 metres . 
122 nelies and over but less than 183 metres . 
163 metres and over but less than 244 metres. 
244 metres and over . 


24 


- 


- 


- 


. 


: 


( b ) At least hall the total number of lifebuoys so carried , subject to a mini 
mum of six , shall be provided with eficient self -igniting lights . 

· ( c ) At least two of the lifebuoys provided with sell - igniting lights shall also 
be provided with an ellicient self - activating smoke signal of highly visible colour 
lasting for not less than 15 minutes and lifebuoys so provided with smoke signals 
shall be capable of quick release from the navigating bridge . 

(d ) At le st one lifebuoy on each side of the ship shall be provided with buoyant 
life line of at least 27 . 5 metres in length . 
( 15 ) ( a ) Every ship shall carry 
(1) a lifejacket complying with the requirements of Part I of the Tenth 

Schedule for every person on board or , as the case may be , for the 

number of persons it is certified to carry , whichever is more; and 
( ii ) a lifejacket complying with the requirements of Part II of the Tenth 

Schedule for at least ten per cent of the total number of persong the 

ship is certified to carry ; 
( b ) Every slip , in addition to lifejackets carried in compliance with clause ( a ) . 
shall alsu carry life - jackets complying with the requirements of Part I of the Tenth 
Schedule for at least flye per cent of the number of persons the ship is certifled 
to carry and such lifejackets shall be stowed on deck at 2 suitable place which 
shall be conspicuously marked . 

( 16 ) Every ship shall carry an approved line throwing appliance, 
6 . Ships of Class III . - ( 1 ) This rule shall apply to ships of Class III . 
( 2 ) Every ship of Class III shall carry 
( a ) on each side of the ship . such number of lifeboats as would be of suff 

cient aggregate capacity to accommodate one half of the total number 

of persons the ship is certified to carry; or 
( b ) lifeboats and liferafts in such number as would be sufficient to provide 

together aggregate capacity to accommodate the total number of 
persons the ship is certified to carry provided that lifeboats cerried 
on each side of the ship shall never be less than necessary to accom 
modate 35 per cent of the total number of persons the ship is . certifed 
to carry . 


- 


- 


: 


: . : 
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( 3 ) ( a ) On every ship , two of the lifeboats required under sub - rule ( 2 ) of this 
Tule shall be kept ready , one on each side of the ship , for immediate usc in an 
emergency while the ship is at sea . 

(b ) None of these two lifeboats shall be inore than 8 . 5 metres in length but 
any of them or both may be motor lifeboat or lifeboats and , in that case, may be 
counted for the purpose of compliance with sub - rule ( 4 ) . 

(C ) Notwithstanding the provisions of sub -rule ( 13 ) of rule 29 , skales or other 
suitable appliances are not required to be fitted to these lifeboats . 

( 1 ) Every ship shall carry on each side of the ship at least one motor lifeboat: 

Provided that a ship which is certifled to carry not more than 30 persons shall 
be required to carry only one such motor lifeboat . 

( 5 ) ( a ) In every ship which is certified to carry 1500 persons or more each 
of the motor lifeboats carried in compliance with sub - rule ( 4 ) shall be provided 
with the equipment specified in sub - rule ( 1) of rule 25 . 

(by In every ship which is certifed to carry more than 199 but less than 1500 
persons, at least one of the motor boats carried in compliance with sub - rule ( 4 ) 
shall be provided with the equipment specified in sub - rule ( 1 ) of rule 25. 

. ( c ) Every motor lifeboat on board a ship , the keel of which was laid on or 
after the 26th May , 1985. carried in compliance with this rule shall be provided 
with the equipment specified in sub - rule ( 2 ) of rule 25 . 

( 6 ) Every ship which does not carry on each side of the ship a motor lifeboat 
provided with equipment specified in sub - rule ( 1 ) of rule 25 . shall also carry a 
portable radio equipment which shall comply with the provisions of rule 34 . 

(7 ) Every lifeboat carried in compliance with this rule shall not be less than 
7. 3 metres in length . 

( 8 ) In every ship , each lifeboat shall be attached to a separate set of davits 
which shall be of gravity type except that the davits of luſting type may be Atted 
for operating lifeboats or boats , as the case may be , weighing not more than 2300 
Kgms. in their turning out condition . 

( 9 ) Every ship shall carry liferafts or buoyant apparatus of sufficient capacity 
to accommodate twenty - five per cent of the total number of persons the ship is 
certifled to carry . 

( 10 ) (a ) Every ship shall carry a minimum number of lifebuoys in accordance 
with the following Table : 

TABLE 


- - 


Length of the ship in metres . 


Minimum number of life 
buoys required to be 

carried 


- 


- 


- 


- - 


1 - 


. 


8 


Less than 61 metres . 
67 metres and over but less than 122 metres . 
122 metres and over but less than 183 metres , 
183 metres and over but less than 244 metres . 
244 metres and over . 


( b ) At least half of the total number of Ufebuoys so carried , subject to a 
minimum of six , shall be provided with efficient self- igniting lights . 

( c ) At least two of the lifebuoys provided with self - igniting lights shall also be 
provided with an efficient self-activating smoke signal capable of producing smoke 
of a highly visible colour lasting for not less than 15 minutes and lifebuoys so 
provided with smoke signals shall be capable of quick release from the navigating 
bridge , 

( d ) At least one lifebuoy on each side of the ship shall be provided with a 
buoyant life line of at least 27 . 5 metres in length . 
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( II) (a ) Every ship shall carry , 
( i ) a Jilejacket complying with the requirements of part I of the Tenth 

Schedule for every person on board or , as the case may be, for the 

number oť persons it is certified to carry , whichever is more; and 
( il ) a lifejacket complying with the requirements of part II of the Tenth 

Schedule for at least ten per cent of the total number of persons the 

ship is certified to carry . 
( b ) Every ship , in addition to lifejackets carried in compliance with clause ( a ) . 
shall also carry lifejackets complying with the requirements of Part I of the Tenth 
Schedule for at least 5 per cent of the number of persons it is certified to carry 
and suck lifejackets shall be stowed on deck at a suitable place which shall be 
conspicuously marked . 

( 12 ) Every ship shall carry an approved line throwing appliance. 
ī Class IV Ships. ( 1 ) This rule shall apply to ships of Class IV . 

( 2 ) ( a ) Every ship shall be fitted , in accordance with its length , with the mini 
muni number of sets of davits specified in column A of the Table set out in the 
First Schedule , 

( b ) Where the Central Government is so satisfjed , it shall permit a smaller 
number of sets of davits to be provided on a ship so however that the number of 
sets of davits shall never be less than the minimum number specified in column 
B of the First Schedule : 

Provideci that no ship will be required to be fitted with a number of sets of 
davits which is greater than the number of liteboats required to accommodate the 
total number of persons the ship is certified to carry , 

( 3 ) A lifeboat shall be attached to each set of dayits , and the lifeboats so 
attaches shall together provide at least the capacity specified in column Co the 
Table set out in the First Schedule , or the capacity required to accommodate the 
totai number of persons which the ship is certified to carry, if the latter be less . 

( 4 ) ( a ) On every ship , two of the lifeboats required under sub - rule ( 3 ) shall 
be kept ready, one on each side of the ship , for immediate use in an emergency , 
while the ship is at sea . 

: : (b ) None of these two lifeboats shall be more than 8 . 5 metres in length but 
any of them or both , may be motor lifeboat or lifeboats and , in that casa , may be 
courited for the purpose of compliance with sub - ruile (5 ) . 


. ( c ) Notwithstanding the provisions of sub - rule (13) of rule 29 , skates or suitable 
appliances shall not be required to be fitted to these lifeboats or boats . 


(5 ; Every ship shall carry at least one motor lifeboat. 

( 6 ) Where the lifeboats carried in compliance with sub -rule ( s ; do not ac 
commodate the total number of persons on board , literafts suitably placed shall 
be provided so that the accommodation provided on lifeboats and literafts is 
sufficient for all persons on board . 

( 7 ) Il in the opinion of the Central Government the volume of the traffic so 
requires , it may permit any ship to proceed to sea from a port or place in India 
or an international voyage exceeding 600 miles but not exceeding 1200 mlles from 
the last port or place of call in India to the port or place of final destination out 
gide India : 
" Provided that 
( i ) the ship carrics lifeboats attached to davits afl ording accommodation for 

at least 70 per cent of persons on board ; and 
(il ) the number of lifeboats and liferafts carried on board are sumclent to 

accommodate the total number of persons the ship is certified or per - . 

: mitted to carry . 
(8 ) In every ship , lifeboats ( arried in compliance with this rule shall not be 
less than 7 . 3 metres in length . 
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( 9 ) In every ship the davits required to be carried in compliance with this rule 
shall be of the gravity type except that lufting type davits may be fitted for 
operating lifeboats or boats weighing not more than 2200 Kgms. in their turning 
out condition . 

( 10 ) Every motor lifeboat carried in pursuance or sub -rule (5 ) , shall carry a 
portable radio equipment which shall comply with the provisions of rule 34 : 

Provided that it in the case of any ship or class of ships the Central Govern 
ment is satisfied that the duration of voyage is such as to render the carriage of a 
portable radio equipment unnecessary , it may permit the requirement of this 
sub -rule to be dispensed with . 

( 11 ) Every shio shall carry liferafts or buoyant apparatus in addition to any 
such lilerafts carried in pursuance of sub - rule ( 6 ) , sufficient to accommodate ten 
per cent of the total nuinber of persons the ship is certified to carry . 

( 12) ( a ) Every ship shall carry at least the number of lifebuoys in accordance 
with the following Table : 


TABLE 
- 

- - - - 

- - - - - - 
Length of the ship in metres. 

Minimum number of life 

buoys required to be 

carried . 
- .. - - - - - - - . 

. . . 
I .ess than 61 metres . 
61 metres and over but less than 122 metres . 
122 metres and over but less than 183 metres. 
183 metres and over but less than 244 metres. 
244 metres and over , 
- - - - 

- - - - 
( b ) At least halt the number of lifebuoys so carried , subject to a minimum 
oľ six , shall be provided with efficient self - igniting lights . 

( c ) At least two of the lifebuoys provided with self -igniting lights shall also 
be provided with an efficient self -activating smoke signal capable of producing 
Smoke of a highly visible colour for not less than 15 minutes and lifebuoys so 
provided with smoke signals shall be capable of quick release from the navigating 
bridge . 

( d ) At least one lifebuoy on each side of the ship shall be provided with a 
buoyant life line of at least 27 .5 metres in length . 
( 13 ) ( a ) Every ship shall carry — 
(1) a lifejacket complying with the requirements of part 1 of the Tenth 

Schedule for every person on board or , as the case may be, for the 

number of persons it is certified to carry, whichever is more , and 
( ii ) a lifejacket complying with the requirements of Part II of the Tenth 

Schedule for at least ten per cent of the total number of persong the 

ship 18 certified to carry . 
(b : Every ship , in addition to lifejackets carried in compliance with clause 
( a ) , shall algo carry lifejackets complying with the requirements of Part I of the 
Tenth Schedule for at least Ave per cent of the number of persons the ship is 
certified to carry and such lifejackets shall be atowed in deck at a suitable place 
which shall be conspicuously marked . 

( 14 ) Every ship shall carry an approved linc throwing appliance . 


8. Ships of Class 7 . - ( 1 ) This rule shall apply to ships of Class V . 

( 2 ) ( a ) Every ship shall be fitted in accordance with its length with the mini 
mum number of sets of davits specified in column A of the Table set out in the 
First Schedule . 
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( b ) Where the Central Government is so satisfied , it shall permit a smaller 
number of sets of davits to be provided on a ship so however that the number of 
sets of davits shall never be less than the minimum number specified in column B 
of the First Schedule : 

Provided that no ship shall be required to be Atted with the number of sets of 
davits which is greater than the number of lifeboats required to accommodate he 
total number of persons the ship is certified to carry . 

( 3 ) A lifeboat shall be attached to each set of such davits and the lifeboats so 
attached shall together provide at least the capacity specified in column C of the 
Table set out in the First Schedule , or, the capacity required to accommodate the 
total number of persons which the ship is certified to carry , if the latter be less . 

(4 ) Every ship shall carry at least one motor lifeboat . 

(5 ) Such additional lifeboats and liferafts or buoyant apparatus shall be carried 
as shall be sufficient, together with the lifeboats carried in pursuance of sub - rule 
( 3 ) for the total number of persons the ship is certified to carry : 

Provided that lifeboats shall be carried to accommodate not less than twenty 
five per cent of the total number of persons the ship is certified to carry . 

(6 ) The lifeboats carried in compliance with this rule here reasonable and 
practicable , shall not be less than 7 : 3 metres la length . 

( 7 ) Davits required to be fitted in compliance with this rule shall be of the 
gravity type except that luffing type davits may be Atted for operating lifeboats or 
boats weighing not more than 2 , 300 Kgms. in their turning out condition . 

(8 ) Every motor lfeboat carried in pursuance of sub -rule ( 4 ) shall carry a 
portable radio equipment which shall comply with the provisions of rule 34 . 

( 9 ) ( a ) Every ship shall carry at least the number of lifebuoys in accordance 
with the following Table : 


TABLE 


1 


1 


- 


Length of the ship in metres . 

Minimum number of life -buoys 

required to be carried . 
- - - - . . - - 
Less than 61 metres 
61 metres and over but less than 122 metres 
122 metres and over but less than 183 metres 

19 
183 metres and over but less than 244 metres 
244 metres and over 

30 
- " 
( b ) At least half the number of lifebuoys so carried subject to a minimum or 
six , shall be provided with efficient self- igniting lights . 

( c ) At least one lifebuoy on each side of the ship shall be provided with a 
buoyant lifeline of at least 27 : 5 metres in length . 

10 ) (a ) Every ship shall carry 
(1 ) a lifejacket complying with the requirements of part I of the Tenth 

Schedule for every person on board or ; as the case may be, for the 

number of persons it is certified to carry , whichever is more ; and 
( ii ) a ufejacket complying with the requirements of part II of the Tenth 

Schedule for at least ten per cent of the total number of persons the 
ship is certified to carry . 


( b ) Every ship , in addition to lifejackets carried in compliance with clause ( ay ; 
shall also carry lifejackets complying with the requirement of part I of the Tenth 
Schedule for at least five per cent of the number of persons the ship is certified 
to carry and such lifejackets shall be stowed on deck at a suitable place which 
shall be conspicuously marked . 


326 THE GAZETTE OF INDIA ; JANUARY 25, 1969 /MAGHA 5 , 1890 [Part II 
-- - - - - - --- - - - - - - - - 

- - - - . - . : : - - - - -- - = = 
( 11 ) Every ship shall carry an approved line throwing appliance . 
9 . Ships of Class V1. - ( 1 ) This rule shall apply to ships of Class VI. 

( 2 ) Every ship of 500 tons gross or over shall carry on each side thereof one 
or more lifeboats of sufficient aggregate capacity to accommodate all persons on 
board . 

( 3 ) In every ship of 1 .600 tons gross or over , the lifcboats carried in pursuance 
of sub -rule ( 2 ) shall not be of less than 7. 3 metres in length . 

(4 ) Every Ship of 500 tons gross or over other than a tanker of 1600 tons gro $ 6 
or over shall cary liferafts of sufficient aggregate capacity to accommodate at 
least half the total number of persons on board : 

Provided that in the case of such ships engaged on international voyages 
between near neighbouring countries the Central Government may , if it is satisfied 
that the conditions of voyage are such as to render the compulsory carriage of 
diferafts unreasonable or unnecessary , exempt such individual ships or classeg of 
ships from complying with the requirements of this sub -rule . 
( 5 ) Every ship of less than 500 tons gross shall carry either 
( a ) the lifeboats prescribed in sub - rule ( 2 ) for ships of 500 tons gross or 

over ; or 
( b ) a lifeboat or class C boat which shall be capable of being launched from 

either side of the ship and at least two literafts of sufficient aggregate 

capacity to accommodate twice the number of persons on board . 
(6 ) ( a ) Every tanker of 3000 tons gross or over shall carry on each side of the 
ship at least two liteboats of suficient aggregate capacity to accommodate the 
total number of persons on board . 

(b ) Two of these lifeboats shall be carried aft and two amidshipş save that in 
tankers which have no amidships superstructure all lifeboats shall be carried aft : 


Provided that in the case of tanker with no amidships superstructure, if it is 
impracticable to carry four lifeboats aft , the Central Government may permit in 
stead the carriage aft of only one lifeboat on each side of the tank subject to the 
tanker complying with the following provisions, namely : 

(1) each lifeboat shall not exceed 8 .5 metres in length ; 
( ii ) each lifeboat shall be stowed as far forward as practicable and at least 

so far forward that the after and of the lifeboat is one and a half 

times the length of the lifeboat forward of the tankers propellor ; 
( iii ) each lifeboat shall be stowed as near the sea -level as is safe and practi 

cable ; and 
( iv ) literafts sufficient to accommodate at least one half of the total number 

of persons on board are carried in addition to lifeboats , 


. ( 7 ) Literafts carried under the provisions of this rule shall be so stowed that 
they can be readily transferred to the water from either side of the ship . 


( 8 ) In every ship to which sub -rule ( 2 ) or sub -rule ( 6 ) applies , each lifeboat 
shall be attached to a separate set of davits which shall be of the gravity type 
except that in ships other than tankers of 1600 tons or over luffing type davits may 
be fitted for operating lifeboats weighing not more than 2300 Kgms, in their turning 
out condition . 

(9 ) ( a ) In every ship of 1600 tons gross or over , one of the lifeboats carried in 
compliance with sub - rule ( 2 ) shall be a motor lifeboat; 

( b ) in every tanker of 1600 tons gross or over , at least one of the Uleboats 
carried on each side of the ship in compliance with sub - rule ( 2 ) or gub - rule (0 ) 
shall be a motor lifeboat. 

( 10 ) Every , ship shall carry a portable radio equipment complying with the 
requirements of rule 34 ; 

Provided that iſ in the case of any ship the Central Government la satisfied 
that the duration of voyage is such as to render the carriage of a portable radio 
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equipment unnecessary , it may permit the requirement of this sub - rule to be 
dispensed with . 

( 11 ) ( a ) Every ship of 500 tons gross or over shall carry at east 8 lifebuoys; 
(b ) every ship of under 500 tons gross shall carry at least 4 lifebuoys. 

(c ) at least half the number of lifebuoys so carried shall be provided with 
afficient self -igniting lights referred to in rule 21. 
( 12 ) Every ship shall carry 
( a ) a life jacket complying with the rcquirements of part I of the Tenth 

Schedule for every person on board ; and 
(b ) a life jacket complying with the requirements of part II of the Tenth 

Schedule for every child the ship carrles. 
( 13 ) Every ship shall carry an approved line throwing appliance . 

10 . Ships of Class VOL.- The provisions of rule 9 shall apply to ships of Class 
VII as they apply to ships of Class VI. 

11. Ships of Class VIII .- - ( 1 ) Every ship of 44 metres or more in length shall 
carry either 
( a ) at least two lifeboats attached to davits, so arranged that there is at 

least one lifeboat on each side of the ship , the lifeboat on each side 
of the ship being of suficient aggregate capacity to accommodate all 

persons on board the ship ; or 
( b ) a Class C boat attached to a davit and at least two approved Inflatable 

Lii erafts of sufficient aggregate capacity to accominodate twice the 
number of persons on board and so stowed that they can be readily 
transferred to the water on either side of the ship . 


( 2 ) Every ship under 44 metres but not under 35 metres in length shall carry , 
attached to davits , a lifeboat of sufficient capacity to accommodate all persons on 
board the ship and shall also carry approved inflatable liferafts or approved 
buoyant apparatus of sufficient aggregate capacity to accommodate or support, as 
the case may be, all persons on board and Sc) stowed that they can be readily 
transferred to the water on either side of the ship . 


( 3 ) Every ship under 35 metre but not under 24 metres in length shall carry 
# Class C boat so stowed that it can be readlly transferred to the water on either 
side of the ship and shall also carry approved inflatable liferafts , or approved 
buoyant apparatus of sufficient aggregate capacity to accommodate or support, as 
the case may be, not less than one and a half times the number of persons on 
board and so stowed that they can be readily transferred to the water on either 
side of the ship . 


(4 ) Every ship under 24 metres but not under 12 metres length plying during 
foul weather season shall carry a class C boat or approved Inflatable liferaft of 
sufficient capacity to accommodate all persons on board the ship , so stowed that it : 
can be readlly transferred to the water on either side of the ship . 


( 5 ) Every ship under 24 metres but not under 12 metres in length plying . 
during fair weather season shall carry a Class C boat or approyed inflatable life 
rafts or approved buoyant apparatus of sufficient aggregate capacity to accommo 
date or support, as the case may be, all persons on card and so stowed that they 
can be readily transferred to the water on either side of the ship , 


( 6 ) ( a ) Every ship of 30 metres or more in length shall carry at least four 
approved lifebuoys, and every ship under 30 metres in length shall carry at least 
two approved lifebuoys. 


( b ) At least one of the lifebuoys required to be carried shall be fitted with # 
sell - igniting light which is capable of remaining un - extinguished in water , 


( T ) Nothing in this rule shall apply to dug -out chances of any length provided 
that such canoes are provided with a lifeline becketed at quarter lengths on each 
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side from forward and aft and do not engage in fishing during the " foul weather 
season " , 
( 8 ) For the purpose of this rule 
(1) " fair weather season " means- - 
( a ) in the Arabian Sea , the season from the 1st September to the 31st 

May : and 
( b ) in the Bay of Bengal, the season from the 1st December to the 30th 

April ; 


( 11 ) " foul weather season " means 
( a ) in the Arabian Sea , the season from the 1st June to the 31st August: 

and 
(b ) in the Bay of Bengal, the season from the 1st May to the 30th 

November , 
( 9 ) Every ship shall carry 
( a ) a Ufe jacket complying with the requirements of Part I of the Tenth 

Schedule for every person on board ; and 
( b ) a life jacket complying with the requirements of Part II of the Tenth 

Schedule for every child the ship carries 
12 . Goneral requirements for lifeboats . - - All lifeboats carried on board ships in 
pursuance of these rules shall comply with the requirements specified in the Second 
Schedule . 

13 . Carrying capacity of lifeboats. - ( 1 ) ( a ) Subject to the provisions of sub 
rules ( 2 ) , (3 ) , ( 4 ) and ( 5 ) , the number of persons a lifeboat shall be deemned At 
to accommodate shall be equal to the greatest whole number obtained by the 
formula V / X where " V " is the cubic capacity of the lifeboat in cubic inetres 
determined in accordance with the provisions of the Third Schedule and X is the 
volume in cubic metres for each person which shall be 0 . 283 for a lifeboat of 7. 9 
metres in length or over and 0 . 396 in the case of lifeboats of 4 : 9 metres in length , 

( b ) For intermediate lengths of lifeboats , the value of X shall be determined by 
interpolation . 

( 2 ) The number of persons which a Ufeboat is deemed fit to accommodate shall 
not exceed the number of adult persons wearing life jackets for which there is 
proper seating accommodation arranged in such a way that the persons when 
seated do not interfere in any way with the use of cars or the operation of other 
propulsion equipment. 

( 3 ) No lifeboat shall be deemed it to accommodate more than 150 persone. 

( 4 ) No lifeboat other than a motor lifeboat shall be deemed fit to accommodate 
more than 100 persons. 

( 5 ) No lifeboat other than a motor lfeboat or a mechanically propelled lite 
boat shall be deemed fit to accommodate more than 60 persons, 

14 . Motor lifeboats . Every motor Uteboat in addition to complying with the 
requirements of the Third Schedule , shall also comply with the following require 
ments 
( a ) It shall be fitted with a compression ignition engine and such engine 

and its accessories shall comply with the requirements of the Fourth 
Schedule and shall be 50 maintained as to be ready for use at all 

time8 ; 
( b ) It shall be provided with sufficient fuel for 24 hours continuous opera 

tion at the speed specified in clause ( d ) or clause ( e ) . 
(c ) It shall be capable of going astern ; 
( d ) if it is a lifeboat provided in accordance with sub -rule ( 4 ) of rule 1 

sub - rule ( 5 ) of rule 5 , sub - rule ( 4 ) of rule 6 or clause (b ) of sub - rule 
( a ) of rule 9 It shall be capable of going ahead in smooth water when 
loaded with its full complement of persons and equipment at a speed 

of 8 knots ; 
( e ) if it is a motor lifeboat provided in accordance with any other rule 

excepting rules referred to in clause ( a ) , it shall be capable of going 


more than 100 beat other than commodate more 
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ahead in smooth water with its full complement of persons and equip 

ment at a speed of 4 knots . 
16 . Mechanically propelled lifeboats . Machanically propelled lifeboats, in addi 
tion to complying with the requirements of the Second Schedule , shall be Atted 
with machinery which shall comply with the requirements of the Fifth Schedule . 

16 . Class " C " boats . - - Class C boats shall comply with the requirements of the 
Sixth Schedule. 

17. Liferafts.-- - ( 1 ) Liferafts shall comply with the requirements of either Part 
I or Part II of the Seventh Schedule , 

( 2 ) Literafts complying with the requirements of Part I of the Soventh Sche 
dule shall be surveyed at a servicing station approved by the Central Government 
at intervals of not more than 12 months: 

Provided that if the Central Government is satisfied that it is impracticable to 
survey such liferafts at an interval of 12 months it may permit that interval to 
be extended by not more than 3 months. 

18 . Buoyant apparatus. - ( 1 ) Buoyant apparatus shall comply with the require 
ments of the Eighth Schedule. 

(2 ) The number of persons which a buoyant apparatus shall be deemed it to 
support shall be equal to 
( a ) the greatest whole number obtained by dividing by 14 . 5 the number of 

Kgms. of iron which the apparatus is capable of supporting from ito 

grab lines in fresh water ; or 
( b ) the greatest whole number obtained by dividing its perimeter in centi. 

metres by 30 :5 ; whichever is less . 
19 . Marking of ifeboats , Class C boats , Uferafts and buoyant apparatug. - ( 1 ) 
( a ) The dimensions of a lifeboat or a class C boat and the number of persons which 
it is deemed it to accommodate shall be clearly marked on it in permanent 
characters . 

( b ) The name and port of registry of the ship to which the lifeboat or tho 
Class C boat belongs shall be painted on each side of the bow of each such lifeboat 
or Class C boat. 

( 2 ) ( a ) The number of persons which a liferaft complying with the require 
ments of Part I of the Seventh Schedule is deemed fit to accommodate shall bo 
clearly marked in permanent character on the liferaft and on the valise or other 
container in which the liferaft is contained when not in -use . 

( b ) Every such liferaft shall also bear a serial number and the manufacture s 
name and the year of manufacture . 

( 3 ) Every liferaft which complies with the requirements of Part II of the 
Seventh Schedule shall be marked with the name and port of registry of the ship 
in which it is carried and with the number of persons it is fit to accommodate . 

(4 ) The number of persons a buoyant apparatus is fit to support shall be 
clearly marked on it in permanent character . 

20 . Lifebuoys. — Lifebuoys shall comply with the requirements of the Ninth 
Schedule 

21. Lifebuoy lights , smoke signals and lines . - ( 1 ) Lifebuoys carried in accord 
ance with these rules shall have attached to them self - igniting lights on the scale 
specified in sub -rule ( 11) of rule 4 , sub -rule ( 14 ) of rule 5 , sub - rule ( 10 ) of rule 6 , 
sub -rule ( 12 ) of rule 7, sub - rule ( 9 ) of rule 8 , sub - rule ( 11 ) of rule 9 and sub - rule ( 8 ) 
of rule 11 . 

( 2) ( a ) The self - igniting lights shall be capable of remaining in water without 
getting extinguished . 

(b ) They shall be capable of burning for not less than 45 minutes and shall have 
A luminosity of not less than 3. 5 lumens. 

(3 ) The self -igniting lights attached to lifebuoys carried in tankers shall be of 
an electric battery type . 
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(4 ) ( a ) In every ship not being a ship of Class VIII of less than 21. 5 metres in 
length one lifebuoy on each side of the ship shall have attached to it a buoyant line 
of at least 27 . 5 metres in length . 

(b ) In every ship of Class VIII of less than 21, 5 metres in length one lifebuoy on 
each side of the ship shall have attached to it a buoyant line of at least 18 metres 
in length , 

( c ) The lifebuoys having lines attached to them in compliance with this sub - rule 
shall not have self - igniting lights attached to them . 

(5 ) In every ship , other than a ship of class VIII, not less than two of the life . 
buoys provided with sell - igniting lights in accordance with the provisions of sub 
rule ( 1 ) shall be provided with a self -activating smoke signal capable of producing 
emoke of a highly visible colour for at least 15 minutes 

(6 ) ( a ) The lifebuoys provided with self -igniting lights and self - activating smoke 
signals in accordance with these rules shall be carried on each side of navigating 
bridge if any, and so fitted as to be capable of quick release . 

(b ) Each of the lifebuoys referred to in clause ( a ) and any other lifebuoy in 
position where the release of self - igniting light depends upon the weight of such 
lifebuoy shall weigh not less than 4 . 3 Kgms. 


22 . Line throwing appliances. Every line throwing appliance shall comply with 
the requirements of the Eleventh Schedule , 


23 . Equipment for lifeboats and Class C boats ( 1 ) Subjec tto the provisions 
of sub - rules ( 2 ) , ( 3 ) and ( 4 ) , the equipment of every lifeboat shall be as follows: 
(a ) a single binked complement of buoyant oars , two spare buoyant oars , 

and a buoyant steering oar ; one set and a half of crutches attached to 

the lifeboat by lanyard or chain , a boathook ; 
( b ) two plugs for each plug hole ( except where proper automatic valves are 

fitted ) attached to the lifeboat by lanyards or chains; a ballor and two 

buckets ; 
( c ) a rudder attached to the lifeboat and a tiller ; 
(d ) a life line becketted round the outside of the lifeboat; means to enable 

persons to cling to the lifeboat if upturned in the form of bilge keels 
or keel rails , together with grab lines secured from gunvale under the 

keel ; 
( e ) a locker , conspicuously marked as such , suitable for the stowage of small 

items of equipment; 
(f) two hatchets , one at each end of the lifeboat ; 
(g ) a lamp with oll sufficient for 12 hours ; 
(h ) a watertight box containing two boxes of matches not readily extinguish 

ed by wind ; 
( 1 ) a mast or masts with galvanized wire stays together with orange coloured 

şails which shall be marked for identification purposes with the first 

and last letter of the name of the ship to which the lifeboat belongs ; 
( 1) a compass in binacle complying with the requirements of Part I of the 

Twelfth Schedule ; 
(k ) a sea anchor complying with the requirements of Part II of the Twelfth 

Schedule ; 
(1 ) two painters of sufficient length and size . One shall be secured to the 

forward and of the Lifeboat with strop and toggle so that it can be 
released and the other shall be firmly secured to the stem of the 

lifeboat and be ready for use ; 
(m ) a vessel containing 4 . 5 litres of vegetable , fish or animal oil. A means 

shall be provided enabling easy distribution of oil on water and it shall 
be so aranged that it can be attached to the sea anchor ; 
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( n ) tour parachute distress rocket signals complying with the requirements of 

Part III of the Twelfth Schedule ; and six handheld distress flare signals 

complying with the provisions of Part IV of the Twelfth Schedule ; 
(o ) two buoyant smoke signals complying with the requirements of Part 7 

of the Twelfth Schedule ; 
(p ) a first aid outfit complying with their requirements of Part VI of the 

Twelfth Schedule ; 
( 9 ) a waterproof electric torch suitable for morse signalling together with 

one spare set of batteries and one spare bulb in a water proof container ; 
( r) a daylight signalling mirror ; 
(s ) a Jack Knife Atted with a tin -opener to be kept attached to the lifeboat 

with the lanyard ; 
(t) two light buoyant heaving lines; 
(u ) a manual pump complying with the requirements of Part VIII of the 

Twelfth Schedule ; 
( v ) a whistle ; 
( w ) a Ashing line and six hooks; 
( x ) a cover of a highly visible colour capable of protecting the occupants 

against injury by exposure ; 
( y ) a copy of Rescue Signal Table as required under Regulation 16 of Part 7 

of the International Convention on Safety of Life at Sea , 1960 ; 
(2 ) means to enable persons in the water to climb into the lifeboat . 
( 2 ) ( a ) No motor lifeboat or mechanically propelled lifeboat shall be required to 
carry a mast or sails , nor more than half the complement of oars . 

(b ) Every such lifeboat shall carry two boat hooks. 

( 3 ) ( a ) Every motor lifeboat shall carry at least two portable fire extinguishers 
capable of discharging foam or other substance suitable for extinguishing oil fire 
A receptacle containing a sufficient quantity of sand and a scoop for distributing the 
Band . 


(b ) Such portable fire extinguishers shall be of a type complying with the re 
quirements of Merchant Shipping (Fire Appliances ) Rules , 1968 except that the 
capacity of each extinguisher shall not be required to exceed 4 . 5 litres cf fluid or 
its equivalent. 


( 4 ) Every class C boat carried in ships of classes VI, VII and VIII shall be equip 
ped as follows: 
(a ) a single complement of buoyant oars and one spare buoyant oar provided 

that there shall never be less than three oars; one set of crutches 

attached to the boat by lanyard or chain ; a boathook ; 
( b ) two plugs for each plug hole ( except where proper automatic valves are 

fitted ) attached to the boat by lanyard or chains; a bailer and a bucket ; 
( c) a rudder attached to the boat and a tiller ; 
( d ) a life line becketted round the outside of the boat; 
( e ) a locker , conspicuously marked as such , suitable for the stowage of smal] 

Items of equipment; 
( 1) a painter of sufficient length and size secured to the forward and of the 

boat with strop and toggle so that it can be released ; 
(g ) means to enable persons to cling to the boat if upturned in the form of 

bilge keels or kneel rails ; 
( h ) a waterproof electric torch gutable for morse signalling together with 

one spare set of batteries and one spare bulb in a waterproof container: 

and 
(1) two light buoyant heaving lines. 
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. 24 . Rations for lite borts . - ( 1 ) Every lifeboat shall be provided with at least the 
rations specified in the following scale for each person it is deemed At to accom 
modate : 

( a ) 450 grams of biscuits , 
( b ) 450 grams of barley sugar ; and 

( c ) 450 grams of sweetened condensed milk of first quality ; 
Provided that this rule shall not apply to any lifeboat carried in ships of classes 
V and VIII which do not proceed outside Home- Trade limits . 

( 2 ) All the foodstuffs specified in sub - rule ( 1 ) shall be packed in suitable water 
tight containers and labelled to indicate the contents. 

( 3 ) ( a ) Every lifeboat carried in ships of classes I to VIII (both inclusive ) shall 
be provided with at least 3 litres of fresh water for each of the number of persons 
It is deemed flt to accommodate or atleast two litres of fresh water for each such 
person together with a desalting apparatus capable of providing at least one litre 
of drinking water for each guch person and in either case the total quantity of 
water shall be increased as far as practicable . 

( b ) Every class C boat carried in ships of classes referred to in clause ( a ) shall 
be provided with adequate quantity of water. 

( 4 ) The water shall be kept in the lifeboat in suitable containers and every 
oontainer shall be provided with at least one dipper which shall be attached to such 
containers by a lanyard , and there rust proof drinking vessela graduated in 25 , 50 
and 100 millilitres : 

Provided that a container of not more than two litre capacity shall not be re 
quired to be provided with a dipper . 

(5 ) The water in containers referred to in sub - rule ( 4 ) shall be frequently 
changed so as to ensure that it is always clean and Alt for drinking . 

25 , Special equipment for certain motor llfeboats, ~ ( 1 ) In every ship classes I. 
and III , the motor lifeboats which are carried in compliance with clause ( a ) of sub 
rule ( 5 ) of rule 4 or clause (a ) of sub - rule (5 ) of rule 6 shall be provided with the 
following equipment : 
( a ) a radio equipment which shall comply with the Geneva Radio Regulations, 

1959 and in addition , the following provisions shall apply thereto ; 
(1) it shall be installed in a cabin large enough to accommodate both the 

apparatus and the person using it ; 
( ii) the arrangement shall be such that the efficient operation of the trans 

mitter and receiver shall not be impaired through interference from 

the engine of the motor lifeboat whether a battery is on charge or 

not ; and 
( iil ) the radio battery shall not be used to supply power to any engine 

starting motor or ignition system . 
(b ) a dynamo Atted to the engine of the motor lifeboat and capable of re 

charging all batteries in the lifeboat. 
. ( 2 ) ( a ) A search light carried in pursuance of these rules shall include a lamp 
of at least 80 watts , an efficient reflector and a source of power which will give 
effective illumination of a light coloured object having a width of about 18 metres 
at a distance of 183 metres for a total period of six hours . 

(b ) The search light shall be capable of working for at least 3 hours continuously . 

26 , Security of equipment and rations in lifeboats and class C boats . - ( 1 ) 
( a ) All items of equipment provided in a lifeboat, Class C boat, with the 
exception of a boa hook which shall be kept free for fending of purposes , shall be 
suitably secured within the lifeboat or boat. 

( b ) Any Lashing shall be carried out in such a manner as to ensure the 
security of the equipment and so as not to interfere with the lifting hooks, if 
fitted , or to prevent ready embarkation . 

( c ) All items of such equipment shall be as small and as light in weight as 
possible and shall be packed in suitable and compact form . 

(2 ) All the rations provided in a lifeboat shall be stoned in watertight tanks 
which shall be firmly secured to the lifeboat. 
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(3 ) The tanks for the food and water rations shall be conspicuously marked 
" Food " or " Water " whichever is appropriate . 

27 . Equipment and rations for Ufeboats. - ( 1 ) Subject to the provisions of 
sub - rules ( 2 ) and ( 3 ), the equipment and rations provided in every Liferaft shall 
be as follows: 

(a ) one buoyant rescue quoit attached to at least 31 meters of buoyant line ; 
( b ) ( i) for liferafts which are fit for accommodating not more than 12 
persons 

one safety knife and one bailer : 
( ) for liferafts which are At for accommodating 13 persons or more 

two safety knives and two balers ; 
( c ) two sponges ; 
( d ) two sea anchors , one permanently attached to the liſeraft and one spare 

with line ; 
(e ) two paddles ; 
( 1 ) one repair outfit capable of repairing punctures in buoyancy compart 

ments unless the literaft complies with the requirements of Part II of 

the Seventh Schedule ; 
( g ) one topping up pump or bellews, unless the liftraft complies with the 

requirements of Part II of the Seventh Schedule ; 
( h ) three safety tin openers ; 
(1) a Arst aid outfit complying with the requirements of Part VIII of the 

Twelfth Schedule ; 
( i) one rust proof drinking vessel graduated in 15, 50 and 100 millilitres; 
( k ) one waterproof electric torch suitable for morse signalling together 

with one spare set of batteries and one sparc bulb in a water proof 

container ; 
( 1) one day light signalling mirror and one signalling whistle ; 
( m ) two parachute distress rocket signals complying with the requirements 

of Part III of Twelfth Schedule ; 
( n ) six hand held distress flare signals complying with the requirements 

of Part IV of the Twelfth Schedule ; 
( o ) one fishing line and six hooks ; 
( p ) 340 grams of suitable non - thirst provoking food providing at least 2200 

calories per 450 grams weight and 1700 grams of barley sugar or other 
equally suitable sweets for each person the liferaft is deemed fit to 
accommodate; 


( a ) watertight receptacles containing one and a half litres of fresh water 

for each person the Jíferaft is deemed fit to accommodate , of which 

iltre per person may be replaced by a suitable de - salting apparatus 

capable of producing an equal amount of fresh water : 
(r ) six, anti-seasickness tablets for each person which the Uferaft is deemed 

At to accommodate ; 
( s ) Instructionis printed in the English and Hindi languages on how to sur : 

vive in the liferaft ; 
(t ) one copy of Rescue Signal Table as required under Regulation 16 of 

Part V of the International Convention on Safety of Life at Sea, 1960 . 


( 2 ) In ships of Class II and II : . - ( a ) One or more liferafts , not being less 
thani one sixth of the total number of liſerafts carried in any such ship , may be 
provided with the equipment specified in clauses ( a ) to ( g ) (both inclusive ) , ( k ) , 
( 8 ) and ( t ) of sub - rule ( 1 ) and with one half of the cquipinent specified in clauses 
( m ) and ( n ) of that sub - rule . 


( b ) Liferafts other than those equipped in accordance with clause (1), shall 
be provided with equipment specified in clauses ( a ) to ( g ) (both inclusive ) , ( s ) 
and (t ) of sub - rule ( 1 ) . 
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( 3 ) In ships of classes IV , V , VII and VIII liferafts shall be provided with the 
equipment specified in clauses. ( a ) , (b ) , ( c ) , ( e ) , ( f ) , ( g ) , ( 8 ) and ( t ) of sub - rule 
( 1 ) of this rule together with sea anchor which shall be permanently attached 
to the liferaft. 


28 . General provisions relating to the stowage and handling of life -savin 
applianoes ( 1 ) The arrangement for each lifeboat Class C boat or other boat 
Uferaft and article of buoyant apparatus shall be such that it will not interfere 
with the operation of other life saving appliances or impede in any way their 
prompt handling or the marshalling of persons at the launching station or their 
embarkation . 

( 2 ) Life boats . Class C boats or other boats, liferafts and buoyant apparatus 
shall be so stowed that they can all be launched safely in the shortest possible 
time and the overall launching period shall not exceed 30 minutes in the case of 
ships of classes I, II and VI which carry itferafts under launching appliances. 

29 . Stowage and handling of Weboats , class C boatg and other boats . - ( 1 ) Sub 
ject to the provisions of sub - rules ( 2 ) , ( 3 ) and ( 4 ) , every lifeboat attached to a 
set of dayits , other than a lifeboat which is carried as an alternative to a class C 
boat or other boat, shall be so arranged that even under unfavourable conditions 
of trim and upto 15 degrees of list either way it can be put into the water when 
loaded with its full complement of persons and equipment required by these rules , 
except that in ships of under 45 . 7 metres in length of class VII such Lifeboats 
may be so arranged that in the aforesaid conditions they can be put into the water 
when loaded with their required equipment and a launching crew of at least two 
persons. 

( 2 ) Any lifeboat which is carried as an alternative to a class C boat or other 
boat and any class C boat or other boat which is attached to a davit or a set of 
davits other than a mechanically controlled single arm davit shall be so arranged 
that when loaded with its equipment required by these rules and a launching 
crew of two persons, it can be put into the water on either side of the ship when 
the ship is upright or from the side of the list when the ship is listed to 15 degrees 
towards that side. 

( 3 ) Every lifeboat, class C boat or other boat attached to a mechanically con 
trolled single arm dayit shall be so arranged that when loaded with its equipment 
required by these rules and a launching crew of two persons it can be put into the 
water on one side of the ship when the ship is upright or is listed upon 15 degrees 
towards that side, except that in the case of fishing vessels which carry lifeboats 
in compliance with sub -rule ( 3 ) of rule 11, the lifeboat shall be so arranged that: 
when loaded with its required equipment and a launching crew of two persons it 
can be put into water from either side of the ship , or, if the ship has a list, from 
the side to which the ship is listed , 

(4 ) Every lifeboat or class C boat carried in compliance with clause ( b ) of sub 
rule ( 5 ) of rule 9 and sub - rule ( 10 ) of rule 9 , if not attached to a davit or a set 
of davits , shall be attached to a device which shall be provided primarily for the 
purpose of launching the boat and which shall be capable of putting the boat into 
the water from one side of the ship when it is loaded with its equipment required 
by these rules and a launching crew of two persons; and when the ship is upright 
Or Usted upto 15 degrees such device shall be capable of putting the lifeboat or 
class C boat into the water from the side of the ship towards which it is listed . 

( 5 ) Not more than one lifeboat, class C boat or other boat shall be attached 
to any set of davits , davit or other means of launching. 

( 6 ) Lifeboats may only be stowed on more than one deck provided that proper 
measures are taken to prevent lifeboats on a lower deck being fouled by those 
stowed on a deck above. 

( 7 ) Lifeboats shall not be placed in the bows of a ship and they shall be 
situated in such position as to ensure safe launching having particular regard to 
clearance from the propellor and steepy over hanging portions of the hull aft, and 
to ensure, so far as is practicable , that they can be launched flown the straight 
side of the ship . 

(8 ) Davits shall be suitably placed in the ship . 

( 9 ) Davits, winches, falls , Blocks and other launching gear provided in accor 
dance with these rule shall comply with the requirements of the Thirteenth Sche 
dule . 


SEC. 3 (1) ] THE GAZETTE OF INDIA : JANUARY 25, 1969 /MAGHA 5, 1890 335 


( 10 ) ( a ) All Lifeboats , class C boats or other boats attached to davits shall be 
served by wire rope falls and winches in the following cascs: — 

(1) When they are attached to gravity davits ; or 
( li ) when they are attached to mechnically controlled single arm davits ; or 
( iu ) when they are fitted to any ship of classes I, II, III, IV , V and to ships 

of class VIII under sub - rule ( 2 ) of rule 11 : or 
(lv ) when they are Atted to any ship of classes VI and VII in compliance 

with sub - rule ( 2 ) of rule 9 or clause ( a ) of sub - rule 5 of rule 9 ; or 
( v ) when the weight of the attached lifeboat, class C boat or other boat in 

the lowering condition exceeds 2300 Kgms.; 
Provided that the Central Government may permit other types of falls to be 
Atted with or without winches in cases of lifeboats other than emergency lifeboats 
where it is satisfied that such falls are adequate . 

( b ) In every ship in which lifeboats , class C boats or other boats are served by 
wire rope falls, winches shall be provided for handling such falls . 

( c ) Energency lifeboats carried in compliance with sub -rule ( 3 ) of rule 4 , 
sub - rule ( 3 ) of rule 5 , sub - rule ( 4 ) of rule 5 , and sub -rule ( 4 ) of rule 6 shall bo 
served by winches which are capable of recovering them at a speed of not less 
than 18 metres per minute when the lifeboat is loaded with its equipment required 
by these rules and a distributed load equal to 1018 K . gms. 

(11) Emcient hand gear shall be provided for the recovery of all lifeboats , class 
C boats or other boats which are served by winches . 

( 12 ) Where davits are recovered by action of the falls by power , safety device . 
shall be Atted which will automatically out of the power when the davits are 
atleast 10 centimetres away from the steps to ensure that the wire rope falls or 
davits are not over -stressed . 

( 13 ) Unless expressely provided otherwise in these rules , to facilitate the laun 
ching of lifeboats against a list of 15 degrees , skates or other suitable means shall 
be provided for any lifeboat stowed under davits which are of such strength that 
the liteboat can be lowered with its full complement of persons and its equipment 
required by these rules . 

( 14 ) Means shall be provided for bringing the Ufeboats, which are required 
to be capable of being lowered in the fully loaded condition against the ship s side 
for holding them there for the safe embarkation of persons. 

( 15 ) ( a ) In any ship other than a ship in which the Hfe boat, class C boat or 
other boat is attached to a mechanically controlled single arm javit , the dayits 
sball be Atted with a wire rope span so positioned that when the boat is in the 
lowering position , the span is as near as practicable over the centre line of the 
boat. 

(b ) Such a wire rope span shall be fitted with atleast two life lines which shall 
be long enough to reach the water with the ship at its lightest seagoing draught and 
listed to 15 degrees either way . 

( 16 ) ( a ) Lifeboats , class C boats and other boats attached to dayits shall have 
the falls ready for service and such falls shall be atleast long enough to reach the 
water with the ship at its lightest seagoing draught and listed to 15 degrees either 
way . 

(b ) Means shall be provided for detaching the lifeboats Class C boats or the 
other boats from the falls . 

( c ) Lower fall blocks shall be Atted with a suitable ring or a long link for 
attaching to the sling hooks, unless disengaging gear complying with the require . 
ments of the Fourteenth Schedule is Atted . 

( d ) The points of attachment of the lifeboats , class C boats and other boats to 
the talls shall be at such height above the gunwale as to ensure stability when 
lowering the lifeboats class a boats or other boats . 


( 17 ) ( a ) Every emergency lifeboat carried in compliance with sub -rule ( 3 ) of 
rule 4 , Aub - rule (4 ) of rule 5 , sub - rule ( 3 ) of rule 6 , and sub - rule ( 4 ) of rule 7 
ghall be provided with means for facilitating the attachment of the lower fall 
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blocks to the lifting arrangements of the boat when the boat is recovered from 
the sea in adverse weather conditions . 

( b ) For this purpose a pendant of adequate strength and suitable length shall 
be provided for each davit, and one end of the pendant shall be attached to the 
lower fall block and other end to the lifting arrangement on the boat. 

( c ) In addition , means shall also be provided for hanging off the boat after 
hoisting to enable the lower fall block to be attached directly to the lifting hook . 

( 18 ) In any ship , when a lifeboat is attached to any set of davits , davit or 
other means of launching not of sufficient strength for safe lowering of the boat 
into the water when loaded with its full complement of persons and equipment 
required by these rules under conditions of trim or of list specified in these rules 
for the class of such ship , of when any Class C boat or other boat is attached to 
any set of davits or davit or other means of launching which are not of sufficient 
strength for sale lowering of such class C boat or other boat when loaded with its 
full complement of persons and equipment required by these rules, each such set 
of davits , davit or other means of launching shall be conspicuously marked with 
a red band 15 . 25 centimetres wide painted on a white background , 

30 . Stowage and handling of liferafts , buoyant apparatus and lifebuoys. ( 1 ) 
Liferafts and buoyant apparatus shall be so stowed that they can be put into water 
safely even under unfavourable conditions of trim and upto 15 degrees of list 
either way. 

( 2 ) ( a ) In every ship of Classes I and II which carries literafts in accordance 
with clause (b ) of sub -rule ( 2 ) of rule 4 , or item ( c ) of proviso to sub - rule (8 ) 
of rule 5 , launching appliances complying with the requirements of the Fifteenth 
Schedule shall be provided for such liferafts , 

( b ) Every liferaft launching appliance shall be so arranged that even under 
unfavourable conditions of trim and of list upto 15 degrees either way, each 
liferaft which is designed for use with such an appliance can be launched when 
loaded with its full complement of persons and equipment. 

( c ) Liferafts for which launching appliances are provided , and such launching 
appliances, shall not be placed in the bows of the ship and shall be so placed as 
to ensure safe launching having particular regard to clearance from the propellor 
and steeply over -hanging portions of the hull aft, and to engure so far as is 
practicable that they can be launched down the straight side of the ship . 

( d ) Means shall be provided for bringing liferafts for which launching 
appliances are provided against the ships side and for holding them there for the 
gate embarkation of persons. 

( 3 ) Lifebuoys shall be so stowed as to be readily accessible to all persons on 
board and in such a way that they can be rapidly cast loose . 

(4 ) Life jackets shall be so stowed as to be readily accessible to all persons 
on board and their position shall be clearly and permanently indicated . 

31. Embarkation into lifeboats , class C boats, other boats and liferafts. - ( 1 ): 
Arrangements shall be made to ensure that it is possible to effect embarkation 
into the lifeboats , Class C boats , other boats and liferaftg rapidly and in good 
order . 

(2 ) In every ship arrangements shall be made for warning the passengers and 
crew when the ship is about to be abandoned . 

( 3 ) ( a ) ( 1) In ships of classes VI and VII and of Class VIII when the length 
of the ship exceeds 45 metres , one ladder shall be carried at each set of Uteboat 
davits where ll: e davits are capable of lowering the lifeboat when loaded with 
its full complernent of persons and equipment required by these rules . 

( il) Such Provision shall also be made in ships of classes I, II , III, IV , and V 
except that in such ships the Central Government may permit such ladders to be 
replaced by suitable mechanical devices provided that there shall not be less 
than one ladder on each side of every such ship . 

( b ) In ships of classes VI, VII and VIII which carry a class C boat cr a lifeboat 
which is not capable of being lowered into the water when loaded with its full 
complement of persons and its equipment required by these rules , suitable means 
shall be provided for embarking persons into the boat. 
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( c ) In ships of Classes I, II, III , IV and V and in ships of Classes VI, VII and 
VIII of 500 tons gross or over, sufficient ladders shall be provided to facilitate 
ambarkation into the liferafts when water borne except that in such ships the 
Central Government may permit replacement of some or all such ladders by 
suitable mechanical devices 

( d ) The ladilers provided in compliance with the provisions of this sub -rule 
shall be of sufficient length to reach the waterline with the ship at its lightest 
draught and listed to 15 degrees either way . 

( 4 ) Every ship shall be provided with means situated outside the engine room : 
whereby any discharge of water into the lifeboats or into Uferafts at fixed launch 
ing positions , Includinh those under launching appliances , can be prevented . 

32 . Manning of lifeboats and liferafts . - ( 1 ) In ships of Classes I, II, III, 
IV , and V a deck officer or a certificated lifeboatman shall be placed in charge of 
each lifeboat and a second- in - command shall also be nominated . The person in : 
charge shall have a list of the lifeboats crew and shall see that the persons placed 
under his orders are acquainted with their several duties . 

( 2 ) In ships of Classes I and III a person trained in the handling and opera 
tion of liferafts shall be assigned to each liferaft. 

( 3 ) ( a ) In ships of Class II carrying Uferafts served by launching appliances , 
two persons trained in the handling and operation of Herafts shall be assigned to 
each launching appliance . 

(b ) In ships of classes III, IV and V carrying literafts not served by launching 
appliances which are stowed in groups at fixed launching position , a person trained 
in the handling and operation of liferafts shall be assigned to each such position . 

( 4 ) In ships of classes I, II, III , IV and Va person capable of working the 
radio equipment and search light equipment shall be assigned to each lifeboat 
carrying such equipment . 

( 5 ) In every ship in which motor lifeboats are carried a person capable of 
working the motor shall be assigned to each motor lifeboat. 

33. Certificated lifeboatman .-- ( 1 ) The crew of every ship of classes , I , II, III , 
IV and V shall include for each lifeboat carried in compliance with these rules, 
a number of certificated lifeboatmen not less than that specified in the following 
Table 


TABLE 


Prescribed complement of a lifeboat 


Minimum number of certificated 

lifeboatmen required 
- - -- - - - - - 


- 


- - - . . 


- 


- 


- 


- 


- 


- 


- 


. 


. 


. 


less than 41 persons 
41 persons and more but 

less than 62 person 
62 persons and more but 

less than 86 persons . 

more than 88 persons and more 
- . 

- - 
( 2 ) In this rule , prescribed complement means the number of persons which 
the lifeboat is deemed fit to accommodate under these rules . 


O 


34 . Portable radio equipment. - ( 1 ) The portable radio equipment required to be 
carried in compliance with sub -rule (6 ) of rule 4 , sub - rule ( 11 ) of rule 5 , sub - rule 
( 6 ) of rule 6 . sub - rule ( 10 ) of rule 7 , sub - rule ( 8 ) of rule 8 and sub -rule ( 10 ) of 
rule 9 shall comply with such of the requirements of the Geneva Radio Regula 
tions, 1959, as apply thereto and shall be kept in a suitable place ready to be 
moved into a lifeboat or a liferaft in the case of emergency . 
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( 2 ) In ships where the disposition of superstructures or deck houses is such 
as to involve substantial fore and aft separation of the main transmitter and life 
boats such equipment shall be kept in the vicinity of these lifeboats or liferafts 
which are farthest away from the main transmitter . 

35 . Electrically operated signals . - - Every ship of Classes I, II , III and IV shall 
be provided throughout the ship with electrically operated signals controlled from 
the bridge for summoning passengers to muster stations. 

36 . Electric Lighting. -- ( 1 ) ( a ) In every ship of Classes I, II , III , IV and V an 
electric lighting system shall be provided throughout the ship and in particular 
upon the decks from which lifebouts and liferafts are embarked . 

(b ) Provision shall also be made in every such ship for the electric lighting 
of the launching and also for illuminating the water into which the lifeboats and 
literafts served by launching appliances are launched until the process of launch 
ing is completed , and for lighting the stowage position of liferafts for which 
launching appliances are not provided , 

( c ) The Ughting shall be operated froni the ship s main generating plant and 
shall be so arranged that power may be supplied from the emergency source of 
power provided for on such ships under the rules made under section 284 of the 
Act relating to the construction of passenger ships. 


( 2 ) In every ship of classes I, II, III , IV and V , the exit from every main com 
partment occupied by passengers or crew shall be continuously lighted by an 
emergency electric lamp , operated from the ship s main generating plant and so 
arranged that power may be supplied from the emergency source of power re 
quired to be provided for on such ship under the rules made under section 284 
of the Act relating to the construction of passenger ships. 
( 3 ) ( a ) In every ship of classes VI and VII of 500 tons gross or over provision 

shall be made for the electric lighting of the launching gear and of 
the lifeboats and of the Uferafts which they serye, during the pre 
paration for and process of launching and also for lighting the water 
into which the lifeboats and the liferafts served by launching appliances 
are launched until the process of launching is completed , and for the 
lighting of the stowage position of literafts for which launching 

appliances are not provided . 
( b ) In every ship of classes VI and VII of 1600 tons gross or over , provision 

shall be made for the electric lighting of the alleyways , stairways and 
exits so as to cnsure that access of all persons on board to the launch 
ing stations and stowage positions of lifeboats and liferafts is not 

impeded 
( c ) The lighting required under clauses ( a ) and ( b ) of this sub -rule shall 

be operated from the ships main electric generating plant and , in 

Addition , shall be capable of being operated . 
( 1) in every such ship of 5000 tons gross or over , from an emergency 

source of electric power provided for such lighting in such ships 
or under sub - rule ( 1 ) of rule 7 of the Merchant Shipping ( Cargo 
Ship Construction and Survey ) Rules, 1968 in the case of ships to 

which those rules apply . 
( ii ) in every ship of over 1600 tons gross but under 5000 tons gross , from 

an emergency source of electric power provided for such lighting 
in such ships or under sub -rule ( 1 ) of rule 8 of the Merchant Ship 

ping ( Cargo Ship Construction and Survey ) Rules, 1968 , in the case , 

of ships to which these rules apply . 
( d ) In every ship of 500 tons gross or over but of under 1600 tons gross , 

the lighting required under clause ( a ) of this sub - rule shall be 
operated from the ship s main electric generating plant and , in addi 
tion , shall be capable of being operated from an emergency source 
of electric power provided for such lighting in such ships or under 
sub - rule ( 1 ) of rule 9 of Merchant Shipping (Cargo Ship Construction 
and Survey ) Rules 1968, in the case of ships to which these rules 
apply , or if the Central Government so permit, from the reserve source 
of electrical energy provided for on such ships under the Geneva 
Radio Regulations, 1959 , subject to the condition that lighting circuits 
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can be readily disconnected and the said reserve source is capable 
of supplying the additional load or loads without falling below the 

capacity required under those rules. 
( 4 ) In every ship of clases VI and VII to which sub - rule ( 3 ) does not apply , 
and in every ship of Class VIII means shall be provided for the electric lighting 
of the launching gear and lifeboats or boats during the preparation for a process 
of launching and also for the lighting of the stowage position of the liferafts . 


37 . Ship s distress signals . - ( 1 ) Every ship except ships of Class VIII which are 
less than 24 metres in length , shall carry not less than twelve parachute distress 
rocket signals complying with the requirements of the Sixteenth Schedule . 

( 2 ) Ships of Class VIII other than ships above 24 metres in length shall carry 
not less than six red star distress signals which shall comply with sub - rule ( 3 ) . 

( 3 ) Any rcd star signal required under this rule shall be capable of emitting 
two or more red stars either together or separately at or to a height of not less 
than 45 . 7 metres and each of these stars shall burn with a minimuni luniinosity of 
5000 candle power for not less than 5 seconds. 

(4 ) All pyrotechnic distress signals shall be packed in û watertight container 
and shall be clearly and indelibly labelled to indicate their purpose . 

38 . Equivalents and exemptions. - ( 1 ) Where these rules require that a parti - . 
cular Atting, material, appliance or apparatus, or type thereof, shall be fitted or 
carried in a ship , or that any particular provision shall be made , the Central Govern 
ment may permit any other Atting material, appliance or apparatus or type thereof 
to be fitted or carried or any other provision to be made in a ship , if it is 
Batisfied . by triel thereof that such other fitting , material appliance , or apparatus, 
or type thercof or provision , is atleast as effective as that required by these rules . 

( 2 ) If it appears to the Central Government on the application of the owner 
of any ship , that it is not practicable or reasonable to fit in that ship the number 
of sets of davits required by these rules, the Central Government may permit one 
or more sets of davits to be dispensed with in that ship , subject to such conditions, 
if any , as it may think At to impose : 


Provided that in the case of ships of Classes II and IV the number of sets of 
davits Atted shall subject to the provisions of sub - rules ( 2 ) and ( 8 ) of 
rule 5 and sub - rules ( 2 ) and ( 8 ) of rule 7 , in no casc be less than the minimum 
number determined by Column B of the Table set out in the First Schedule . 

(3 ) If a ship of Class I or Class III is permitted to carry between specified 
ports or places abroad a number of passengers in addition to the number allowed 
when the ship proceeded to sca from a port or place in India , the Central Govern 
ment may, subject to such conditions as it may think At to impose , permit as 
regards the part of the voyage between such specifled ports or places modifications 
of the provisions of sub - rules ( 2 ) and ( 10 ) of rule 4 and sub -ruleg ( 2 ) and ( 9 ) 
of rule 6 : 

Provided that where such modifications are allowed the total number of life 
boats together with such liferafts as are carried shall be always sumclent for the 
total number of persons which the ship is certified to carry and, in addition life 
rafts shall be carried sufficiently to support ten percent of that number of persons, 

( 4 ) The Central Government may exempt any ship not normally engaged on 
internațional voyages but which , in exceptional circumstances , is required to under 
take a single international voyage, from any of the requirements of these rules : 

Provided that no such exemption shall be granted unless such a ship complies 
with the safety requirements , which in the opinion of the Central Government are 
adequate for the voyage which is to be undertaken by the ship . 


(5 ) If It is impracticable or unreasonable for a ship to carry a lifeboat or boat 
of the minimum length prescribed under these rules , the Central Government may 
permit a smaller lifeboat or boat to be carried in that ship . 

( 6 ) The Central Government may , either absolutely or subject to such condi 
tions as it may think At, exempt any ship the keel of which was laid prior to 
26th May 1965, from the application of any requirements of these rules if it is . 
satisfied that the compliance with the requirement is either impracticable or un 
reasonablo in the case of such ship . 
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FIRST SCHEDULE 
[ See Rules 5 (2) , (3) and (8 ) (C ), 7 (2 ), and (3) ; 8 (2 ), and 38 (2 ) ] 


Table showing the minimum number of sets of davits and minimum cuble 
capacity of Life boats to be provided in ships of classes II, IV and V . 


Registered length of ship in metres , 


Minimum 
number 
of sets of 
davits 


Smaller 
number of 
7 sets of 
davits au 
thorised 
excep 
tionally . 


Minimum 
capacity 
of lifeboat. 
in cubic 
metres . 


- 


A 


B 


C 


Metres 


Nos. 


Nos, 


Cubic 
metres 


II 


Upto 37 metres 
37 metres and over but less than 43 metres 


43 


49 


............... 


Namminmoon000 


NaminnnnOONNNN 


94 
102 
IIO 
122 
135 


: I07 


146 


ΙΟΙ 
-ΙΟΙ 

107 

II3 
113 

119 
ΙΙ9 

125 
125 

133 
133 metres and over but less that 140 metres 
" 140 


IO 


I2 


12 
14 
14 


157 
171 
185 
202 
221 


* 149 


TO 


12 


0GA 


AWWN 


196 


20 


159 
169 
177 
, 187 

1 96 
- 205 
: 214 
223 
232 
241 


205 
214 


20 


223 


232 
241 
251 


18 


251 


261 
271 


18 


TO 


261 
.. 271 

283 
: 293 
34 


283 
293 
304 
345 
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SECOND SCHEDULE 

[ See rules 2 (i), 12 and 15 ) 

GENERAL REQUIREMENTS FOR LIFEBOATS 
1. Every lifeboat shall be constructed with rigid sides . 


2 . ( a ) In any lifeboat Atted with a rigid shelter , the shelter shall be capable of 
being readily opened from both inside and outside and shall not impede rap 
embarkation and disembarkation or the launching and handling of the lifeboat . 

(b ) Such a shelter where fitted may be accepted as complying with the require 
ments of clause ( x ) of sub -rule ( 1 ) of rule 23 . 


3 . Every lifeboat, except wooden liteboats made of planks, shall have a block 
coefficient of the cubic capacity as determined in accordance with the Third Schedule 
of not less than 0 . 64 . 


4 . Every lifeboat shall be of such form and proportions that it shall have ample 
stablity in a seaway , and sufficient free board when loaded with its full comple 
ment of persons and equipment. 

5 . Every lifeboat shall be so constructed that it shall be capable of maintaining 
positive stability when open to the sea and loaded with its full complement of 
persons and equipment. 


8 . ( a ) Every lifeboat shall be properly constructed for the purpose for which it 
is intended and shall be of sufficient strength to perinit its being safely lowered 
into the water when loaded with its full complement of persons and equipment, 

( b ) It shall be of such strength that it will not guffer residual deflection il 
subjected to an overload of at lenst 25 per cent. 


7. No lifeboat shall be less than 4 .9 metres in length except that where these 
rules permit a lifeboat io he carried as an alternative to a Class C boat, the length 
of such lifeboat shall not be less than that of the Class C boat as determined in 
accordance with paragraph 3 of the Sixth Schedule . 


8. No lifeboat when laden with its full complement of persons and equipment 
shall weigh more than 20 . 3 tonnes . 


9 . In every lifeboat all thwart and side seats shall be Atted as low in the lite 
boat as practicable and bottom boards shall be fitted . 


10 . Every lifeboat she have a $ 211 sheet at least equal to four per cent of its 
length and the sheet shall be approximately parabolic in form , 


11. Every lifeboat shall be Atted with internal buoyancy appliances which shall 
consist either of air cases or buoyant material which shall not be adversely affected 
by oil or oil products and which shall not adversely affect the boot. 

12 . In every lifeboat the total volume of the internal buoyancy appliances shall 
be such that it will be at least equal to the sum of the volumes of - . 
( a ) that required to float the lifeboat and its full equipment when the life 

boat is flooded and open to the sea so that the top of the gunwale 

amidships is not submerged ; . 
( h ) that equal to ten per cent of the cubic capacity of thc lifeboat ; 


13 . In the case of lifeboats which accommodate 100 or more persons, the volume 
of the buoyancy appliances required by clause ( b ) of the preceding paragraph 12 
of this Schedule shall be increased as follows: 
( a ) in lifeboats which accommodate from 100 to 130 persons by an amount 

determined by interpolating between nil at 100 persons and 1 . 5 per 

cent of the cubic capacity of the lifeboat at 130 persons; 
(b ) in Ufeboats which accommodate over 130 persons by an amount equal 

to 1. 5 per cent of the cubic capacity of the lifeboat . 
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THIRD SCHEDULE 

[ See rules 13 (1 ) and 14 ] 
CALCULATION OF CUBIC CAPACITY OF LIFEBOATS 
1. Subject to the provisions of paragraph 4 of this Schedule , the cubic capacity 
of a Bfeboat for the purpose of these rules shall be measured in cubic metres and 
shall be determined by Stirling s (Sirnpson s ) Rule , which may be considered as 
given by the following formula : 
( a ) Cubic Capacity – L / 12 (4A plus 2B plus 4C ) , where L denotes the length 

of the lifeboat in metres from the inside of the shell at the top of the 
stem to the corresponding point at the top of the stern post; in the 
case of a lifeboat with a square stern the length is measured to the 
inside of the top of the transom ; and A . B . C ., denote respectively the 
areas of the cross - sections at the quarter length forward , amidships 
and the quarter length aft which correspond to the three points 
obtained by dividing L into four equal parts ( the areas corresponding 

to the two ends of the lifeboat shall be considered negligible ) . 
(b ) The areas A . B . C . shall be deemed to be given in square metres by the 

successive application of the following formula to each of the three 

crogs sections : 
Area equal to h / 12 ( a plus 4b plus 2c plus 4d plus e ) , where h denotes the 

depth measured in metres inside the shell from the leal to the lovel 
of the gunwale , or , in certain cases , to a lower level as determined 
hereafter ; and a , b , c , d , e , denote thc horizontal breadths of the life 
boat measured in metres inside the shell at the upper and lower points 
of the depth and at the three points obtaincd by dividing h into four 
equal parts ( a and e being the breadths at the extreme points , and c 

at the middle point of h ) . 
( c ) The capacity of a square- sterned lifeboat shall be calculated as if the 

lifeboat had a pointed stern . 


2 . If the sheer of the gunwale , measured at the two points situated at the 
quarter of the length of the lifeboat from the ends , exceeds one per cent of the 
length of the lifeboat, the depth employed in calculating the area of the cross 
section A or C shall bo deemed to be depth amidships plus 1 per cent of the length 
of the lifeboat. 


3 . If the depth of the lifeboat amidships excecds fortyfive per cent of the 
breadth the depth employed in calculating the area of the amidship cross -section 
B shall be deemed to be equal to fortyfive per cent of the breadth , and the depth 
employed in calculating the areas of the quarter length sctions A and C is obtained 
by Increasing this last figure by an amount equal to one per cent of the length of 
the lifeboat : 


Provided that in no case shall the depths employed in the calculation exceea 

the actual depths at these pointe , 


4 . Unless the owner of the lifeboat requires the cubic capacity to be determined 
by exact measurement, the cubic capacity of a lifeboat constructed of wooden 
planks may be assumed to be the product of the length , the breadth and the depth 
multiplied by 0 . 6 If this formula does not give a greater capacity than that obtained 
by the formula set out in paragraph ( 1 ) of this Schedule . The dimensions shall 
be measured in the following manner -- 
( a ) Length - From the intersection of the outside of the planking with the 

top of the stem to the corresponding point at the sternpost, or in the 
case of square- sterned lifeboat, to the after side of the top of the 

transom ; 
( b ) Breadth - From the outside of the planking at the point where the 

breadth of the lifeboat is greatest . 
( c ) Depth - Amidship inside the planking from the keel to the level of the 

top of the gunwale but the depth used in calculating the cubic capacity 
may not in any casc exceed fortyfive per cent of the breadth ., 
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3 . The cubic capacity of a motor lifeboat una lifeboat Atted with other propel 
Ting gear shall be obtained from the gross capacity by deducting a volume equal 
to that occupied by the motor and its accessories or the gear box of the other pro 
pelling gear , and any equipment with which the lifeboat may be provided in com 
pliance with rule 20 . 

FOURTH SCHEDULE 

[See rule 14 ( a ) ] 

MACHINERY OF MOTOR LIFEBOATS 
1 . The engine shall be capable of being readily started in cold weather and of 
running reliably under conditions of extremes of temperature, 

2 . ( a ) The engine shall operate properly under conditions of at least 10 degrees 
trim . 

( b ) Circulating water pumps where fitted shall be self-priming . 

3 . ( a ) The engine and its accessories, including the fuel tank , pipes and Attings , 
shall be adequately protected to ensure reliable operation under conditions likely 
to arise at sea during adverse weather . 

( b ) The engine casing shall additionally be Are- resisting, and in the case of 
air - cooled diesel engines shall be so designed that the supply of cooling alr is not 
restricted . 

4 . Means shall be provided in all lifeboats to prevent the spread of oil , in a 
wooden lifeboat a metal tray shall be fitted under the engine, 

5 . ( a ) The fuel tank shall be substantially constructed securely Axed in position 
with a metal tray underneath and Atted with suitable Alling , vapour venting and 
relief arrangements . 

( b ) No part of the tank or its connections or any part of the fuel piping or 
fittings shall depend on soft solder for tightness , and tanks made of steel shall 
be protected externally against corrosion by sea water by metal spraying or similar 
means . 


( c ) The tank and its connections shall be capable of withstanding hydraulic 
pressure corresponding to a head of at least 4 .5 metres . 

(d ) A cock shall be Atted at each end of the pipe . 
6 . The engine and fuel tank spaces shall be efficiently ventilated . 

7 . The shafting and other moving parts shall be fenced where necessary to 
protect the persons in the lifeboat from injury . 

FIFTH SCHEDULE 

( See rule 15 ) 
MACHINERY OF MECHANICALLY PROPELLED LIFEBOATS 


1. The propelling gear shall be so arranged that it can be rapidly and easily 
made ready for service and will not interfere with the rapid embarkation of 
persons into the lifeboat. 

2 . If the propelling gear is manually operated it shall be capable of being 
operated by persons untrained in its use and shall be capable of being operated 
when the lifeboat is flooded . 

3 . The propelling gear shall not require adjustment to enable it to be worked 
by persons of different stature and it shall be effective in propelling the lifeboat 
partially or fully loaded . 

4 . (A ) The propelling gear shall be substantially constructed and Atted to the 
lifeboat in an efficient manner , 

( b ) The metal part of any operating handle shall be suitably sheathed by 
material other than wood to ensure that the hands of the operators are protected 
in conditions of extreme cold . 
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5 . The propelling gear shall be of sufficient power to enable the lifeboat when 
loaded with its equipment required by these rules and a distributed weight equal 
to the full number of persons which it is fit to carry, to be propelled at a speed 
ahead of at least 3 .5 knots in smooth water over a distance of 400 metres . 

6 . The propelling gear shall be capable of propelling the lifeboat ahead or 
astern and a device shall be Atted by means of which the helmşman can cause the 
11feboat to a stern or ahead at any time when the propelling gear is in operation . 


SIXTH SCHEDULE 

[ See rules 2 ( e ) and 16 ] 
1. Every class C boat shall be an open boat constructed with rigid sides. 

2 . The boat shall be of such form and proportions that it shall have ample 
stability in a seaway and sufficient freeboard when loaded with the greatest. 
number of persons for whom seating is provided and with its full equipment. 
3 . The length of the boat shall be at least 
( a ) 4 .3 metres for a ship whose length is 12 metres or more but less than 

24 metres ; 
( b ) 4 .9 metres for a ship whose length is 24 metres or more but less than 

35 metres ; 
( c ) 5 . 2 metres for a ship whose length is 35 metres or more but less than 

44 metres ; 
(d ) 5 .5 metres for a ship whose length is 44 metres or more . 
4 . All thwart and side seats in the boat shall be Atted as low in the boat as 
practicable and bottom boards shall be fitted . 

5 . The boat shall be square - sterned and shall have a mean sheer at least equal 
to five per cent of its length . 

8 . The boat shall be Atted with internal buoyance appliances which shall be so 
placed as to secure stability when the boat is fully laden under adverse weather 
conditions. 

7 . The Internal buoyancc appliances shall consist either of air cases constructed 
of copper or muntz metal of not less than 1675 grams to the superficial metre , or 
of other equal suitable material. 

8 . The total volume of the internal buoyance applicances in a wooden Class C 
boat shall be at least equal to seven and one-half per cent of the cubic capacity 
of the boat which shall be determined in accordance with paragraph 9 of the Second 
Schedule 

9 . The buoyancy of a Class C boat which is made of any material other than 
wood shal be not less than that required for a wooden Class C boat of the same 
cubic capacity and the volume of the internal buoyance appliances shall be in 
creased accordingly . 

10 . The minimum number of persons for whom seating shall be provided shall 
be equal to the greatest number obtained by multiplying by 2 .65 the cubic capa 
city of the boat in cubic metres. 


SEVENTH SCHEDULE 
[ See rules 2 ( f) ( k ) and ( e ) , 17 , 19 (2 ) and ( 3 ) and 27 ( f ) and ( 2 ) 

REQUIREMENT FOR LIFERAFTS 

PART I 

INFLATABLE LIFERAFTS 
1 . Subject to the provisions of paragraphs 2 and 3 of this part every inflatable 
111eraft shall comply with the following requirements : 
( a ) the liferaft shall be so constructed that when fully inflated and floating 

with the cover uppermost , It shall be stable in a seaway ; 


Sec . 3 (i ) ] THE GAZETTE OF INDIA : JANUARY 25, 1969 /MAGHA 3, 1890 345 


(b ) the literaft shall be so constructed that if it is dropped into the water 

from a height of 18 metres neither the liferaft nor its equipment will 

be damaged ; 
( c ) ( i ) the construction of the liferaft shall include a cover of a highly 

visible . colour which shall automatically be set in place when the life 

raft is inflated ; 
( 11 ) this cover shall be capable of protecting the occupants against injury 

from exposure , and means shall be provided for collecting rain : 
( iii ) the top of the cover shall be Atted with a lamp which derives its 

luminosity from a sea - activated cell and a similar lamp shall also be 

fitted inside the liferaft ; 
( d ) ( i) the liferaft shall be Atted with a painted and shall have lifeline 

becketed round the outside ; 
(li) a lifeline shall also be Atted round the inside of the liferaft; 
( e ) the liferaft shall be capable of being readily righted by one person if it 

inflates in an inverted position ; 
( f ) the liferaft shall be Atted at each opening with efficient means to enable 

persons in the water to climb on board ; 
( g ) ( i ) the liferaft shall be contained in a valise or other container so 

constructed as to be capable of withstanding hard wear under con 

ditions encountered at sea ; 
(ii ) the liferaft in its vallse or other container shall be inherently buoyant ; 
( h ) the buoyancy of the liferalt shall be so arranged as to ensure by a 

division into an even number of separate compartments , half of which 
shall be capable of supporting out of the water the number of persons 
which the liferaft is ft to accommodate or by some other equally eff 
cient means, that there is a reasonable margin of buoyancy if the 

raft is damaged or partially fails to Inflate ; 
( i) the total weight of the liferaft its valise or other container and its equip 

ment shall not exceed 180 K . gms. 
(3 ) the number of persons which a liferaft shall be deemed At to accommo 

date shall be equal to 
( i) the greatest whole number obtained by dividing by 96 the volumę, 

measured in cubic decimetres of the main buoyancy tubes (which 
for this purpose shall include neither the arches nor the thwarts if 

Atted ) when inflated ; or 
( ii) the greatest whole number obtained by dividing by 9720 the area , 

measured in square centimetres of the floor (which for this purpose 
may include the thwart or thwarts if fitted ) of the liferaft when 

inflated ; 
whichever number shall be the less ; 
(k ) the floor of the liferaft shall be waterproof and shall be capable of 

being sufficiently insulated against cold either 
( 1 ) by means of one or more compartments which the occupants can 

inflate if they so desire , or which inflate automatically and can be 

deflated and re -inflated by the occupants ; or 
( ii) by other equally efficient means not dependent on inflation ; 
( 1 ) (i ) the liferaft shall be inflated by a gas which is not injurious to the 

occupants and the inflation shall take place automatically either on 
the pulling of a line or by, some other equally simple and efflcient 

method ; 
( li ) means shall be provided whereby a topping -up pump or bellows may be 

used to maintain pressure ; 
im ) the liferaft shall be of suitable material and construction , and shall be 

so constructed as to be capable of withstanding exposure for 30 days 

afloat in all sea conditions : 
( n ) every liferaft which is designed for use with a launching appliance shall 

be properly constructed for the purpose for which it is intended and 
shall be of sufficient strength to permit it to be safely lowered into 
the water when loaded with its full complement of persons and 
equipment; 
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( 0 ) the liferaft shall have a carrying capacity calculated in accordance with 

sub -paragraph ( j ) of this paragraph of not less than six persons or 

more than twenty - five persons ; 
(p ) the liferaft shall be capable of operating throughout a temperature 

range of 60°C to minus 30°C ; 
( g ) the liferaft shall be Atted with arrangements enabling it to be readily 

towed : 
( r ) every liferaft carried on a ship which is provided with portable radio 

equipment shall be provided with arrangements for accommodating 

properly in the operating position the aerial of such equipment. 
2 . In ships of Classes IV and V , and in ships of Class VIII of over 500 tons 
gross or over 21 metres in length , the requfrement of sub -paragraphs ( b ) , ( c ) , ( k ) , 
( 0 ) , ( p ) and ( q ) of paragraph 1 of this part may be modified as follows : 
( a ) the height of 18 metres referred to in the said sub -paragraph (b ) may 

be the height equivalent to that of the deck on which the liferaft is 
stowed above the ship s light water line, but in no case less than 6 

metres ; 
( b ) means for collecting rain referred to in the said sub - paragraph ( c ) shall 

not be required to be provided ; 
( c ) the method for insulating the foot of the liferaft against cold as re 

ferred to in the said sub - paragraph (k ) shall not be required to be 

complied with ; 
( d ) the minimum carrying capacity of liferafts required by the said sub 

paragraph ( 0 ) as six persons may be four persons, provided that life 
rafts which are deemed At to accommodate less than six persons 
shall only be carried on such ships on which the total number of 

persons on board is less than six ; 
( e ) the temperature of minus 30°C referred to in the said sub -paragraph 

( p ) may be minus 18°C ; 
( 1) the arrangements for towing referred to in the said sub -paragraph ( q ) 

shall not be required to be provided . 


PART II 

RIGID LIFERAFTS 
Every rigid liferaft shall comply with the following requirements : - - 
( a ) the liferaft shall be so constructed that if it is dropped into the water 

from its stowed position neither the liferaft nor its equipment will 

be damaged ; 
(b ) any liferaft which is designed for use with a launching appliance shall 

be properly constructed for the purpose for which it is intended and 
shall be of suffcient strength to permit it to be safely lowered into the 
water when loaded with its full complement of persons and equip 

ment; 
( c ) the liferaft shall be so constructed that its air cases or buoyant material 

are placed as near as possible to its sides ; 
( d ) ( 1 ) the deck area of the liferaft shall be situated within that part of 

the liferaft which affords protection to its occupants ; 
( 11) the nature of the deck shall be such as to prevent so far as practicable 

the trigress of water and it shall effectively support the occupants 

out of the water ; 
( e ) the liferaft shall be fitted with a cover or equivalent arrangements of a 

highly visible colour, which shall be capabie of protecting the occu 

pants against Injury whichever way up the liferaft is floating ; 
(f ) the equipment of the liferaft shall be so stowed as to be readily avail 

able whichever way up the liferaft is floating ; 
( 8 ) ( i) the total weight of any liferaft and its equipment carried in passenger 

ships shall not exceed 180 K . gms. 
( ii ) liferaft carried in cargo ships may exceed 180 K . gms, in weight if they 

are capable of being launched from both sides of the ship or if meang 
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are provided for putting them into the water mechanically on either 

side of the ship ; 
th ) the liferaft shall , at all times, be effective and stable when Alcating 

cither way up ; 
( i) the number of persons which the liferaft shall be deemed fit to accom 

modate shall be equal to 
( a ) the greatest whole number obtained by dividing by 96 the volume, 

measured in cubic decimetres of the air cases or of buoyant 

material ; or 
( b ) the greatest whole number obtained by dividing by 3720 the deck 

area of the liferaft measured in square centimetres ; 

whichever number shall be the less. 
( j) ( f) the liferoft shall have a painter attached and a lifeline securely 

becketed round the outside ; 
( ii) a lifeline shall also be fitted round the inside of the liferaft; 
( k ) the liferaft shall be Atted at each opening with efficient means to enable 

persons in the water to climb on board ; 
( 1) the liferaft shall be so constructed as not to be affected by oil or oil 

products ; 
(m ) a buoyant light of the electric battery type shall be attached to the 

liferaft by a lanyard ; 
(n ) the liferaft shall be fitted with arrangements enabling it to be readily 

towed ; 
( o ) liferafts shall be so stowed as to float free in the event of the ship 

sinking: 
( ) every liferaft carried on a ship which is provided with portable radio 

equipment shall be provided with arrangements for accommodating 
properly in the operating position the aerial of such equipment. 

EIGHTH SCHEDULE 

( See rule 18 ) 
REQUIREMENTS FOR BUOYANT APPARATUS 
1. ( 1 ) Buoyant apparatus shall be of such construction that it retains its shape 
and properties when exposed to the weather on board ship and when in the water; 

( il ) It shall be constructed so as not to require adjustment prior to use. 

2 . Buoyant apparatus shall be capable of withstanding a drop test, the height 
of which shall be equivalent to that of the deck on which it is stowed above the 
ship s light water line, but in no case less than the following :- - 
Apparatus carried in ships of Class I and Class III. 

18 metres 
Apparatus carried in ships of Class IV . 

0 metres 
3. (i) Buoyant apparatus shall be effective and stable when floating either 
way up : 

( ii ) It shall be capable of supporting a weight of iron suspended in fresh water 
from the grab lines . 23 K . gms. per metre of length along any edge ( subject to a 
minimum of 29 K , gms. ) without immersing any part of the upper zurface of the 
apparatus. 

4 . (1 ) The air cases or equivalent buoyancy shall be placed as near as possible 
to the sides of apparatus, and such buoyancy shall not be dependent up In 
fation ; 

( il ) Buoyant material shall not be adversely affected by oil or oil products 
nor shall it adversely affect the buoyant apparatus. 

5 . ( 1 ) ( i ) Grab lines shall be fitted all round the apparatus in such a manner 
as to provide a number of equal loops corresponding to the number of persons 
which the apparatus is fit to support : 

( ii ) Each looy shall have a cork or light wood float and the depth of the loop 
when wet shall not be less than 15 centimetres and not more than 20 centimetres 
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( 2 ) ( i ) On apparatus exceeding 30 centimetres in overall depth two rows of 
grab lines shall be fitted , one having its points of attachment a little below the 
top of the air cases and the other a little above the bottom of the air cases and 
as close to the sides of the air cases as is practicable ; 

(ll) On apparatus of 30 centimetres or less in overall depth one row of grab 
lines may be attached along the line of the middle of the depth . 

(3 ) ( 1) The grab lines shall be of rope of not less than 5 centimetres in cir 
cumference ; 

( 11) They may be attached to the apparatus by being passed through holes 
in the framing and being interlaced to prevent movement, or they may be attach 
ed to the apparatus by means of wrought iron or steel fastenings : 

( ii) Whichever method is adopted the attachment shall be strong enough to 
permit the apparatus being lifted by the grab lines. 

6 . Buoyant apparatus shall be fitted with a painter. 

7. ( 1) Buoyant apparatus shall not exceed 181 K , gms. in weight unless suitable 
means are provided to enable it to be launched without lifting by hand ; 

( 11 ) If the weight of the apparatus exceeds 136 K . gms. suitable handles or 
rungs shall be Atted for this purpose . 

8 . Buoyant apparatus carried in ships of Class I shall not be less than 106 
centimetres « breadtr.. 


NINTH SCHEDULE 

( See rule 20 ) 


REQUIREMENTS FOR LIFEBUOYS 


1. Every lifebouy shall be constructed of cork , evenly formed and securely 
plugged or of other equally efficient buoyant material which shall not be adversely 
affected by oll or oll products and shall be capable of floating in fresh water for 
" at least 24 hours with 14 . 5 K gmg. of iron suspended from it. 


2 Every lifebuoy made of plastic or other synthetic compounds shall be cap 
able of retaining its buoyant properties and durability in contact with sea water 
or oil products , or under variation of temperature or climatic changes prevailing 
in open sea .voyages . 


3 . A lifebuoy shall not be Alled with rushes, cork , shavings , granulated cork 
or any other loose granulated material, and its buoyancy shall not depend upon 
air compartments which require to be inflated . 


4 . ( i) The inside diameter of a lifebuoy shall be 45 centimetres and the 
outside diametter 76 centimetres ; 

(li) the major axis of the section shall be 15 centimetres ; 
( iii) the minor axis of the section shall be 10 centimetres, 
5 . Every lifebuoy shall be of a highly visible colour, 

1 . ( i) Every lifebuoy shall be marked in block letters with the name and the 
port of registry of the ship in which it is carried ; 

( 11 ) lifebuoys constructed of materials other than cork shall be permanently 
marked with the manufacturer s trade name for that product. 

7 . Every lifebuoy shall be fitted with grab lines which shall be of good 
quality unslikable line and weil secured at four equidistant points , providing 
four loops of line each not less than 70 centimetres . 

8 . The weight of a lifebuoy shall not exceed 6 . 1 K gms. when newly con 
structed . 
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TENTH SCHEDULE 
( See rules 4 ( 12, 5 ( 15 ) , 6 ( 11 ) , 7 ( 13 ) , 8 ( 10 ) , 9 ( 12 ) and 1119 ) .] 
REQUIREMENTS FOR LIFEJACKETS 

PART I 
1 . $ : jcct to the provisions of paragraph 7 of this Part, every lifejacket for 
use by an adult person shall provide adequate buoyancy so as to enable it to 
satisfy tiie requirernents of clause ( b ) of paragraph 3 of this Part . 

Explanation . - - For the purpose of this part , every person weighing 30 kilo 
grams or more shall be deemed to be an adult person 

2 . Every such lifejacket shall be marked indelibly on both sides in letters 
not less than 1.37 centimetres in size with the words For Adults and on one side 
only with the maker s name or other identification mark . 
3. Every such lifejacket shall also comply with the following requirements: 
( a ) it shall be so constructed as to eliminate as far as possible all risk 

çf its being put on incorrectly and it shall be capable of being worn 

Inside out; 
( b ) ( i ) it shall be capable of lifting the face of an exhausted or unconscious 

person out of the water and holding it safely above the water with 

the body inclined backwards from its vertical position ; 
( ii ) it shall be capable of turning the body in the water from any position 

to a safe floating position with the body inclined backwards from 

Its vertical; 
Ili) the buoyancy of the lifejackets required to provide the foregoing per 

formance shall not be reduced by more than Alve per cent after 24 

bours submersion in fresh water ; 
10 ) it shall not be adversely affected by oil or oll products ; 
16 ) it shali be of a highly visible colour; 
( e ) it shalı be Atted with a ring or loop or similar device of adequate 

strergth to facilitate rescue; 
it chail be inade of materials of low flammability and the fabric with 

which it is covered and its tapes shall be rotproof; 
( 8 ) It shall be Atted with an approved whistle firmly attached by a lanyard ; 
( h ) (1) It shall have fastening tapes securely attached to the lifejacket 

cover and capable of taking a load of 91 k . gms; 
( ii ) the method of fastening the tapes shall be such as to be easily under 

stood and capable of being readily carried out; 
( iii) metal fastening when used shall be of a size and strength consistent 

with the fastening tapes and of corrosion resistent material ; 
(1 ) it shall allow the wearer to jump a vertical distance of 6 . 1 metres into 

the water without injury and without dislodgement of the lifejacket. 
4 . The buoyancy of every such lifejacket shall be provided by kapok or other 
equally effective buoyant material. 

5 . Every such kapok lifejacket shall in addition to complying with the require 
ments of paragraphs 1 to 4 of this part comply with the following requirements : 

( a ) it shall contain not less than 1 k . gms, of kapok ; 
(b ) the kapok shall be of good floatation quality, weli teased , evenly packed 

and free from seeds and other foreign matter ; 
( c ) the kapok shall be protected from the effects of oil or cil products so 

that the loss of buoyancy in the lifejacket after floating in disturbed 
water containing a layer of not less than 3 millimetres in depth of a 
mixture of gas oil for a period of 48 hours, shall not exceed 2 per 
cent. of the initial buoyancy and for the purpose of this test the life 

Jacket shall be loaded with weights equal to half its initial buoyancy ; 
( d ) ( i) the covering shall be of pre -shrunk cotton material, the weight of 

which in loom - state per metre shall be not less than 170 gms. for a 
width of 0 .68 metres and in proportion for other width ; 
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(ii ) the fabric shall be free from admixture of sizing or other foreign 

matter; 
(11) the threads per 25 mm , in loomstate shall be warp 44 two -fold threads 

and waft 34 two- fold threads; 
(iv ) the sewing shall be carried out with linen thread of not less quality 

than No. 25a fine cord wittemore cord . 
6 . Every such lifejacket using a buoyant material other than kapok shall in 
addition to complying with the requirements of paragraphs 1 to 4 and clause ( d ) 
of paragraph 5 of this part comply with the following requirements: 
( a ) ( 1) the material shall not weigh more than 192. 5 K . gms. per cubic 

meter and shall be of good quality and clean ; 
( li). If the material is in pieces , the size of each piece shall be not less than 

164 cubic centimetres unless such pieces are in layer form and are 

fastened together with an approved adhesive; 
( b ) the material shall be chemically stable . 
7 . Every lifejacket the buoyancy of which depends on inflation , which may be 
carried for use by members of the crews of ships, other than tankers, of Classes 
VI and VII shall comply with the requirements of paragraphs ( 3 ) of this part: 
ard in addition shall comply with the following requirements : 
( a ) it shall have two separate buoyancy compartments in either of the 

following forms 
(1 ) one compartment of inherent buoyancy equal to at least 9 K . gms. 

and one air compartment of at least 6 .8 K , gms.; or 
( il) two separate air compartments each of at least 9 .4 K . &ms. buoyancy 
( b ) il shali be marked indelibly on both sides in letters not less than 25 

m -in . in size with the words " Grew only and on one side only with 

the maker s name or other identification mark in smaller letters ; 
( c ) it shall be capable of being inflated both mechanically and by mouth . 

PART II 
1. Every lifejacket for use by a child shall provide adequate buoyancy so as 
to enable it to satisfy the requirements of clause (b ) of paragraph 3 of Part I. 

Explanation . - For the purposes of this part, every pergon weighing less than 
30 kilograms shall be deemed to be a child . 

2 . Every such lifejacket shall be marked indelibly on both sides in letters 
not less than 12 . 7 m . m . in size with the words " For child " and on one side only 
with the maker s name or other identification mark . 

3 . Every such lifejacket shall comply with the requirements of paragraphs 3 
and 4 of Part 1. 

4 . Every such kapok lifejacket shall contain not less than 425 gms. kapok 
and shall in addition to complying with the requirements of paragraphs 1 to 3 
of this part comply with the requirements of clauses (b ) , ( c ) and (d ) of para 
graph 5 of Part I. 

5 . Every such lifejacket using a buoyant material other than kapok shall in 
adition to ccmplying with the requirements of paragraphs 1 to 3 of this Part 
comply with clause ( d ) of paragraph (5 ) and sub -paragraphs ( a ) and ( b ) of 
paragraph of Part I. 


he makerize with indelibly 


ELEVENTH SCHEDULE 

( See rule 22 ) 
REQUIREMENTS FOR LINE THROWING APPLIANCES 
1 . Every line - throwing appliance shall include 4 rockets and 4 lines each line 
being 12 . 7 millimetres in circumference and of suitable length , and having a 
breaking strain of not less than 114 K . gms. 
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. 2 . Every line - throwing appliance shall be capable of throwing the line in such a 
manner that the lateral deflection of the line on either side of the direction of 
Hring does not exceed ten per cent of the length of fight of the rocket . 

3 . The lines and the rockets , with the means of igniting them , shall be kept 
in a watertight case . 

4 . Every line- throwing appliance carried in ships of 44 metres in length or 
over, shall be capable of throwing a line 12 .7 millimetres in circumference a 
minimum distance of 230 metres in calm weather. 

5 . Every line- throwing appliance carried in ships of less than 44 metres in 
length , shall be capable of throwing a line 12 . 7 millimetres in circumference a 
minimum distance of 123 metres in calm weather . 

6 . ( 1 ) All components , compositions and ingredients of the rockets and the 
means of igniting them shall be of such a character and of such quality as to 
enable them to maintain their serviceability under good average storage condi 
tions for a period of at least two years. 

( 2 ) The date on which the rocket is Alled shall be stamped indellbly on the 
rocket and its container and the date of packing shall be similarly stamped on 
the cartridge containers . 


TWELFTH SCHEDULE 
. See rules 23 ( 1 ) , (j) . (k ) , ( n ) , (0 ) , ( p ) and (u ) and 27 ( 1 ) (i) , ( m ) and (n ) . 
SPECIFICATIONS OF EQUIPMENT FOR LIFEBOATS , BOATS AND 

LIFERAFTS 

PART I 

COMPASSES FOR LIFEBOATS 
1 . (1) Every compass shall be of the liquid type. 

( ii) The liquid used shall be a mixture of industrial methylated spirit and 
water , specific gravity 0 . 93 at 15 .5°C . It shall function efficiently over a tempera 
ture range of - 23.5°C to + 49°C . 

2 . ( i) The magnet shall have ample directive force, 

(il ) In the United Kingdom a period of 18 to 22 seconds after a deflection of 40 
degrees at a temperature of about 15 .5°C shall be deemed to comply with this 
requirement. For the purposes of this paragraph a " period " is the time taken by a 
complete oscillation of the card after a deflection of 40 degrees , a swing past the 
position of rest, and back again to the completion of its swing on the side to 
which it was originally deflected . 

3 . Over a range of - 23 .5°C to + 49°C the card system when linmersed in the 
compass liquid shall rest on the pivot with a weight between 4 and 10 grammes. 

4 . (1) The carl shall be not less than 10 centimetres in diameter and shall 
have a clearance from the bowl of at least 7 millimetres. 

( 11) It shall be marked to half points , the eight principal points being distinc 
tively marked . The card shall be luminised or fitted with a suitable means of 
1]Jumination . 

5 . The centre of the card shall be of sapphire or equally suitable hard material. 
6 . The pivot of the card shall be of iridium or equally suitable hard material, 

7 . The arrangements made to allow for the expansion and contraction of the 
liquid shall enable the compass to withstand a temperature range of - 23 . 5°C to 
+ 49°C without leakage, formation of bubbles or other defects . 

8 . ( i ) The bowl shall be adequately weighed and properly poised in the gimbals 
which shall give A fore and aft and thwartship action . 

( 11 ) The gimballing shall be in the same horizontal plane as the point of sus 
pension of the card and the outer gimbal pins shall be placed fore and aft . 
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( iii ) The bowl shall be placed in a binnacle or box of non -magnetic material 
and the lubber line or point shall be luminised or Atted with suitabe means of 
Illumination . 

(iv ) The card system shall remain free when the bowl is tilted by 10 degrees . 

9 . ( i) The direction of the lubber line or point from the centre of the card shall 
lie in the same vertical place as the outer gimbal axis or other fore and aft 
datum line . 

( 11) The cumulative effect of card, pivot, directional and other sunilar errors, 
and of inaccurate positioning of the lubber s point, shall be such that in the 
undisturbed earth s field the direction as read on the card against the lubber s 
point shall not differ by more than 3 degrees from the magnetic direction of the 
outer gimbal axis or other fore and aft datum line for any direction of the latter . 

10 . ( i) The minimum thickness of the metal used in the construction of the 
compass shall be as follows: 
Compassbowl 

21 S.W .G 
Binnacle 

24 S .W .G 
Lamp 

24 S . W . G . 
( 11) (a ) The compass bowl shall be efficiently stiffened to take gimbal pins. 

( b ) The binnacle shall be swaged or spun into the base ring and soldered all 
round . 

( 111) ( a ) The gimbal ring shall be of naval brass or other rigid non -magnetic 
metal 16 m .m . by 3, 1 m . m . 

(b ) Gimbal pins shall be of naval brass or other hard non -magnetic material 
of 6 .2 m .m . diameter ; both they and the bearings in which they engaged shall be 
perfectly smooth . 

11. The point inside the bowl shall show no sign of blistering. 

12. The materials and workmanship shall be good throughout and the compass 
shall be such as will remain efficient under sea -going conditions. 

13 . The bowl of the compass shall be engraved or stamped with the maker s 
name or other identification mark . 


PART II 


SEA ANCHORS FOR LIFEBOATS AND BOATS OTHER THAN CLASS C BOATS 

1. Every sea anchor shall comply with the following requirements : 


( a ) It shall be constructed of No. 1 best flax canvas, or other suitable 

material ; 
( b ) The canvas part shall be strongly sewn together and be roped at the 

seams with 44 m .m . bolt rope ; the ropes then being formed into a 
bridle with a thimble seized in the connecting end, and the ropes 
extended and seized into a parcelled loop to form the attachment for 

the tripping line; 
(c ) A hąwser shall be attached to the sea anchor by means of a shackle of 

suitable size to take the thimble ; 
( d ) The length of the hawser shall be three times length of the 1lfeboat or 

boat ; 
( e ) A tripping line two fathoms longer than the hawser shall be provided . 
2 . (1) A circular sea anchor shall be fitted at the mouth with a galvanised iron 
hoop . 

(li) Any other type of sea anchor shall be fitted with galvanised iron spreaders 
across the mouth and with an ash spreader at the upper edge . 
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3. The size of sea anchor shall be as follows:- - 
. : ( a ) For lifeboats over 9 metres in length 
Non - circular folding sea anchors - Mouth 76 c .ms. upper edge .68 c.ms. 

lower edge 68 c.ms, each side. 
Area of mouth 50 square decimetres. 
length of canvas bag 1. 37 metres, 
Hawser - 76 m . m . in circumference. 

Tripping line - 51 m .m . in circumference . 
( b ) For lifeboats not over 9 metres in length -- 7 metres In length but not 

over 9 metres in length . 
Circular sea anchors - Mouth 68 cmş. diameter 
Non - circular folding sea anchors- Mouth 61cms, each side. 
Length of canvas bag - 1. 2 metres . 
Hawser - 76 m . m . in circumference . 

Tripping line 51 m .m . in circumference. 
( c ) For lifeboats not over 6 . 7 metres in length and other boats ( other thar 

Class C boats ) - Circular sea anchor - - Mouth 61 cms. diameter , 
Non - circular folding sea anchor - Mouth 55 cms. each side. 
Length of canvas bag — 1 metre . 
Hawser — 64 m .m . in circumference . . 
Tripping line - 38 m .m . in circumference. 

PART III 
PARACHUTE DISTRESS ROCKET SIGNALS FOR LIFEBOATS AND LIFERAFTS 

1 . ( i ) Every parachute distress rocket signal shall consist of a single bright red 
star which is projected to the required height by means of a rocket , and which 
burns while falling, its rate of fall being controlled by means of a small parachute 
to an average rate of 4 .5 metres per second , 

( 11) It shall be Atted with a self - contained means of ignition , so designed as to 
operate from the hand -held position without external aid , and as to enable the 
rocket to be discharged from a lifeboat, boat or liferaft without harm to the 
occupants . 

2 . ( i ) When the rocket is Ared approximately vertically , the star and para 
chute shall be ejected at or before the top of the trajectory , at a minimum height 
of 183 metres . 

( 11 ) The rocket shall also be capable of functioning when fired at an angle of 
45 degrees to the horizontal, 

3. (i) The star shall burn with a minimum luminosity of 15 ,000 candle power 
for not less than 30 seconds. 

( 11) It shall burn out at a height of not less than 46 meters îrom the sea level. 

4 . (1) The parachute shall be of such a size as to provide the required control 
of the rate of fall of the burning star. 

(li ) It shail be attached to the star by means of flexible fireproof harness . 

5 . The rocket shall be waterproof and capable of satisfactory functioning after 
Immersion in water for one minute . 

6 . All components , compositions and ingredients shall be of such a character 
and of such a quality as to enable the rocket to maintain its serviceability under 
good average storage conditions for a period of at least two years. 

7. (1) The rocket shall be packed in a container which shall be effectively 
sealed . 

( li ) If made of metal, the container shall be well tinned and lacquered or 
otherwise adequately protected against corrosion . 


354 THE GAZETTE OF INDIA : JANUARY 25, 1969 /MAGHA 5, 1890 [PART II — 


- - 


- - - 


- 


- 


- _ 


- . 


- - 


8 . The date on which the rocket is Alled shall be stamped indelibly on the 
rocket and on the container , 

9. Clear and concise directions for use in the English and Hindi languages shall 
be printed indelibly on the rocket . 


PART IV 
HAND HELD DISTRESS FLARE SIGNALS FOR LIFEBOATS 

AND LIFERAFTS 
1. Every hand -held distress flare signal shall be fitted with a self - contained 
means ct ignition so designed as to operate from a hand -held position without 
external aid and as to enable the flare to be displayed from a lifeboat, boat or 
liferaft without harm to the occupants . 

2 . Where the flare is carried in a liferaft it shall be so constructed that, when 
the flare is fired , no burning composition will fall from the flare which might 
cause damage to the liferaft. 

2 The flare shall be capable of emitting a red light of minimum luminosity 
cf 15 , 000 candle power for not less than 55 seconds. 

4 . The flare shall be waterproofed and capable of satisfactory functioning after 
Immersion in water for one minute . 

5 . Ail components , composition and ingredients shall be of such a character 
and of such a quality as to burn evenly and as to enable the flare to maintain 
its serviceability under good average storage conditions for a period of at least 
two years . 

6 . The flare shall be stamped indelibly with the date on which it is Alled . 

7. Clear and concise directions for use in the English and Hindi languages 
shall be printed indelibly on the flare. 


PART V 
BUOYANT SMOKE SIGNALS FOR LIFEBOATS 
1. Every buoyant smoke signal shall be Atted with a self-contained means of 
ignition . 

2 . The signals shall be capable , while floating on the water , of emitting a 
dense volume of orange- coloured smoke for a period of not less than two minutes 
and not more than four minutes . 

3. The signal shall be waterproofed and capable of satisfactory functioning 
after immersion in water for one minute . 

4 . All coinponents , composition and ingredients shall be of such a character 
and of such a quality as to burn evenly and as to enable the signal to maintain 
its serviceability under average storage conditions for a period of at least two 
years, 

5 . The signal shall be stamped indelibly with the date on which it is filled . 

. Clear and concise directions for use in the English and Hindi languages shall 
be printed indelibly on the signal , 

PART VI 
FIRST AID OUTFITS FOR LIFEBOATS 
1. The contents of every Arst aid outfit provided in a lifeloat shall include 
the following : 
Article 

Quantity 
( a ) Collapse Revivers ( 6 capsules of Fragrant Ammonia ) 1. Tin 
(b ) Compound Code- in Tablets ( Tab . Codein Co .) 

25 Tablets 
(c ) Six Morphine Ampoule Syringes containing a Solution of 

either a morphine salt equivalent to Anhydrous Morphine 
1 / 4 gr . in 1 c .c . or Papaveretum B . P . C . gr . in 1 c. c , in 
screw capped metal drum with directions for use 

1 Drum 
( d ) Standard Dressings No. 14 , Medium B . P . C ., 15 cms. X 10 cms. 2 


1 : 


1 . 
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Article 

Quantity 
( e ) Standard Dressings No. 15 , large B . P . C . 20 cms x 15 cms. 2 
( f) Elastic Adhesive Dressings, 5 cms x 8 cms Packets of three 2 Packets 
( g ) Bandages, Triangular , illustrated , not less than 95 cme wide, 

1 . 25 metre base 
( h ) Gauze , white, absorbent, compressed, 85 cmsx 2 . 25 metres 
(i ) Roller Bandages, compressed 5 .6 cmsX3: 5 metres 
(j ) Bandage , unbleached Calico 15 cmsX5 - 5 metres 
(k ) Cotton Wool compressed 125 grams packet 

1 Packet 
( 1) Safety Pins, brass plated 5 cms, 
( m ) Soft paraffin 30 grams tube 
( n ) Scissors , 10 cms, 1 sharp , 1 blunt point of rustless and stain 

less steel 
(0 ) Energy Tablets ( 10 mg. amphetamine Sulphate ) 

60 Tablets 
( p ) Silica Gel 

1 Capsule 
( q ) Instructions in the English and Hindi languages printed on 

linen or waterproof paper . 
The first aid outfit shall be packed in a container which shall comply with the 
following requirements : 
( a ) It shall be durable , damp proof, and effectively sealed . It shall also be 

sealed with a device to indicate that the contents are intact . 
(b ) It shall be packed in a room from which atmospheric molşture has been 

removed as far as possible . 
( c ) Where tht container is made of metal, It shall be well tinned and lac . 

quered , and a handle shall be fitted to the lid . 
(a ) An itemizeci list of contents shall be given on the outside of the con 
tainer . 

PART VII 

MANUAL PUMPS FOR LIFEBOATS 
Every lifeboat manual pump shall comply with the folicwing requirements : - - 

1 . The capacity when operated at not more than 60 douole strokes per minute 
at 1 . 2 metres suction head , shall be not less than 

(a ) 32 litres per minute in lifeboats of 7.3 metres in length or over ; or 

(b ) 23 iltres per minute in lifeboats of less than 7.3 netres in length . 
2 . In its normal dry state ( excluding internal grease or other assistance ) the 
pump shall be readily self - priming when operated at a suction head or not less 
than 1: 2 metres. 

3 . All parts of the pumps shall be of material unaffected by the corrosive 
effects of sea water. 

4 . The interior of the pump, including valves , shall be readily accessible for 
emergency cleaning and the cover for access shall be capable of being easily 
removed without the use of a spanner or other special tooi 

5 . The pump branches shall be suitable for use with rubber hose connections 
of at least 32 m . m bore. The metal part of the operating handle shall be suitably 
sheathed by material other than wood to ensure that the hands of the operator are 
protected when the pump is used in extreme cold . The spindle gland shall be of 
the spring loaded seal ring type. 

PART VIII 


1 tool 


1 . Subject to the provisions of paragraph ( 2 ) of this part the contents of every 
first aid outfit provided in a liferaft shall include the following : 
Article 

Quantity 
( a ) Standard Dressings No. 14 , Medium B . P .C ., 15 cms x 10 cms. 4 
( b ) Standard Dressings No. 15 large B . P . C ., 20 cm x 15 cms 

4 
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( c ) Bandages , Triangular , illustrated , not less than 95 cms side, 

1 . 26 metres base 
( d ) Open Wove Bandages, B .P . C ., 8 cmsx 3 . 5 metres 
( e ) Antiseptic Burn or Wound Cream , Cetrimide B . P . 0 :5 per 

cent w / w 50 gm . tube 
(f ) Scissors 10 cms, 1 sharp , 1 blunt point, of rustless and stain 

less steel 
( g ) Six Morphine Ampoule Syringes containing a solution of 

either morphine salt equivalent to Anhydrous Morphine 

1 / 4 grm . in 1 c .c. or 
Papaveretum B . P . C . $ gr. in 1 c.c , in screw capped metal drum 
with directions for use 

1 Drum : 
( h ) Instructions in the English language printed on linen or 

waterproof paper , 
2 . In ships of Class VIII of less than 21. 3 metres in length the contents of the 
first aid ouifit provided in every liferaft shall be one-half of the quantities specified 
in clauses ( a ) to ( e ) Inclusive of paragraph 1 of this Part together with the items. 
specified in clauses ( 1 ) and (h ) of the said paragraph , 

3 . The first aid outAt shall be packed in a container or which shall be durable 
damp-proof and effectively sealed . An itemized list of contents shall be given on 
the outside of the container , 

THIRTEENTH SCITEDULE 

[ See rule 29 (9 ) ] 
DAVITS AND LIFEBOAT LAUNCHING GEAR 

PARTI I 
General. — Definition of " Working Load " . In this Schcdule the expression 
" Working Load " means 
( a ) in relation to davits to which clause ( a ) of paragraph 1 of Part II applies , 

the sum of the weight of the lifeboat, its full equipment, the blocks 
and falls , and the maximum number of persons which the lifeboat 
is deemed fit to carry , the weight of each person being taken to be : 

75 K . gms. 
( b ) In relation to davits and other means of launching to which clause (b ) 

or ( c ) of paragraph 1 of Part II applies , the sum of the weight of the 
lifeboat , Class C boat or other boat , its full equipment, the blocks and 
falls , and a launching crew consisting of two persons, the weight of 

each person being taken to be 75 Kgms. 
( c ) in relation to winches the maximum pull exerted by the fa l or falls at . 

the winch drum during lowering, hoisting or stowing which in any 
case is to be taken as not less than the working load on the davit or 
davits divided by the velocity ratio of the lowering tackel. 

PART II 
1. Construction - - Strength 
( a ) Every davit serving a lifeboat which is required by sub - rule ( 1 ) of rule 

29 to be put into the water when loaded with its full complement of 
persons shall, together with its winch , falls , blocks and all other asso , 
ciated lowering gear , be of such strength that the lifeboat with its full 
equipment and manned by a launching crew of not less than two 
persons can be turned out and then safely lowered into the water from 
the embarkation position with its full complement of persons, when 
the ship has a trim of up to 10 degrees and is listed up to 15 degrees 

either way . 
( b ) Every mechanically controlled single - arm davit shall togetherwith its 

winch falls , blocks and all other associated lowering gear be of such 
strength and the operating gear shall be of such power that the life 
boat when fully equipped and manned with a launching crew of two 
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members can be turned out and then safely lowered into the water 

with the ship listed to 25 degrees . 
( C ) Every set of davits , davit or other means of launching to which a lifeboat , 

Class C boat or other boat is attached , other than a davit the strength 
of which is specified in clause ( a ) or ( b ) of this paragraph , shall 
together with its winch , falls, blocks and other associated lowering 
gear be of such strength that the lifeboat, Class C boat or other boat 
with its full cquipment and manned by a launching crew of two 
members , can be turned out and then safely lowered into the water 
when the ship has a trlin of 10 degrees and is listed up to 15 degrees 

either way . 
( d ) Every set of davits , davit or other means of launching to which a life 

boat, Class C boat or other boat is attached , together with its winch and 
all associated hoisting gear shall be of such strength that the boat can 
be safely hoisted and stowed when loaded with its full equipment and 
at least two persons, and in addition in the case of an emergency life 
boat that it can be safely hoisted from the water to the embarkation 
deck at a speed of not less than 18 metres per minute when loaded 

with its full equipment and a distributed load of 1016 K gms. 
2 . Gravity deyits . - (1 ) All gravity davits shall be so designed that there is a 
positive turning out moment during the whole of the davit travel from the inboard 
to the outboard position when the vessel is upright and also when the vessel is 
listed at any angle up to and including 25 degrees either way from upright. 

( ii ) In the case of gravity type davits comprising arms, mounted on rollers 
which engage with and travel down fixed inclined trackways , the trackways shall 
be inclined at an angle of not less than 30 degrees to the horizontal when the vessel 
is upright. 

3 . Luffing davits . — The operating gear of all lufling type davits shall be of suff 
cient power to ensure that the lifeboats, Class C boats or other boats fully equipped 
and manned with the launching crew , but not loaded with other persons, can be 
turned out against a list of at least 15 degrees, 

4 . Mechanically controlled singlearm davits . -- The working load of any mechani 
cally controlled singlearm davit shall not exceed 1524 Kgms. 
5 . Stresses . 
( a ) In the case of davits other than mechanically controlled singlearm 

davits the designed stress on the davit arms, when operating under 
maximum load and conditions of trim and of list , shall afford an ade 
quate factor of safety having regard to the quality of the material 
used , the method of construction and the live nature of the load to 

which the davits are subjected . 
( b ) In the casc of mechanically controlled singlearm davits the designed 

stress on the davit when operating under maximum load and conditions 
of favourable list shall afford an adequate factor of safety having 
regard to the quality of the material used , the method of construction , 

and the live naturc of the load to which the davit is subjected . 
6 . Static load test. — Each davit with its arm at full out- reach shall be capable 
of withstanding a static load tcst of not less than 2 . 2 times that part of the working 
load supported by the arm . 

7. Attachments at the davit head . - The attachments at the davit head from 
which the blocks are suspended shall be capable of withstanding a proof load test 
of not less than 21 times the maximum load on the attachments, 
8 . Blocks. 
( a ) ( i) All blocks used in the operation of hoisting and lowering of lifeboats , 

Class C boats or other boats shall be of a design that affords an ade 

quate factor of safety . 
( ii ) Lower blocks, when Atted shall be non - toppling and in the case of 

emergency lifeboats provision shall be made to prevent the falls from 

cabling . 
(iii ) The size of blocks shall be commensurate with the size of the falls . 
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(b ) ( 1) A metal block shall be capable of withstanding a proof load test of 

not less than 21 times the maximum load it is intended to carry in ser 

vice , 
( 11) The clearance between the sheaves and the block cheeks of metal blocks 

in which wire rope is used shall be kept to a practical minimum that 
will prevent the rock from overriding the rim of the sheave of any 

block or lead sheave . 
(Ill ) Component parts of blocks other than their sheaves shall be of ductile 

material. 
( c ) A wood block shall be capable of withstanding a proof load of not less 

than 2 times the load on the block . The width between the cheeks 
shall be 12 , 7 m .m . greater than the dianieter of now cordage ropes when 
these ropes are 9 . 6 cms. in circumference, and less in proportion to 

the circumference of the ropes when they are smaller . 
9 . Wire ropes. - 
( a ) The breaking tensile load of each wire rope used for lowering lifeboats , 

Class C boats or other boats shall be not less than six times , the 

maximum load on the wire rope when lowering, hoisting or stowing. 
( b ) Wire ropes shall be securely attached to the drum of the winch , and 

the end attachments of the wires and other parts from which the life 
davits, winch drums shall be arranged to keep the two falls separate 
boat, Class C boat or other boat is to be suspended shall be capable 
of withstanding a proof load of not less than 2 times the load on 

such attachments and other parts , 
( c ) Where wirę rope splices or ferrule - secured eye termina s are used they 

shall be capable of withstanding a proof test of not less than 24 times 
the load imposed on them in serice unless samples representing each 
size of wire on which they are used , show a factor of safety of at least 

5 when tested to destruction . 
10 . Winches 
( a ) ( 1) In the case of davits other than mechanically controlled single - arm 

davits , winch drums shall be arranged to keep the two falls separate 

and to enable them to pay out at the same rate. 
(ii) The leads of the wire ropes shall be such that they will wind evenly on 

the drums and lead blocks shall be arranged to give a fleet angle or 
angle of lead of not more than five degrees for grooved drums and 

three degrees for ungrooved drums, 
( iii ) In the case of mechanically controlled single - arm davits, the lead of the 

wire rope fall shall be such that the fall winds evenly on the drum . 
(b ) (i) Winch brakes shall be of robust construction and afford complete 

control and limitation of speed in the operation of lowering . 
( 11) The hand brake shall be so arranged that it is normally in the " ON " 

position and returns to the " ON " position when the control handle is 

not being operated 
( iii ) The weight on the brake lever shall be sufficient to operate the brake 

effectively without additional pressure . 
( iv ) The brake gear shall include means for automatically controlling the 

speed of lowering to ensure that the lifeboat, Class C boat or other 
boat is lowered expeditiously without exceeding a rate of lowering 

consistent with safety . 
( v ) For this purpose, the automatic brake shall be set to give a speed of 

lowering of the lifeboat of between 18 and 36 metres per minute . 
( vi ) Ratchet gear shall be incorporated in the hand brake mechanism of life 

boat winches . 
( vii) Where practicable the brake gear shall be so situated as to enable the 

man operating the winch to have the lifeboat, Class C boat or other 
boat under observation during the whole process of its being launched 
into the water, provided that winches serving emergency lifeboats 

shall in any case be so placed . 
( c ) Each winch shall be capable of lowering and holding a test load of 1. 5 

times the working load as defined in item ( c ) of Part I. 
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( d ) Winches shall be so constructed that the crank handle or handles are 

not rotated by moving parts of the winch when the lifeboat. Class C 
boat or other boat is being lowered or when it is being hoisted by 
power and provision shall be made to allow the falls to be manually 

unwound . 
11. Cordage rope fallş. - (i ) Cordage rope falls shall be of maniller or some 
other sultable material and shall be durable unkinkable , firm laid and pliable . 

(ii ) They shall be able to pass freely under any conditions through a hole 1 cm , 
larger than the nominal diameter of the rope. 

( iii) The breaking load of each rope used for lowering lifeboats , Class C boats 
or other boats shall be not less than 6 times the maximum load on the rope when 
lowering or hoisting, 

( iv ) Rope of less than 6 . 3 cms, in circumfernce shall not be used for lifeboat 
falls . Winding reels or flaking boxes for the manilla rope falls shall be provided , 

21 , Bollards . ( i ) Suitable bollards or other equally effective appliances for 
lowering any lifeboat, Class C boat or other boat shall be provided in all cases 
where cordage rope falls are used . 

( 11 ) Such bollards or other appliances shall be sited so as to ensure that the 
lifeboat, Class C boat or other boat served by them can be safely lowered , and fair 
leads or lead sheaves sball be Atted so as to ensure that it shall not be lifted 
during the process of turning out or swinging out. 

PART III 
TESTS AFTER INSTALLATION ON BOARD 
1 . General — Tests shall be made to ensure that all lifeboats , Class C boats or 
other boats attached to davits can be restowed from the embarkation position safely 
and with facility when loaded with the required equipment and that when so 
loaded the lifeboat . Class C boat or other boat can when released be lowered by 
gravity into the water against frictional resistance of the winch , falls, blocks and 
other associated gear . 
2 . Loworing tests. -- 
( a ) Each pair of davits to which clause ( a ) of paragraph ( 1 ) of Part II 

applies and any associated lifeboat winches and their brakes shall be 

capable of withstanding the following test: 
The lifeboat at each set of davits shall be lowered from the einbarkation 

deck into the water loaded with the equipment required by these 
rules and a distributed weight equal to the full number of persons 
which it is deemncd fit to accommodate plus 10 per cent of the work 
ing load , winch brakes exposed to the weather shall be capable of 

withstanding the foregoing test with braking surface wetted 
( b ) In the case of davits to which clause ( b ) or (c ) of paragraph ( 1 ) of 

Part II applies , the lifeboat, Class C boat or other boat shall be lowered 
into the water with the equipment required by these rules and a dis 
tributed weight equal to the weight of a launching crew of two per 

sons plus 10 per cent of the working load . 
( c ) For the purpose of the tests required under clauses ( a ) and ( b ) the 

weight of a person shall be taken to be 75 K . gms. 
3 . Hoisting tests for emergency lifeboats . Emergency lifeboats which are re 
quired by these rules to be served by winches for recovery shall in addition to the 
tests required by paragraph 2 of this part be tested by hoisting the emergency life 
boat with the equipment required by these Rules and a distributed load of 1016 
K : gms, plus ten per cent of the total hoisting load including blocks and falls , from 
the watej to the embarkation deck , at the maximum hoisting speed , 

FOURTEENTH SCHEDULE 

[See rule 29 ( 16 ) ] 

LIFEBOAT DISENGAGING GEARS 
: Lifeboat disengaging gears shall be 80 arranged as to ensure simultaneous 
release of both ends of the lifeboat. 
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2 . The means of effecting release shall be placed aft. 

3. The gear shall be of a type which will permit the release of the lifeboat only 
when it is waterborne. 

4 . The gear shall be of a type which will permit rclease should there be a tow 
Ing strain on the link or falls . 

5 . The hooks shall be suitable for instant unhooking by hand . 

6 . The point of attachment of the hook to the eye, ring or link of the block shall 
not be lower than when ordinary fixed hooks are Atted . 

7 . The gear and mechanism for effecting release shall be so constructed and 
arranged as to ensure the safety of the lifeboat indepezdently of any soiety . 

8 . ( a ) ( i) The means for effecting release shall be ky hauling on or, letting ring 
a line or by using a lever. It release is effected by a pull upon a line the line shall 
be properly ceased in . 

( ii ) Rods or other connections between hooks shall also be cased in whenever 
this is necessary for the safety or the efficient action of the gear or for the protec 
tion of persons from injury . 

(b ) The fairleads shall be properly arranged to prevent the lines from jamming 
or nipping, and shall be strongly attached to permanent parts of the liteboat. The 
Unes shall be fitted with chains where necessary for efficiency , 

9 . Such parts of the gear as would otherwise be likely to be set fast by rust or 
corrosion shall be made of non - corridible metal. 

10. No part of the gear taking the welght of the lifeboat shall be made of cast 
metal, 

11. The scantings and proportions of all parts which support the weight of the 
lifeboat shall be designed to provide breaking strength proportionate to a load of 
at least 24 times the weight of the heaviest loaded lifeboat in which the gear is 
intended to be fitted . 


FIFTEENTH SCHEDULE 

[ See rules 2 (h ) and 30 ( 2 ) ] 

LIFERAFT LAUNCHING APPLIANCES 
1. Definition of " working load " ~ In this Schedule the expression " working 
load ” means: 
The sum of the weight of the liferaft and its equipment, all other associated 

gear that is supported by the launching appliance during the launch 
ing operation and the maximum number of persons which the lite 
rait is deemed fit to carry , the weight of each person being taken 

to be 76 Kgms. 
2 . Strength . - Every liferaft launching appliance and all associated gear which 
during the launching operation is subjected to the working load or total load 
imposed due to the working load shall be of such strength that the literaft whep 
loaded with its full complement of persons and equipment can be safely lowered 
when the ship has a trim of up to 10 degrees and is listed upto 16 degrees either. 
way . 

3 . Construction ( 1) Each part of every literatt launching appliance shall be 
such that when the appliance is operating under the working load and untavour 
able conditions of list and trim it shall have an adequate factor of safety having 
regard to the material used , the method of construction and the nature of its duty . 

( ii ) Except for lead sheaves and block sheaves , all parts of the appliance and 
its associated gear which are subjected to the working load or on which the 
satety of the appliance or the liferatt while in the process of launching depends 
shall be constructed of ductile material and no part, other than load sheaves and 
block sheaves , shall be constructed of cast metal unless the Central Government 
$ 0 permits . 


Sec. 3 (i) ] THE GAZETTE OF INDIA : JANUARY 25 , 1969 /MAGHA 3, 1890 361 


4 . Statio load test.-- Every liferaft launching appliance shall be capable of 
withstanding a static load test of not less than 2. 2 times the working load . 
5. Operation . — 
( a ) Every literaft launching appliance shall be so designed that the life 

raft when loaded with its full complement of persons and equipment 

can be safely lowered into the water. 
(b ) The speed of lowering of the liferaft shall be automatically controlled 

at not less than 18 metres per minute nor more than 36 metres per 
minute and the descent of the liferaft shall be at all times under 

the manual control of the operator . 
( c ) (1 ) Operation of the launching appliance, shall not be solely dependent 

on the use of means other than manual effort of gravity . 
( ii) The arrangements shall be such that the liferaft can be lowered by 

gravity. 
( d ) Arrangements shall be such that on becoming water -borne the liferaft 

shall be automatically released from the launching appliance, and 
there shall be provision for the manual release of the Liferaft by & 

person on board the literaft. 
( e ) When liferaft launching appliances incorporate winches, the winches 

shall be constructed in accordance with paragraph 10 of Part II of 

the Thirteenth Schedule , 
6 . Lowering test. - Every liferaft launching appliance shall be tested by lower 
ing the largest liferaft it is intended to serve when loaded with its full equipment 
and a distributed weight equal to the full number of persons which it is deemed 
fit to accommodate plus ten per cent of the working load from the embarkation 
position into the water . 

7. Operational tests — ( 1 ) Tests shall be made to ensure that any llferaft served 
by any launching appliance when loaded only with its full equipment can be 
lowered by gravity into the water . 

( ii ) If more than one liferaft is serviced by any launching appliance effective 
successive launching shall be demonstrated . 


SIXTEENTH SCHEDULE 

[See rule 37 ( 1) ] 
SHIP S PARACHUTE DISTRESS ROCKET SIGNALS 
1. Every ship s parachute distress rocket signal shall consist of a single bright 
red star which is projected to the required height by means of a rocket , and 
which burns while talling , its rate of fall being controlled by means of a para 
chute to an average rate of 4 5 metres per second . 

2 . ( i ) When the rocket is fred approximately vertically , the star and para 
chute shall be ejected at or before the top of the trajectory , at a minimum height 
of mos metres ejected at of 

(11 ) The rocket shall in addition be capable of functioning when fired at an 
angle of 45 degrees to the horizontal 

3. (i ) The star shall burn with a minimum luminosity of 30,000 candle power 
for not less than 40 seconds. 

( 11 ) It shall burn out at a height of not less than 40 metres from the sea level. 

4 . (1 ) The, parachute shall be of such size as to provide the required control 
of the rate of fall of the burning star . 

( ii ) It shall be attached to the star by means of a flexible fireproof harness . 
5. (i ) The rocket may be ignited by any suitable method . 

( ii ) If external ignition by means of a safety fuse is employed , the outer end 
of the safety fuse shall be covered with a metal terrule primed with match 
composition and a separate striker shall be suitably attached to each rocket, 
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6 . The match composition , the striker composition , the ferrule , and the whole 
of the external surface of the rocket shall be water - proofed . 

7. The rocket shall be capable of functioning properly after Immersion in 
water for one minute and removal of the adhering water by shaking. 

8 . All components , compositions and ingredients shall be of such a character 
and of such a quality as to enable the rocket to maintain its serviceability under 
good average storage conditions for a period of at least two years. 

9 .1 ( i) The rocket shall be packed in a container which shall be durable , danp 
proof and effectively sealed . 

( ii) I made of metal the container shall be well tinned and lacquered , or 
otherwise adequately protected against corronon . 

10 . The date on which the rocket is Alled shall be stamped indellbly on the 
rocket and on the container . 

11. Clear and concise directions for use in the English and Hindi languages 
shall be printed indelibly on the rocket . 

[ No . 30 -MD ( 13) / 87 -ML .] 
B . P . SRIVASTAVA , Dy. Secy . 


- .. 


- 


- 


- 


MINISTRY OF RAILWAYS 


(Railway Board ) 


New Delhi, the 19th December 1968 
G .S . R . 150. - In exercise of the powers conferred by the proviso to article 309 
of the Constitution , the President hereby makes the following rules regulating the 
method of recruitment to the posts of Specialist Surgeons on the Indian Rallways , 
namely 

1. Short title and commencement. - ( 1 ) These rules may be called the Indian 
Railways ( Specialist Surgeons ) Recruitment Rules, 1968 . 

(2 ) They shall come into force on the date of their publication in the Omcial 
Gazette . 

2 . Application . These rules shall apply to the posts as specifled in column 1 of 
the Schedule annexed hereto . 

3 . Number , classification and scale of pay . - The number of posts , their classi 
fication and the scale of pay attached thereto shall be as specified in columns 2 to 
4 of the said Schedule . 

4 . Method of recruitment, age limit and other quallfications.-- The method of 
recruitment, age limit and other matters relating to the said posts shall be as 
specified in columns 5 to 13 of the Schedule aforesaid . 

5 . Disqualifications . - ( 1 ) No person , who has more than one wife living or who , 
having a spouse living , marries in any case in which such marriage is void by 
reason of its taking place during the life - time of such spouse , shall be eligible 
for appointment to any of the said posts . 

( 2 ) No woman whose marriage is void by reason of the husband having 
a wife living at the time of such marriage , or who has married a person who has a 
wife living at the time of such marriage, shall be eligible for appointment to any 
of the said posts: 

Provided that the Central Government may, if it is satisfied that there are 
special grounds for 50 ordering, exempt any person from the operation of this 
rule . 


6 . Llability to serve in the Defence Services . Every person appointed to the 
sald posts shall, if so required, be liable to serve in any defence service or post 
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connected with the defence of India , for a period of not less than four years 
including the period spent on training , if any : 
Provided that such person , 
( a ) shall not be required to serve as aforesaid after the expiry of ten 

years from the date of such appointment; 
( b ) shall not ordinarily be required to serve as aforesaid after attaining 

the age of fortyfive years . 
7. Power to relax . - Where the Central Government is of opinion that it is 
necessary or expedient so to do, it may , by order , for reasons to be recorded in 
writing and in consultation with the Union Public Service Commission , relax any 
of the provisions of these rules with respect to any class or category of persons or 
posts . 

8 . Interpretation . If any question arises relating to the interpretation of these 
rules, it shall be referred to the Central Government who shall decide the same. . 


THE SCHEDULE 


Name of post No. of Classifi - 
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Scale of Whether Age for Educational and other 
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post or 
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selection 
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Whether Period Method of In case of Is Circums 
age & Edu - of rectt. whe - rectt. by DPC . tances in 
cational qua- Prob ther by promotion , exists , which 
lifications ation direct, rectt. deputation that is U . P . S . C . 
prescribed if any or by pro transfer, its com - is to be 
for direct 

motion or grades from position consulted 
recruitt. by deputa - which pro 

in making 
Yill apply 

tion / trans motion / 
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of pro 

centage of transfer to 
motots 
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13 
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2 years Direct re - 

cruitment, 


Not appli- 

cable . 


Specialist 

Surgeon , 

( Cardio 
Vecular ) - I 
Specialist 
Surgeon 
(Orthop cdic and 
Traumatic 
Surgery ) - I 
Specialist 
Surgeon 
(Plastic ) - I 
Specialist 
Surgeon 
(Neuro Sur 
gery I 
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(AS ) plus 
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vernment dule or Part II of 
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(other 

than 
@ 35 % 

Licentiate qualia 
of pay 
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Indian Medical 
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Council Act, 1956 . 
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Holders of educa 
of Rs. 500 
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pa men 
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fulfil the conditions 
stipulated in sec 
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1958 . 
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Council Act, 1956 . 
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as F . R . C . S . or 
cquivalent 
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position in connee 
tion with the spe 

ciality . 
(w ) Practical experi 

ence in organising 
and running a spe 
cialised unit in the 
particular disci 
pline. 
( Qualifications re 
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mission s discretion 
jn case of candi 
dates otherwise 
well qualified ). 
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New Delhi, the 18th January 1969 
G . S . R . 151. - In exercise of the powers , confererd by the proviso to article 309 
of the Constitution , the President hereby makes the following rules regulating 
the method of recruitment to the Indian Railway Stores Service namely : 


PART I - -General 
1. Short title and commencement. - ( 1 ) These rules may be called the " Indian 
Railway Stores Service Recruitment Rules, 1969" . 

( 2 ) They shall come into force on the date of their publication in the Official 


Gazette 


2 . Definitions. In these rules unless the context otherwise requires 

(a ) " Commission " means the Union Public Service Commission , 
( b ) " examination means the combined competitive examination held by 

the Commission for recruitment to the Engineering Services under 

the Union ; 
( c ) " Government" means the Central Government ; 
( d ) " Scheduled Castes and Scheduled Tribes" shall have the meanings 

respectively assigned to them in clauses ( 24 ) and ( 25 ) of article 386 

of the Constitution ; 
( e ) " Service" means the Indian Railway Stores Service. 
3 . Constitution of Service , Classification , grades and scales of pay . - ( 1 ) The 
Service shall consist of - 
(1) members recruited to the Service before the commencement of these 

rules ; and 
( i ) persons recruited to the Service after such commencement in accordance 

with the provisions of these rules. 
( 2 ) The classification of, and the grades and scales of pay in the service shall 
ke as follows, namely : 

(i ) Junior Scale : Rs. 400 — 400 450 - 30 - 600 _ 35 — 670 - EB - 35 - 950 . 
( ii ) Senior Scale : Rs. 700 (8th year and under ) - 40 _ - 1, 100 - 50 / 2 - 1 , 250, 
( iii) Junior Administrative Grade : Rs. 1, 300 - 60 – 1,600 . 
(iv ) Senior Administrative Grade: Rs, 1,800 _ - 100 _ - 2,000 . 


( 3 ) Other conditions of service shall be as specified in the Appendix to these 
rules . 


4 . Methods of recruitment Subject to the provisions of rule 8 , recruitment to 
the Service shall be by the following methods , namely : 
( a ) by competitive examination held by the Commission in accordance with 

the provisions of Part IT of these rules ; 
( b ) by appointment of Assistant Controllers of Stores recruited through 

the Commission , initially as temporary officers, to such extent as may 

be decided in consultation with the Commission from time to time;" 
( c ) by promotfon in accordance with the provisions of Part III of these 

rules ; 
( d ) by occasional admission of other qualified persons appointed by the 

President in consultation with the Commission ; 
Provided that 32 per cent of the number of permanent vacancies in the Service 
to be filled by the methods referred to in sub - clauses ( a ) and ( b ) shall be reserved 
for Graduate Engineer who were commissioned in the Armed Forces on a tempo 
rary basis during the period of operation of the Proclamation of Emergency issued 
on the 26th October, 1962. 


5 . Government to determine method or methods of recruitment to be employed 
In Alling vacancies . - ( 1 ) Government shall determine the method or methods of 
recruitment to be employed for the purpose of Alling particular vacancies , or such 
Vacancies as may be required to be filled during any particular period , and the 
number of candidates to be recruited by each method : 


- - - - _ . 


- - . - - 
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Provided that all recruitments to the Service by the mcthod referred to in 
Clause ( a ) of rule 4 shall be to Junior Scale only . 

( 2 ) The percentage of vacancies to be filled by the various methods shall be 
as follows : 

Method referred to in Clauses ( a ) and ( b ) of rule 466 - 2 / 3 per cent ; 

Method referred to in Clause ( c ) of rule 433 - 1 / 3 per cent: 
Provided that the Government may , with the previous approval of the Com 
mission , recruit candidates to the Service by the method referred to in Clause ( d ) 
of rulo 4 , and when recruitment is made under this clause the number of persons 
recruited shall count against the percentage of vacancies to be filled by the 
methods referred to in Clauses ( a ) and ( b ) of the said rule . 

6 . Special representation . - Appointments to the Service otherwise than by pro 
motion shall be made subject to orders regarding special representation in the 
Service for candidates belonging to the Scheduled Castes and the Scheduled 
Tribes, and such other categories of persons as may from time to time be notifed 
in this behalf by Government. 

7 . Nationality . — A candidate must be a citizen of India or he must belong to 
such categories of persons as may from time to time be notifled by the Govern 
meni. 

PART II — Recruitment by Competitive Examination 
8 . Holding of examination . — A competitive examination for appointment to the 
Service shall be held at such times and places as may be prescribed in a notice 
issued by the Commission for the purpose . Every such notice shall, as far as 
possible , specify the number of vacancies to be Alled on the results of the exami 
nation . 

9. Conduct of examination . Every examination under this Part shall be con 
ducted by the Commission in the manner notified by the Government from time 
to time. 

10 . Combined examination . If an examination held under this part is a com 
bined examination for the purpose of making appointments to more than one 
Service or post, the following provisions shall apply , namely : 
( a ) Any person may apply to be admitted as a candidate for appointment 

in all or any of the Services or posts for which he is eligible, If he 
wishes to be considered for appointment in more than one Service or 
post, he shall state in his application form the names of the Services 
or posts for which he wishes to be considered , and the order of his 
preferences for them , and in such cases , only one application form 
shall be necessary and one payment of the fee referred to in rule 14 

shall be sufficient, 
( b ) Government shall assign successful candidates to each Service or post 

on a consideration of all circumstances , including any personal pre 

ference expressed by the candidates. 
11. Application for admission to the examination . A candidate shall apply for 
admission to the examination before such date , in such manner and in such form 
as the Commission may prescribe : 

Provided that in case of a candidate who is in the permanent or temporary 
service of the Government of any State Government, the application for admission 
to the examination shall be sent through the head of the department or office in 
which he is serving . 

12 , Age limits . A candidate must have attained the age of 20 years and must 
not have attained the age of 25 years on the first day of August of the year in 
which the examination is held : 

Provided that the upper age limit mentioned above may be relaxed in respect 
of candidates belonging to the Scheduled Castes and the Scheduled Tribes, and 
such other categories of persons as may , from time to time, be notified in this 
behalt by the Government, to the extent and subject to the conditions notifled in 
respect of each category . 

SAVE AS PROVIDED ABOVE THE AGE LIMITS PRESCRIBED CAN IN NO 
CASE BE RELAXED . 


- - - - - - 


- 


F 
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13 . Educational Qualifications. - A candidate must hold a degree in Engineering 
from a University incorporated by an Act of the Central or State Legislature in 
India , or any other educational Institution established by an Act of Parliament, or 
deemed to be a University under Section 3 of the University Grants Commission 
Act , 1956 , or a foreign University approved by Government from tim to time, or 
possess a qualification which has been recognised by Government for the purpose 
of admission to the examination 

NOTE 1 . In exceptional cases, the Commission may tre: t a candidate , who has 
not got any of the qualifications prescribed in this rule , as educationally qualifed 
provided that he has passed an examination conducted by other institutions, the 
standard of which , in the opinion of the Commission , justifies his admission to 
the examination . 


NOTE 2 . - A candidate who has appeared at an examination the passing of which 
would render him eligible to appear at this examination , but has not been 
informed of the result, may apply for admission to the examination . A candi 
date who intends to appear at such a qualifying examination may also apply , it 
the qualifying examination would be completed before the commencement of 
the examination . Such candidates will be admitted to the examination , if other 
wise eligible , but the admission would be deemed to be provisional and subject 
to cancellation if they do not produce proof of having passed the qualifying 
examination as soon as possible , and in any case not later than two months after 
the commencement of the examination , 


Note 3 . - A cadidate who is otherwise qualified but who has taken a degree from 
foreign university which is not approved by Government may also apply to the 
Commission and may be admitted to the examination at the discretion of the 
Cominission , 


14 . Fee - A candidate inust pay the fee prescribed by the Commission , unless 
exempted therefrom or granted concession thereof in accordance with the 
exemptions and concessions in this respect notified from time to time. 


15 . Decision of the Commission to be final. -- The decision of the Commission 
as to the eligibility or otherwise of a candidate for admission to the examination 
shall be final ; and no candidate to whom a certificate of admission has not been 
issued by the Commission shall be admitted to the examination . 


18 . Attempt to influence. - Any attempt on the part of a candidate to obtain 
support for his candidature by any means may be held by the Commission to 
disqualify him for admission to the examination . 


17 . Penalty for misconduct. - A candidate who is or has been declared by the 
Commission to be guilty of impersonation or of submitting fabricated documents , 
or documents which have been tampered with , or of making statements which 
are incorrect or false or of suppressing material information or otherwise resorting 
to any other irregular or improper means for obtaining admission to the examina 
tion or of using or attempting to use unfair means in the examination hall or of 
misbehaviour in the examination hall, may, in addition to rendering himself liablo 
to criminal prosecution : 

( a ) be debarred permanently or for a specified period 
( i) by the Commission from admission to any examination or 

appearance at any interview held by the Commission , for selec 

tion of candidates ; and 
( ii ) by the Government from employment under them ; 
(b ) be Lable to disciplinary action under the appropriate rules, if he is 

already in service under Government. 


18 . Preparation of Ust of sucoessful candidates. - ( 1 ) After every examina 
tion , candidates shall be arranged by the Commission in the order of merit as 
disclosed by the aggregate marks finally awarded to each candidate ; and in that 
order so many candidates as are found by the Commission to be qualified by 
the examination shall be recommended for appointment upto the number of 
unreserved vacancies decided to be Alled on the results of the examination . 
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( 2 ) Candidates belonging to the Scheduled Casteg or the Scheduled Tribes . 
who though not qualified by the standard prescribed by the Commission for 
the service , are declared by them to be suitable for appointment thereto with 
due regard to the maintenance of efficiency of adininistration , shall be recom 
mended for appointment to vacancies reserved for members of the Scheduled 
Castes or the Schduled Tribes, as the case may be, in the Service. 

( 3 ) If a sufficient number of candidates , who are members of the Scheduled 
Cæstes or the Scheduled Tribes, are not available for filling all the vacancies 
so reserved , the vacancies not so Alled shall be Alled by appointing candidates , 
not belonging to the Scheduled Castes or the Scheduled Tribes , qualified by 
the standard prescribed by the Commission for the service , and an equivalent 
number of additional vacancies shall be reserved for candidates belonging to 
the Scheduled Castes or the Scheduled Tribes to be filled on the results of the 
next examination . 

( 4 ) If at the next examination , a sufficient number of candidates belonging 
to the Scheduled Castes or the Scheduled Tribes are not available for Alling 
all the vacancies reserved for them including those carried forword under 
sub - rule ( 3 ) , the vacancies so remaining unflled shall be Alled by appointing 
candidates not belonging to the Scheduled Castes or Scheduled Tribes , qualified 
by the standard prescribed by the Commission for the Service, and an equivalent 
number of vacancies shall be carried forward to any year of the examination , 
and so on . 

( 5 ) Notwithstanding anything contained in sub - rules ( 3 ) and ( 4 ), no 
vacancies reserved for the Scheduled Castes or the Scheduled Tribes shall be 
carried forward to any year of the examination : 
( ar ) to such an extent that the total number of vacancies so corried for 

ward together with the vacancies reserved for candidates who are 
members of the Scheduled Castes and the Scheduled Tribes for 

that year exceeds 45 per cent of the total vacancies in that year ; or 
( b ) if such vacancies, which are to be carried forward , continuously 

remained unfilled for a period of two recruitment years . 
19 . Success in examination not to conter any right to appointment. — Success 
in the examination confers no right to appointment to the service , unless 
Government are satisfied , after such enquiry as may be considered necessary , 
that the candidate is suitable in all respects for appointment to the Service . 

20 . Physical Test . No candidate who , after such physical examination ag 
the Government may prescribe, is not found to be in good mental or bodily 
health and free from any mental or physical defect likely to interfere with the 
discharge of the duties of the Service , shall be appointed to the Service . 
Candidates will have to pay to the Medical Board such fee as may be pres 
cribed by the Government from time to time. The fact that a candidate ha . 
been physically examined will not mean or imply that he will be considered for 
appointment. 


PART III — Recruitment by promotion 


21. Recruitment by promotion . - ( 1 ) Appointments to the posts in the Junior 
Scale shall be made by selection on merit from amongst eligible Class II officers 
( including officiating Class II officers ) of the Stores Department of the Indian 
Railways from Headquarters and Divisional Offices ordinarily with not less 
than three year service in the grade. 

(2 ) 33 - 1 / 3 per cent of the vacancies in Junior Scale , shall be filled by 
departmental promotion . This percentage is likely to be varied from time to 
time in consultation with the Commission . 

( 3 ) If the quota reserved for Class II officers for promotion to Junior Scale 
is not fully utilised , the remaining vacancies shall be filled by direct recruit 
ment under clause ( a ) of rule 4 and appointment of temporary Assistant Con 
trollers of Stores under clause (b ) of that rule, in such proportion as may be 
decided by the Government in consultation with the Commission . 

(4 ) Appointments to the posts in Senior Scale shall be made by promotion 
in the order of seniority , subject to the rejection of the unfit, of officers ordi 
narily with not lesg than four years service in Junior Scale . 


. 


. . 


- 


- - - 
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(5 ) Appointments to the Junior Administrative Grade shall ordinarily be 
made by selection on merit from amongst officers ordinarily with not less than 
five year s service in Senior Scale . 

( 8 ) Appointments to the Senior Administrative Grade shall be made by 
selection on merit from amongst officers ordinarily with not less than five year s 
service in the Junior Administrative Grade. 

( 7) No officer shall have any claim to promotion to any grade of the scrvice , 

( 8 ) No officer shall be eligible for promotion to the Service unless the 
Government is satisfied that he is suitable for appointment to the Service in all 
respects . 

( 9 ) Notwithstanding anything contained in rule 4 , the posts in the Senior 
Scale , Junior Administrative Grade, and Senior Administrative Grade to be 
filled by promotion may , in exceptional cases , be Alled by direct recruitment 
otherwise than through competitive examination , or by occasional recruitment 
from other services, in consultation with the Commission . 


PART IV – Miscellaneous 
22. Disqualifications, — ( 1 ) No male candidate , who has more than one wife 
living or who having a spouse llying, marries in any case in which such marriage 
is void by reason of its taking place during the life time of such spouse , shall 
be eligile for appointment to the Service . 

( 2 ) No female candidate, whose marriage is . void by reason of the husband 
having a wife living at the time of such marriage or who has married a person who 
has a wife living at the time of such marriage, shall be eligible for appointment 
to the Service . 

( 3 ) The Government may if it is satisfied that there are special grounds 
.. so to do , exempt any candidate from the operation of this rule . 

23. Power to relax . - - Where the Government is of the Opinion that it is . 
necessary or expedient so to do, it may , by order , for reasons to be recorded 
in writing and in consultation with the Commission , relax any of the provisions 
of these rules with respect to any class or category of persons or posts. 

24 . Interpretation - If any question arises relating to the interpretation of 
the rules, it shall be referred to the Government who shall decide the same, 


APPENDIX 
[Vide rule 3 ( 3 ) ] 

Other conditions on service 
1. ( a ) Appointment to the Service will be on probation for a period of three 
years during which the service of the officers will be liable to termination by 
3 months notice in writing on either side . They will be required to undergo 
Practical training for a period of not less than two years . Those who complete 
this training successfully and are considered otherwise suitable will be given 
charge of working posts , provided they have passed the prescribed departmental 
and other examinations. It must be noted that these examinations should , as 
a rule , be passed at the frst chance and that except under exceptional circum 
mtances a second chance will not be allowed , Failure to pass the examination 
may result in the termination of services and will, in any case , involve stoppage 
Cf increments. 

(b ) On the completion of one year s service in a working post, the pro 
bationary officers will be required to pass a final examination both practical and 
theoretical, and will, as a rule , be confirmed if they are considered fit for 
appointment in all respects. In cases , where the probationary period is extended 
for any reason , the drawal of the first and subsequent increments on their 
passing the departmental examinations, and on being confirmed will be subject 
to the rules and ordrs in force from time to time, 

( c ) If for any reasons not beyond his control, a probationer wishes to with 
draw from training or probation , he will be liable to refund the whole cost of 
his training and any other moneys paid to him during the period of his proba 
tion . 
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NOTE 1. — The period of training and the period of Probation against a working 
post may be modified at the discretion of Government. If the period of training 
is extended in any case due to the training not having been completed satis 
factorily , the total period of probation will be correspondingly extended . 

Note 2 . - Probationers will also have to undergo training at the Railway 
Staff College , Baroda, in two phases. The test in the Staff College is compulsory 
and a second chance, in the event of failure , will not be given except in 
exceptional circumstances and provided the record of the officer is such that such 
relaxation may be made. Failure to pass the test may involve the termination 
of services and in any case, the officers will not be confirmed till they pass the 
test, their period of training and / or probation being extended , if necessary . 

NOTE 3 . — If, in the opinion of . Government the work or conduct of an officer 
on probation is unsatisfactory , or shows that he is unlikely to become efficient, 
Government may discharge him forthwith , 

NOTE 4 . — On the conclusion of his period of probation Government may con 
firm the officer in his appointment, or , if his work or conduct has in the opinion 
cf Government been unsatisfactory , Government may either discharge him from 
the service or may extend his period of probation for such further period as 
Government may think fit. 

NOTE 5 . If the power to make appointment in the Service is delegated by 
Guzernment to any officer , that officer may exercise any of the powers of 
Government under this paragraph . 

2 . ( a ) Probationers will not be permitted to apply for appointment else 
Ihere or appear for examination or selection for recruitment to other services , 

( b ) In cases where probationers have already appeared at the Combined 
Competitive Examinations prior to their allotment to the Railway Service and 
qualify for appointment to services other than Railway Services , the question 
of their release from Railway Service will be considered only when they are 
prepared to refund in cash the cost of the training and other moneys paid to 
them during the period of their probation before they are actually relieved . 
. 3. Probationers should have already passed or should pass during the period 
of probation an examination in Hindi in the Devnagari script of an approved 
standard . This examination may be the " Praveen " Hindi Examination which 
is conducted by the Directorate of Education , Delhi Administration , Examination 
Branch or one of the equivalent examinations recognised by the Government 

No probationary officer can be confirmed or his pay in the time scale raised 
to Rs. 450 per month unless he fulfls this requirement; and failure to do so will 
involve liability to termination of service . No exemption can be granted . 


4 . Officers of the Indian Railway Stores Service recruited under these regu 
lations 

( i) will be eligible to pensionary benefits ; 
( 11) shall subscribe to the State Railway (Non -Contributory ) Provident 

Fund under the rules of that Fund as applicable to Railway servantg 
appointed on the date they join service. 


5 . Pay will commence from the date of joining service as a probationer . 
Service for increments will also count from the same date . Particulars as to 
pay are contained in sub - rule ( 2 ) of rule 3 of the main rules . 

6 . Officers recruited under these rules shall be eligible for leave in 
accordance with the leave rules for the time being in force applicable to officers 
of the Indian Railways, 

7 . Officens will ordinarily be cmployed throughout their service on the Rail 
way to which they may be posted on first appointment and will have no claim 
as a matter of right to transfer to some other railway, but the Government 
reserve the right to transfer such officers , in the exigencies of service , to any 
other Railway , production unit or project in or out of India . 

8 . Any person appointed to the Indian Railway Stores Service on the results : 
of the competitive examination held in 1984 or thereafter shall if so required , 
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- 
be liable to serve in any Defence service or post connected with the Defence of 
India , for a period of not less than four years including the period spent on 
training if any : 
Provided that such persone 
(a ) shall not be required to serve as aforesaid after the expiry of ten 

years from the date of his appointment; 
(b ) shall not ordinarily be required to serve as aforesaid after attaining 

the age of forty years . 
9. The relative seniority of officers recruited under clause (a ) of rule 4 will 
ordinarily be determined by the order of merit in the competitive examination . 
The Government of India , however , reserve the right of fixing seniority at their 
discretion in individual cases . They also reserve the right of assigning to 
officers appointed under clauses ( b ), ( c ) and ( d ) of rule 4 positions in the 
seniority list at their discretion . 

NOTE . If the period of training and consequently the period of probation is 
extended in any particular case due to the training not having been completed 
satisfactorily , the officer concerned is liable to lose in seniority . 

10 . Probationary officers will start on the minimum of the Junior Scale and 
will count their service for increments from the date of joining. They will, 
however , be required to pass any departmental examination or examinations 
that may be prescribed before their pay can be raised from Rs. 400 p .m . to 
Rs. 450 p .m , in the time scale . . 

Increment from Rs. 400 to Rs. 450 will be stopped if they fail to pass the 
Departmental examination within the first two years of the training and pro 
bationary period . In cases where the training period has to be extended for 
failure to pass all the Departmental examination within the stipulated period , 
on their passing the departmental examinations after expiry of the extended 
period of training , their pay from the date following that on which the last 
examination ends, will be fixed at the stage in the time scale which they would 
have otherwise attained , but no arrears of pay would be allowed to them . In 
such cases , the date of future increments will not be affected , 

Advance increments from Rs. 400 to Rs, 450 and from Rs. 450 to Rs. 480 in 
the Junior Scale of Rs. 400 — - 950, may , however , be granted during the period 
of probation as soon as the probationary officer passes the prescribed examina 
tions. After the grant of the advance increments , the pay of the officer will be 
regulated according to his position in the time scale. 

NOTEI — In the case of persons already in Government service their pay on 
appointment as probationer will be Axed in accordance with the rules and regu 
lations in force from time to time. 

11. Increments will be given subject to the provisions of paragraph 10 for 
approved service only, and in accordance with the rules of the Department. 

12 . Promotions to the Administrative grades are dependent on the 
occurrence of vacancies in the sanctioned establishment and are made wholly 
by selection ; mere seniority does not confer any claim for such promotion . 

13. In all matters not specifically provided for herein , the Probationary 
officers will be governed by the provisions of the Indian Railway Codes as 
arriended from time to time and other orders in force issued by competent 
authorities from time to time. 

[No. E (GR ) I81RR8. ] 

C . S . PARAMESWARAN , Secy . 
MINISTRY OF INFORMATION AND BROADCASTING 

New Delhi , the 19th December 1968 
G . S . R . 152 .-- In exercise of the powers conferred by the proviso to article 309 
of the Constitution , the President hereby makes the following rules regulating 
the method of recruitment to the post of Welfare Inspector under the Ministry 
of Information and Broadcasting, namely : 

1 . Short Htle and commencement. - ( 1 ) These rules may be called the Ministry 
of Information and Broadcasting Welfare Inspector Recruitment Rules, 1968 . 
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( 2 ) They shall come into force on the date of their publication in the OfHcial 
Gazette 

2 . Application , - These rules shall apply for recruitment to the post ag specifi 
ed in Column 1 of the Schedule annexed thereto . 

3 . Number of posts , classification and scale of pay. - - The number of posts , 
their classification and the scales of pay attached thereto shall be as specified 
in coluinns 2 to 4 of the said Schedule . 

4 . Method of recruitment, age limit and other qualifications. The method of 
recruitment, age limit, qualincations and other matters relating to the said post 
shall be as specified in columns 5 to 13 of the Schedule aforesaid : 

Provided that the upper age limit specified in column 6 of the said Schedule 
may be relaxed in the case of candidates belonging to Scheduled Castes , Scheduled 
Tobes and other special categories of persons in accordance with the orders 
issued from time to time by the Central Government. 

5 . Disquallfications. - - ( 1 ) No person , who has more than one wife living or who 
having a spouse living marries in any case in which such marriage , is void by 
reason of its taking place during the life time of such spouse , shall be eligible 
for appointment to any of the said post. . 

( 2 ) No woman , whose marriage is void by reason of the husband having a 
wife living at the time of such marriage, or who has married a person who had 
2 wife living at the time of such marriage , shall be eligible for appointment to 
any of the said poşts. 

( 3 ) The Central Government may, it satisfied that there are special grounds 
for so ordering, exempt any person from the operation of this rule . 

8 . Power to relax . - -Where the Central Government is of opinion that it lo 
necessary or expedient so to do , it may , by order , for reasons to be recorded in 
" writing , relax any of the provisions of these rules with respect to any class or 
category of person . 
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THE SCHI 


Name of No. of Classifica - 

post posts tion 


Scale of 
pay 


Whether Age li - Educational and Whether 
Selection mit for other qualifica - age and 
post or direct tions required educa 
non -selec - recruits for direct rc tional 
tion 

cruits 

qualifica 
post 

tions 
pres 
cribed for 
direct 
recruits 
will apply 
in the 
caşe of 
promo 
tccs 


1 


2 


3 


Not Applicable 


Welfaro 
Inspector 


Not 
Appli 
cable 


Not 
Applice 
blc 


General Rs. 210 - 10 Not 
Central - 270 ~ Applica - 
Servicc 15 - - 300 ble 
Class III EB - - I5 
Non - ga - 450 - ÉB 
zetted 30 - 530 
Non -mi 
Dist 
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G - - - RA S 
DULE 


- - - - - - 


- 


- 


- - - 


Period of pro - 
bation , if any 


Method of rectt. In case of rcctt. by 
whether by direct promotion /deputa - 
recit, or by promo- ion /transfer , grades 
tion or by deputation from which promo- 
transfer & percentage tion /deputation /trang 
of the vacancies lobc fer to be made 
filled by various me 
thod : 


J1 a DPC Ctrcumstances in 
exists , what which U . P . S . C . is 
is its compo - tobe consulted 
sition 

in making re 
cruitment 


10 


II 


12 


13 


Not Applicable 100 % by depuration 


Deputation of perma- Not Applica - Not Applicatio 
nent Upper Divi 
sion Clerks of the 
Central Secretariat 
Clerical Service 
having minimum 5 
years service in the 
grade . (Period of 
deputation ordina 
rily not exceeding 
2 years .) 


[No. 9 / 18 /68 -Adm . II.) 
G . S . GUPTA , Dy. Secy . 


MINISTRY OF PETROLEUM AND CHEMICALS 

New Delhi, the 14th January 1969 
G . S . R . 153 . - In exercise of the powers conferred by the proviso to article 309 
or the Constitution , the President hereby makes the following rules regulating 
the method of recruitment to the post of Senior Investigator ( Economics ) in the 
Ministry of Petroleum and Chemicals, namely : 

1. Short title and commencement. - ( 1 ) These rules may be called the Senior 
Investigator (Economics ) Recruitment Rules, 1969. 

( 2 ) They shall come into force from the date of their publication in the 
official Gazette . 

2 . Application .-- These rules shall apply to the post specified in column 1 ot 
the Schedule innexed to these rules , 

3 . Number , classification and scale of pay . The number of post, its classifica 
tion and the scale of pay attached thereto shall be as specifled in columns 2 to 4 
of the said Schedule . 

4 Method of recruitment, age limit, qualifications eto . The method of recruit 
ment, gan limit , qualifications and other matter connected therewith shall be as 
specified in columns 5 to 13 of the Schedule aforesaid : Provided that the upper 
age limit specified in column 6 of the Schedule may be relaxed in the case of 
the Scheduled Castes Scheduled Tribes and other special categories of persons in 
accordan " with the orders of the Central Government jssued from time to time. 
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5 . Disqualifications . - ( 1 ) No person , who has more than one wife living or 
who , having a spouse living marries in any case in which such marriage is void 
by reason of its taking place during the life - time of such spouse, shall be eligible 
for appointment to the said post . ( 2 ) No woman , whose marriage is vold by rea 
son of the husband having a wife living at the time of such marriage or who 
has married a person who has a wife living at the time of such marriage, shall 
be eligible for appointment to the said post. ( 3 ) The Central Government may , 
if it is satisfied that there are special grounds for so ordering, exempt any person 
from the operation of this rule . 


6 . Powers to relax . Where the Central Government is of opinion that it is 
necessary or expedient so to do, it may. by order, for reasons to be recorded 
in writing, and in consultation with the Union Public Service Commission relax 
any of the provisions of these rulcs with respect to any class or category of 
persons. 


THE SCHEDULE 


I. Name of post . . . . . Senior Investigator (Economics ) 
2 . No. of posts , . . . . . One. 
3 . Classification , 

General Central Service Class II Non -Gaze 

tted Non -Ministerial. 
4 . Scale of pay. . .. . . . . Rs. 325 — 15 - 475 — EB — 20 — 575. 
5 . Whether the Selection post or non - Selection Not applicable . 

post . 
6 . Age for direct recruits . . . . 30 years and below (Relaxable for Govern 

ment servants ). 
7 . Education and other qualifications required Essentialı 
for direct recruits . 

(1) Master s degree in Economics or Com " 

merce of a recognised University or 

equivalent. 
(it) About 2 years experience of Economic 

research / investigation . 
(ii) (Qualifications relaxable at Com 

mission s discretion in case of candi 
dates otherwise well qualified . 


Desirable 
Experience in Economi- /Statistics Or Pe 

trbleum Industry in India and abroad , 
9 . Whethe77714 - cational qualifications Not applicable. 

prescribe for direct recruits will apply in 

the case of Prom tces. 
9 . Period of probation , if any . 

. 2 years . 
10 . Method of recruitment whether by direct By direct recruitment. 

recruitinent or by deputation /transfer & per 
centage of the vacancies to be filled by various 

methods. 
II. In case of recruitment by pro notion /depu - Not applicable . 

tation /transfer , grades from which promo 

tion dep itation /transfer to be made. 
12 . If a D . P . C . exists, what is its composition Not applicable . 
13 . Circumstances in which U . P . S . C . is to be As required under the Union Public Service 
consulted in making recruitment, 

Commission Exception from Consultation ) 
Regulations , 1958 . 

( No. 4 /75/ 68 - Adm I ] 
A . J. F . D SOUZA , Under Secy. 


Sec. 3 (i) ] THE GAZETTE OF INDIA : JANUARY 25, 1969 /MAGHA 3, 1890 312 
... . - - - - = - - -. - . .. = : - _ . .. ... - . 

.. 
MINISTRY OF STEEL , MINES AND METALS 

(Department of Mines and Metals ) 

New Delhi, the 17th January 1969 
G . S . 184 . — In exercise of the powers conferred by section 13 of the Mines 
and Minerals ( Regulation and Development) Act, 1957 (67 of 1957) , the Central 
Government hereby makes the following rules further to amend the Mineral 
Concesion Rules, 1900 , namely : 

1. These rules may be called the Mineral Concession ( Amendment) Rules , 
1909 . 

2 . In the Mineral Concession Rules, 1960 , in rule 14 , in sub -rule ( 1 ), After 
clause ( li ) , the following clauses shall be inserted , namely : 
" ( ii - a ) in the case of gold , silver or precious stones , the licensee may 

carry, away any quantity won during the course of prospecting oper 
ations on payment of royalty for the time being specifled in the 

Secondi Schedule to the Act in respect of such mineral; 
( li - b ) in the case of mica , the licensee may carry away any quantity not 

exceeding ten tonnes won during the course of prospecting operations 
on payment of royalty for the time being specified in the Second 
Schedule to the Act " . 

[No. 1 (3 ) / 68-MII. ] 
A . SETHUMADHAVAN , Under Secy . 


MINISTRY OF FINANCE 
(Department of Economio Affairs ) 

New Delhi, the 14th January 1969 
G . S .R . 166 . - The following draft of certain rules to amend the Public Debt 
(Annuity Deposit CertiAcates ) Rules , 1986 , which the Central Government pro 
poses to make in exercise of the powers conferred by section 28 of the Public 
Debt Act , 1944 ( 18 of 1944 ) , is published as required by sub - section ( 1 ) of the 
said section , for the information of all persons likely to be affected thereby, and 
notice is hereby given that the said draft will be taken into consideration on or 
after the 25th February , 1969 , 

2 . Any objection or suggestion which may be received from any person with 
respect to the said draft before the date so specified will be considered by the 
Central Government. 


DRAFT RULES 
These Rules may be called the Public Debt (Annuity Deposit Certificates ) 
Amendment Rules , 1969 . 
2 . In the Public Debt ( Annuity Deposit Certificates ) Rules, 1966 — 
(i ) in rule 2 , for sub -rule (5 ) , the following sub -rule shall be substituted , 

namely :-- 
“ ( 5 ) " " Annuity Deposit Scheme means an Annuity Deposit Scheme made 

under section 280W of the Income - Tax Act, 1961" (43 of 1981) ;" 


( ii ) in rule 3, 4 
(a ) in sub-rule ( 1), for the word " prescribed" , the word " specified " shall 

be substituted ; 
(b ) in sub -rule ( 2 ), for the words and figure " receipt in Form 6 pres 

cribed under the Annuity Deposit Scheme" , the words "Tecelpt in 
the Form prescribed under the Annuity Deposit Scheme" shall be 
substituted ; 
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- 


- 


- - - 


( iii ) in rule 4, for sub - rule ( 1 ) , the following sub-rule shall be substituted, 

___ narmely: 


" ( 1) A nomination , variation or cancellation thereof made under the 

Annuity Deposit Scheme shall be deemed to have been made also 
under these rules and the provisions made in the Annuity Deposit 
Scheme in at that regard shall have effect as if they were included 
in these rules subject to the modification that for the word " deposi 
tor " the words " holder of an Annuity Deposit Certificate " had been . 

substituted ;" and 
( iv ) in rule 14 , in sub -rule (1 ) , the words and figures "paragraph 11 of " 

shall be omitted . 


[ No. F . 18 ( 22 )- W & M| 88.] 
M. D . PAL , Under Secy . 


वित्त मंत्रालय 
( अर्थ कार्य विभाग ) 

नई लिली , 14 जन परो 1969 
मा० का० नि० 156. - -. लोक ऋण ( वार्षिकी निक्षेप प्रमाणपत्र ) नियम , 1966 
को संशोधित करने के लिए कतिपय ऐसे नियमों के जिन्हें केन्द्रीय सरकार, लोक ऋण अधिनियम , 1944 
( 194 का 18 ) की धारा 28 द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए बनाने की प्रस्थापना करती 
है. प्रारूप का उक्त धारा की उपधारा ( 1 ) की अपेक्षानुसार प्रकाशन , ऐसे सभी व्यक्तियों की जानकारी 
के लिए किया जाता है, जिनका एतद्द्वारा प्रभ ित हाना स भ ५ है , और तारा सचना दी 
जाती है कि उक्त प्रारूप पर 25 फरवरी 1969 को या इसके पश्चात् विचार किया जाएगा । 

ऐसे किसी भी आक्षेप या सुझाव पर, जो उक्त प्रारूप की बाबत किसी भी व्यक्ति से ऐसी 
विनिर्दिष्ट तारीख से पूर्व प्राप्त होती है, केन्द्रीय सरकार द्वारा विचार किया जाएगा । 


प्रारू नियन 
ये नियम लोक ऋण ( वार्षिकी निक्षेप प्रमाणपत्र ) संशोधन नियम, 1969 कहे जा सकेंगे । 
2. लोक ऋण ( वार्षिकी निक्षेप प्रमाणपत्र ) नियम, 1966 में 
( i) नियम 2 में , उपनियम ( 5 ) के लिए निम्नलिखित उपनियम प्रतिस्थापित किया 

जाएगा, अर्थात : - - 


" ( 5 ) " वार्षिकी निक्षेप स्कीम " से प्राय कर अधिनियम , 1961 ( 1961 का 43 ) 

की धारा 280न के अधीन नैयार की गयी वार्षिकी निक्षेप स्कीम अभिप्रेत 


(ii ) नियम 3 में,-- 
( क ) उपनियम ( 1 ) में "विहित " शब्द के लिए "विनिर्दिष्ट " शब्द प्रतिस्थापित 

किया जाएगा । 
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( ख ) उपनियम ( 2 ) में , “ वार्षिकी निक्षेप स्कीम के अधीन विहित प्रारूप 6 में रसीद " 

शब्दों और अंकों के लिए “वार्षिकी निक्षेप स्कीम के अधीन विहित प्रारूप में 

रसीव " शब्द प्रतिस्थापित किए जाएंगे ; 
( iii ) नियम 4 मे, उपनियम ( 1 ) के लिए निम्नलिखित उपनियम प्रतिस्थापित किया 
जाएगा, अर्थान् 
" ( 1 ) वार्षिकी निक्षप स्कीम के अधीन किया गया उस का नामनिर्देशन , फेरफार 

या रद्दकरण इन नियमों के भी अधीन किया गया समाना जाएगा और उसके 
बारे वार्षिकी निक्षेप स्कीम में किए गये उपबंध इस प्रकार प्रभावी होंगे मानो 
वे इन नियमो में इस उपान्तरण के अध्यधीन सम्मिलित किये गये हों कि “निक्षेप 
कर्ता" शब्द के लिए " वार्षिकी निक्षेप प्रमाणपत्र का धारक शब्द प्रतिस्थापित 

किये गये हों ; और 
iv ) नियम 14 में , उपनियम ( 1 ) में “के पैरा 11 " शब्द और अंक लुप्त कर दिये 
जायेंग । 

[ एफ , 16(12 ) डब्ल्यू एण्ड एम68 ] 

मंगल दास पाल , 
अनु- सचिव, भारत सरकार । 


(Department of Rovendo and Insurance ) 

CENTRAL EXCISES 

New Delhi, the 25th January 1969 
G . S . R . 157. In exercise of the powers conferred by section 37 of the Central 
Excises and Salt Act , 1944 ( 1 of 1944 ) , the Central Government hereby makes the 
following rules further to amend the Central Excise Rules, 1944, namely : - - 

1. (1 ) These rules may be called the Central Excise (1st Amendment) Rules, 
1969 . 

( 2 ) They shall come into force on the date of their publication in the Omcial 
Gazette . 
2. In the Central Excise Rules , 1944, --- 
(i) in rule 51A, the following Proviso shall be inserted, namely : 
" Provided that the Collector or the Board may, by a general or special 

order, and subject to such conditions and limitations as may be laid 
down in such order , permit duty paid goods to enter, or to be retain 

ed in , any part or premises of a factory " .; 
( ii ) after rule 56A, the following rule shall be inserted , namely : - -- 
"56B. Special procedure for removal in bond of semi - finished goods to the 

premises of another person for completion of certain manufacturino 
processes and their return to the factory of the original manufac 
turet . — The Collector may , by special order and subject to the exe 
cution of a bond by the manufacturer and subject to such other con 
ditions as may be specified by the Collector, permit the manufacturer 
to remove excisable goods which are in the nature of semi-finished 
goods, to the premises of another person for completion of certain 
manufacturing processes and to bring back such goods to his factory , 
without payment of duty " . 

[ No. 5 / 89 - C. E . F . No. 2 / 24 / 68- CXI. ] 

K . L . REKHI , Under Secy . 
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(Department of Revenue & Insurance) 

CENTRAL EXCISES 

New Delhi, the 25th January 1969 
G . S . R . 158 . — In exercise of the powers conferred by sub -rule ( 1 ) of rule 8 of 
the Central Excise Rules, 1944 , the Central Government hereby makes the follow 
ing further amendment in the Notification of the Government of India in the Minis 
try of Finance (Department of Revenue and Insurance ) No. 134 / 86 -Central Excises , 
dated the 23rd August, 1966 , namely : 

In the said Notification , in paragraph 2 , for the expression " 31st December, 
1968 ” , the expression " 31st December , 1969 " shall be substituted . 


[No. 6 / 69 C .E , F , No. 8 / 48 /68 -CXIII. ] 


P . R . KRISHNAN , Under Secy . 


(Department of Revenue & Insurance ) 


CUSTOMS 

New Delhi, the 25th January 1969 
G . S . R . 169. — In exercise of the powers conferred by sub -section ( 1 ) of section 
25 of the Customs Act, 1962 (52 of 1962 ) and in supersession of the Notification 
of the Government of India in the Ministry of Finance (Department of Revenue ) 
No. 125- Customs, dated the 1st December, 1956 , the Central Government being 
satisfied that it is necessary in the public interest so to do , hereby exempts 
standard precision process cameras for preparing process and photolitho blocks, 
and component parts thereof not capable of being put to any other use , when 
imported into India , from the payment of so much of that portion of the customs 
duty leylable thereon which is specified in the First Schedule to the Indian Tariff 
Act , 1934 (32 of 1934 ) , as is in excess of : 


( i) 275 per cent. ad valorem , if the said goods are not the manufacture 

of the United Kingdom ; and 


( ii) 17 per cent. ad valorem , if the said goods are the manufacture of the 

United Kingdom . 


[No. 23 / F . No. 5 / 141 / 68-Cus. I] 


G . S . R . 160. - In exercise of the powers conferred by sub - section ( 1 ) of section 
25 of the Customs Act , 1962 (52 of 1962), the Central Government, being satisfied 
that it is necessary in the public interest so to do , hereby exempts motor cycles 
and motor scooters, when Imported into India by a passenger governed by the 
Passengers (Non - Tourist ) Baggage Rules, 1960 , from the whole of the duty of 
customs leviable thereon under the afore -mentioned Act ; 
Provided that , 
(1) the value of such motor cycle or motor scooter is within the free allowance 

admissible to such passenger under rule . 5 of the afore -mentioned rules 
and the free allowance equal to that value is not utilised for clearing 

duty - free any article of baggage of such passenger; and 
(ii) such motor cycle or motor scooter complies with all the requirements 

of the afore -mentioned Act and rules as applicable to articles of 
baggage . 

( No . 24 / F . No . 5 / 40 / 88 -Cus. VI.] 

J. DATTA , Dy. Secy . 
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MINISTRY OF HOME AFFAIRS 

New Delhi, the 24th December 1968 
G .S . R . 161 . — In pursuance of rule 11 of the Indian Administrative Service, 
(Pay ) Rules , 1954, the Central Government in consultation with the Government 
of Maharashtra , hereby makes the following amendments to Schedule III ap 
pended to the said Rules . - 
2 . The amendment shall come into force from 10th December , 1968 . 

Amendment 
In the said Schedule III to the said rules, under the heading A — Posts carrying 
pay above the time scale pay in the Indian Administrative Service , under the 
State Governments against Maharashtra, the following entrics shall be adderl : — 

‘Municipal Commissioner, Nagpur . — Rs. 2500 — 125 / 2 — 2750 , 
3 . In the said Schedule III, under the heading " B - Posts carrying pay in the 
Senior time- scale of the Indian Administrative Service under the State Govern 
ments including posts carrying special pays In addition to pay in the time- scale " , 
against Maharashtra , the following entry shall be deleted : 
“ Municipal Commissioner for the city of Nagpur" . 

[No. 1 / 80 / 68 -AIS ( II ). ] 


CORRIGENDUM 

New Delhi, the 13th January 1969 
G .S .R . 162 . - In the Ministry of Home Affairs Notification No. 18 / 28 / 68 -AIS ( III) , 
dated the 2nd January , 1969, in para 1 ( 1 ) for the words " Seventh Amendment 
Regulations, 1968 ” read " Amendment Regulations, 1969" . 

[No. 18 / 26 / 68 - AIS (III) . ] 
A N . BATABYAL , Under Secy 


New Delhi, the 13th January 1969 
G . S . R . 163. - In exercise of the powers conferred by proviso to article 309 of the 
Constitution and in supersession of the Laccadive, Minicoy and Amindivi Islands 
( Recruitment to the post of Secretary to the Administrator ) Rules, 1961, the Presl 
dent hereby makes the following rules regulating the method of recruitment to 
the post of Secretary to the Administrator, Laccadive, Minicoy and Amindivi 
Islands , namely S 

1 . Short title and commencement.- - ( 1 ) These rules shall be called the Secretary 
to the Administrator (Laccadive, Minicoy and Amindivi Islands ) Recruitment 
Rules , 1968 . 

( 2) They shall come into force from the date of their publication in the Omcial 
Gazette . 

2 . Classification , scale of pay, qualifications etc . - - The classification of the post . 
the scale of pay attached thereto , the method of recruitment, qualifications and 
other matters relating to the said post shall be as specified in columns 3 to 13 of 
the Schedule hereto annexed . 

3 . Disqualification . — ( 1 ) No person who has more than one wife living or who , 
having a spouse living, marries in any case in which such marriage is void by 
reason of its taking place during the lifetime of such spouse , shall be eligible for 
appointment to the said post; and 

( 2 ) no woman whose marriage is void by reason of the husband having a wife 
living at the time of such marriage or who has married a person who has a wife 
living at the time of such marriage, shall be eligiblc for appointment to the said 
post : 

Provided that the Central Government may , If satisfied that there are special 
grounds for so ordering, exempt any person from the operation of this rule . 

4 . Power to relax . - Where the Central Government is of the opinion that it 
is necessary or expedient so to do, it may , by order , for reasons to be recorded 
in writing and in consultation with the Union Public Service Commission , relax 
any of the provisions of these rules with respect to any class or category of 
persons. 


THE SCHEDULE 


Name of 

post 


Classi 
ficacion 


Scale of 

pay 


rusts 


nt 


Whether Age Edaca - Whether Period 
selection for di- cational age and of pro 
post or rect re - and other educa - bation , 

non cruits . qualifica - tional qu - if any 
selection 

tions re - alifications 
post 

quired for prescribed 
dirtut 

for 
recruits direct re 

cuits will 
apply in 
the case 
of pro 
motees 


Method of In case of rectt , by If a DPC Circumstan 
rectt. wheth - promotion deputa - cxists os ? which 
er by direct tion /transfer , grades what UPSC is to 

is its be consulted 
or by promo- promotion deputa - composi in making 

tion or by tion /transfer to be con recruitment 
deputation 

made 
transfer 
and percen 
tage of the 
vacancies to 

be filled by 
various me 

thods 


10 


12 


I3 
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I 


Secretary to 

the Admi. 
Distrator. 


Rs. 375 – 
25 – 575 . 


2 years 


Selection Not Not ap 

appli - plicable. 
cable 


Not ap 
plicable . 


General 
Central 
Service 
C1858 II 
Gazetted 
(Non -Mi 
aisterial) . 


By promo- Promotion : _ Class II 
tion failing Assistant Secretary Depart 
which by to the Adminis - mental 
tansfer on trator with 2 Promo 
deputation . years service in tion Co 

the grade, failing mmittee . 
which with 7 
years total ser 
vice in the grades 
of Assistant Sec 
retary and Sup 
erintendent ; aad 
failing both Sap 
criatendents with 
7 years service in 
the grade . 
Transfer on dąputa 

bio : 
Officers of the rank 


As required 
m der the 
Union Pub 
lic Service 
Commission 
(Exemption 
from Con 
sultation ) 
Regulations 

1958 . 


of Tahsildar pos 
sessing a work 
ing knowledge of 
Malayalam . 


(Period of deputa 
tion ordinarily 
not exceeding 3 
years) 


[No. 1/ 2 ( 14 )67 - ANL ] 
RC GUPTA, Under Secy . 
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CORRIGENDUM 

New Delhi, the 15th January 1969 
G . S .R . 164 .- In the notification of the Government of India in the Ministry of 
Home Affairs No, G .SR . 2157, dated the 3rd December, 1968 , published at page 
3032, in the Gazette of India , Part II , Section 3 ( i) , dated the 14th December , 1968 , 
in line 4 , for " 1965 " Tead " 1953" 

(No. F . 7 / 10 / 68-UTL . ) 
P . N . KAUL , Dy. Secy 
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